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[bookmark: _Toc114825061]* * * First Change * * * *
[bookmark: _Toc433209705][bookmark: _Toc453260205][bookmark: _Toc453261092][bookmark: _Toc453279837][bookmark: _Toc459375175][bookmark: _Toc468105419][bookmark: _Toc468110514][bookmark: _Toc485420517][bookmark: _Toc122605828]8.3.2.1	Service API publish request
Table 8.3.2.1-1 describes the information flow service API publish request from the API publishing function to the CAPIF core function.
Table 8.3.2.1-1: Service API publish request
	Information element
	Status
	Description

	API publisher information
	M
	The information of the API publisher may include identity, authentication and authorization information

	Service API information
	M
	The service API information includes the service API name, API provider name (optional), List of UE IPs (optional), service API type, communication type, description, Serving Area Information (optional), AEF location (optional), interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.

	Shareable information
	O (see NOTE)
	Indicates whether the service API or the service API category can be published to other CCFs. And if sharing, a list of CAPIF provider domain information where the service API or the service API category can be published is contained.

	NOTE:	If the shareable information is not present, the service API is not allowed to be shared.



* * * Next Change * * * *
[bookmark: _Toc460615989][bookmark: _Toc460616850][bookmark: _Toc477419270][bookmark: _Toc122605852]8.7.2.1	Service API discover request
Table 8.7.2.1-1 describes the information flow service API discover request from the API invoker to the CAPIF core function.
Table 8.7.2.1-1: Service API discover request
	Information element
	Status
	Description

	API invoker identity information
	M
	Identity information of the API invoker discovering service APIs 

	Query information
	M
	Criteria for discovering matching service APIs (e.g. service API type, Serving Area Information (optional), preferred AEF location (optional), required API provider name (optional), List of UE IPs (optional), interfaces, protocols) 
(see NOTE)

	NOTE:	It should be possible to discover all the service APIs.



* * * Next Change * * * *
[bookmark: _Toc122605962]8.25.2.1	Interconnection API publish request
Table 8.25.2.1-1 describes the information flow interconnection API publish request from CAPIF core function to CAPIF core function.
Table 8.25.2.1-1: Interconnection API publish request
	Information element
	Status
	Description

	CCF information
	M
	The information of the CAPIF core function which publishes APIs, may include identity, authentication and authorization information

	Service API information
	O
(see NOTE 1)
	The service API information includes the service API name, API provider name (optional), List of UE IPs (optional), service API type, communication type, description, Serving Area Information (optional), AEF location (optional), interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.

	Service API category
	O
(see NOTE 1)
	The category of the service APIs to be published, (e.g. V2X, IoT)

	Shareable information
	O
(see NOTE 2)
	Indicates whether the service API or the service API category can be published to other CCFs. And if sharing, a list of CAPIF provider domain information where the service API or the service API category can be published is contained.

	NOTE 1:	At least one of the Service API information or Service API category shall be present.
NOTE 2:	If the shareable information is not present, the service API is not allowed to be shared. There is one and only one CAPIF provider domain information sharable via the CAPIF-6e interface.



* * * Next Change * * * *
[bookmark: _Toc122605964]8.25.2.3	Interconnection service API discover request
Table 8.25.2.3-1 describes the information flow interconnection service API discover request from one CAPIF core function to another CAPIF core function.
Table 8.25.2.3-1: Interconnection service API discover request
	Information element
	Status
	Description

	CAPIF core function identity information
	M
	Identity information of the CAPIF core function discovering service APIs 

	Query information
	M
	Criteria for discovering matching service APIs or CAPIF core function (e.g. service API type, Serving Area Information (optional), List of UE IPs (optional), preferred AEF location (optional), interfaces, protocols, service API category) 
(see NOTE)

	NOTE:	It should be possible to discover all the service APIs.



* * * End of Changes * * * *

