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	* * * First Change * * * *	
[bookmark: _Toc42003890][bookmark: _Toc50584203][bookmark: _Toc50584547][bookmark: _Toc57673390][bookmark: _Toc122439201]6.2.1	Architecture for enabling cloud applications with edge applications
Figure 6.2.1-1 illustrates the architecture for enabling cloud applications along with the edge applications. 


Figure 6.2.1-1: Architecture for enabling cloud application with edge applications
Cloud application server (CAS) residing outside the EDN may need to interact with the EEL entities e.g. for service continuity. The CAS and EAS interaction is Application Data Traffic, which is out-of-scope of this specification.
	* * * Second Change * * * *	
[bookmark: _Toc122439210]6.3.9	Cloud application server (CAS)
CAS is the application server resident in the cloud, performing the server functions. The AC connects to the CAS in order to avail the services of the application.
	* * * Third Change * * * *	
6.5.14	ECI-1
ECI-1 enables interaction between CAS and EES.
Editor's note:	What functionalities of EDGE-3 and EDGE-9 are reused for ECI-1 is FFS.
6.5.15	ECI-2
ECI-2 enables interaction between CAS and ECS.
Editor's note:	Need for ECI-2 and what functionalities of EDGE-6 are reused for ECI-2 is FFS.
6.5.16	ECI-3
ECI-3 enables interaction between CAS and the 3GPP core network.


	* * * End of Changes * * * *	
image1.emf
UE 3GPP Core 

Network

Application 

Client(s)

Edge 

Application 

Server(s)

Edge Enabler Server(s)

Edge Enabler 

Client

  EDGE-2

                                                           EDGE-1

EDGE-3

        EDGE-4

EDGE-5

   EDGE-7

EDGE-6

  EDGE-8

EDGE-9

Notification management server

Notification 

management client

SEAL NM-S

NM-UU

NM-C

NM-S

Cloud Application Server(s)

Edge Data Network

   ECI-3

Application Data Traffic

Edge Configuration Server

ECI-2 ECI-1


Microsoft_Visio_Drawing.vsdx

UE
3GPP Core Network
Application Client(s)
Edge Application Server(s)
Edge Enabler Server(s)
Edge Enabler Client
EDGE-2
EDGE-1
EDGE-3
EDGE-4
EDGE-5
EDGE-7
EDGE-6
EDGE-8
Application Data Traffic
EDGE-9

Notification management server

Notification 
management client
SEAL
NM-S
NM-UU
NM-C
NM-S
Cloud Application Server(s)
Edge Data Network
Application Data Traffic
ECI-3

Application Data Traffic
Edge Configuration Server
ECI-2
ECI-1



