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	Reason for change:
	pCR S6-230057 proposes to remove the VAL server registration procedure for NSCE as it duplicates already existing CAPIF functionality and conflicts with existing text in TS 23.434.

	
	

	Summary of change:
	CAPIF API exposure role is added to NSCE server description alike in other SEAL-layer servers.
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	No direct technical consequences identified, though approving the CR would increase clarity of the NSCE server function.
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Note to editor(s): S6-230250 and S6-230251 are proposing to move this clause of TS 23.434 to draft TS 23.435; if these TDs are agreed, the change is necessary to implement in the moved clause in TS 23.435.
* * * First Change* * * *

16.2.3.2
Network slice capability enablement server

The network slice capability enablement server functional entity provides the enablement of the network slicing aspects to support the VAL applications. Such enablement supports the mapping or migration of one or more vertical applications to one or more network slices (from a set of network slices, as provided by the 3GPP network system) as described in procedures in clauses 16.3.2.3 and 16.3.2.4. The network slice capability enablement server acts as CAPIF's API exposing function as specified in 3GPP TS 23.222 [8]. Such adaptation assumes that the UE is subscribed to more than one slice and is done via providing a guidance to update the URSP rules at the 5GS (denoted in clause 16.3.3 as network-based mechanism).
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