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Introduction
This document provides comments and proposals for 3G TS 11.110-1 v0.0.2(1999-05)[1]. In this document, Generic set up procedure is defined. But that study is still in progress.

Comments
The section numbers in this proposal are based on 3G TS 11.110-1 v0.0.2(1999-05). In this document. Contents of this proposal is an example. We should correct this when functions defined to realize specified test channels in each layer are defined.

Generic set up procedure is defined. But that study is still in progress.

Reference
[1] 3rd Generation Partnership Project;　Technical Specification Group Terminal;　Mobile Station (MS) conformance specification;　Part 1: Protocol conformance specification. (3G TS 11.110-1 version 0.0.2)(TSG-T1-99074)

1. Scope

2. References

3. Definitions, symbols and abbreviations

4. Overview

5. Reference Environment

5.1. Reference test methods

5.2. Default parameters

5.3. Generic set up procedures
5.3.1. Registration of MS

5.3.1.1. Initial condition 

System Simulator:


1 cell, default parameters.

Mobile Station:

-
The MS shall be operated under normal test conditions.

-
The special Test-SIM shall be inserted.

5.3.1.2. Definition of system information messages

[Editor’s Note: If this subscribe’s contents are written  in 5.2 Default parametors, this subscribe will be delated.]

5.3.1.3. Procedure
An  Registration of MS for SS shall be established under ideal radio conditions:

Step
Direction
Message
Comments


MS
SS



1
<<
System Info (BCCH)
NW Broadcast

2
>>
RRC Connection Request (CCCH)
RRC

3
<<
RRC Connection Setup (CCCH)


4
>>
MS Capability Information (DCCH)


5
>>
Direct Transfer (DCCH)


6
>>
Location Updating Request
MM

7
<<
AUTHENTICATION REQUEST


8
>>
AUTHENTICATION RESPONSE


9
<<
CIPHER MODE COMMAND


10
>>
CIPHER MODE COMPLETE


11
<<
Location Updating Accept


12
>>
TMSI Rellocation Complete


13
<<
RRC Connection Release


14
>>
RRC Connection Release Complete


5.3.1.4. Specific message contents

System Info (BCCH) to the MS

Information Element
Value/remark




RRC Connection Request (CCCH) to the MS
Information Element
Value/remark




AUTHENTICATION REQUEST to the MS
Information Element
Value/remark

Protocol Discriminator


Skip Indicator


Message Type


Ciphering key seq. number


Authent. parameter RAND


CIPHER MODE COMMAND to the MS
Information Element
Value/remark

Protocol Discriminator


Skip Indicator


Message Type


Ciphering mode setting



Algorithm Identifier


Cipher Response


Location Updating Accept to the MS

Information Element
Value/remark




RRC Connecting Release Complete to the MS

Information Element
Value/remark




5.3.2. Call setup

In the test procedures described in this EN, unless otherwise stated in the test description, the Mobile Terminating Speech call set-up procedure shall be as described in this subclause.
5.3.2.1. Generic call set up procedure for mobile terminating speech calls
5.3.2.1.1. Initial conditions 

System Simulator:


1 cell, default parameters.

Mobile Station:

-
The MS shall be operated under normal test conditions.

-
The special Test-SIM shall be inserted.

5.3.2.1.2. Definition of system information messages 

[Editor’s Note: If this subscribe’s contents are written  in 5.2 Default parametors, this subscribe will be delated.]

5.3.2.1.3. Procedure

An  Registration of MS for SS shall be established under ideal radio conditions:

Step
Direction
Message
Comments


MS
SS



1
<<
System Info (BCCH)
Broadcast

2
<<
Paging (PCCH)
Paging

3
>>
RRC Connection Request (CCCH)
RRC

4
<<
RRC Connection Setup (CCCH)


5
>>
MS Capability Information (DCCH)


6
>>
Direct Transfer (DCCH)


7
>>
Paging Response
MM

8
<<
AUTHENTICATION REQUEST


9
>>
AUTHENTICATION RESPONSE


10
<<
CIPHER MODE COMMAND


11
>>
CIPHER MODE COMPLETE


12
<<
SET UP


13
>>
CALL Confirmed


14
<<
Radio Access Bearer Setup
RRC RAB SETUP

15
>>
Radio Access Bearer Setup Complete


16
>>
ALEARTING
CC

17
>>
CONNECT


18
<<
CONNECT ACKKOWLEDGE


5.3.2.1.4. Specific message contents 
System Info (BCCH) to the MS

Information Element
Value/remark




Paging (PCCH) to the MS

Information Element
Value/remark




RRC Connection Setup (CCCH) to the MS

Information Element
Value/remark




AUTHENTICATION REQUEST to the MS

Information Element
Value/remark




CIPHER MODE COMMAND to the MS

Information Element
Value/remark




SET UP to the MS

Information Element
Value/remark




5.3.2.2. Generic call set-up procedure for mobile originating speech calls

5.3.2.2.1. Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:

-
The MS shall be operated under normal test conditions.

-
The special Test-SIM shall be inserted.

5.3.2.2.2. Definition of system information messages

[Editor’s Note: If this subscribe’s contents are written  in 5.2 Default parametors, this subscribe will be delated.]

5.3.2.2.3. Procedure

An  Registration of MS for SS shall be established under ideal radio conditions:
Step
Direction
Message
Comments


MS
SS








5.3.2.2.4. Specific message contents

****** to the MS

Information Element
Value/remark




5.3.2.3. Generic call set-up procedure for mobile terminating data calls

5.3.2.3.1. Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:

-
The MS shall be operated under normal test conditions .

-
The special Test-SIM shall be inserted.

5.3.2.3.2. Definition of system information messages

[Editor’s Note: If this subscribe’s contents are written  in 5.2 Default parametors, this subscribe will be delated.]

5.3.2.3.3. Procedure

An  Registration of MS for SS shall be established under ideal radio conditions:
Step
Direction
Message
Comments


MS
SS








5.3.2.3.4. Specific message contents

****** to the MS

Information Element
Value/remark




5.3.2.4. Generic call set-up procedure for mobile originating data calls

5.3.2.4.1. Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:

-
The MS shall be operated under normal test .

-
The special Test-SIM shall be inserted.

5.3.2.4.2. Definition of system information messages

[Editor’s Note: If this subscribe’s contents are written  in 5.2 Default parametors, this subscribe will be delated.]
5.3.2.4.3. Procedure

An  Registration of MS for SS shall be established under ideal radio conditions:
Step
Direction
Message
Comments


MS
SS








5.3.2.4.4. Specific message contents

 ******* to the MS

Information Element
Value/remark




5.3.3. Session setup

5.3.3.1. Initial conditions
5.3.3.2. Definition of system information messages
5.3.3.3. Procedure
5.3.3.4. Specific message contents
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