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The support for journalling is made mandatory (following requirements from the Applications and Automatic Execution Environment Workshop LS and SMG10).  The MS shall support the journalling of at least one entry.  

Examples of network events are presented.
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environment of the MExE MS.  The user shall be able to obtain information on all connections associated with applications on the MExE MS.  Behaviour of the application following termination or suspension of its connection is undefined.

The specific support of connection control by WAP and Java classmark MExE MSs is identified in subsequent sub-clauses, the security aspects of connection control are identified in the security sub-clause, and the user control of connection authorisation is identified in the user profile sub-clause.

4.10
Journalling of network events

To support the user in monitoring and maintaining a record of (potentially chargeable) network events initiated by services in the MExE environment, it shall be possible for the user to request the MExE MS to maintain a record of network events initiated by services on the MExE MS.  Support of such journalling is mandatory.  

· Network events for the purposes of journalling, are defined as events which result in the origination of voice or data connections by a service in the MExE environment of the MExE MS.  Examples of such events are:-
· Sending an SMS message

· Sending an USSD message
· Initiating a circuit switched connection

· Initiating a packet switched connection

· Sending data over a packet switched connection

The above list is not exhaustive, but includes any (potentially chargeable) network event initiated by services in the MExE environment.
The user shall be able to activate and deactivate the journalling of network events via the user profile.  
The length, format and longevity of the journal is undefined and subject to manufacturers’ discretion.  As a minimum the MExE MS shall be able to record at least the last network event (i.e. one event).
The journal recording the network events shall be securely managed by the MExE MS, and be stored in a secure area of the MExE MS.
· 4.11
Other generic functions

· Means of identifying the user

· Traceability of connections

· Access local phonebook: read, write and locate entries stored in the ME or on the SIM

Editor‘s note: need to investigate traceability of supplementary service invocation

5
WAP MExE devices

Editor‘s note: more detailed input to be provided by Peter Stark/ Hans Hansen.
