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3.2
Abbreviations

For the purposes of this TS the following abbreviations apply:

API
Application Programming Interface

CGI
Common Gateway Interface

DHCP
Dynamic Host Configuration Protocol

GSM
Global System for Mobile Communication

HTTP
HyperText Transfer Protocol 

IP
Internet Protocol

JNDI
Java Naming Directory Interface

JTAPI
Java Telephony Application Programming Interface

JAR file
Java Archive File

MSE
MExE Service Environment

RFC
Request For Comments

SAP
Service Access Point

SAT
Sim Application Toolkit

SMS
Short Message Service

TLS
Transport Layer Security

UDP
User Datagram Protocol

URL
Uniform Resource Locator 

USSD
Unstructured Supplementary Service Data

WAE
Wireless Application Environment

WAP
Wireless Application Protocol 

WSP
Wireless Session Protocol [WSP]

WTA
Wireless Telephony Applications

WTAI
Wireless Telephony Applications Interface

WTLS
Wireless Transport Layer Security

WTP
Wireless Transaction Protocol

WWW
World Wide Web

Further abbreviations are given in GSM 02.57 (MExE stage 2) and GSM 01.04 [1].

4.6.2
User interface customisation tokens

To support the user customisation of the interface, and portability of the preferences, table x defines the customisation tokens.



Security Level

Token
User Interface Customisation
1
2
3
4

Logo
Modify service provider logo
O
-
-
-

Custom-services
Enable/disable network operator custom services
O
-
-
-

SAT MMI Support
Enable/disable/modify SAT MMI support
O
-
-
-

Background
Modify background colour
-
-
O
-

Font-colour
Modify font colour
-
-
O
-

Font-size
Modify font size
-
-
O
-

Icon
Add/modify icon
-
-
O
-

Menu-modify
Add/remove menu item
-
-
O
-

Menu-activation
Enable/disable menu item
-
-
O
-

Softkey
Softkey definition
-
-
O
-

Phonebook
Add/modify phonebook entry
-
-
O
-

Language
Preferred language
-
-
O
-

Input-mode
Preferred input mode
-
-
O
-

Supplementary-Services
Modify supplementary services settings (i.e. diversion, times)
-
-
O
-

Voicemail
Add/modify voicemail number
-
-
O
-

Phone-settings
Modify phone settings (i.e. ringer tone/vibrate, enabling SIM Lock, Keypad Lock etc.)
-
-
O
-

Extended-menus
Enable/Disable extended menus
-
-
O
-

Meters
Reset call meters
-
-
O
-

Add-char
Additional characteristics
-
-
O
-

Add-info
Additional Information
-
-
O
-

Table x: User interface customisation
Legend:-

M
the user interface customisation is mandatory and supported by the MS

O 
the user interface customisation is optionally supported by the MS, and subject to the capabilities of the terminal.  If supported by the MS, the extent of support of the user interface customisation is purely within the manufacturer’s discretion

· the user interface customisation is not supported by the MS
5 WAP MExE devices

………………

5.7.4 Sim Application Toolkit MMI Support

In order to integrate the SAT services menu on MexE user Inteface, should include a WAP Telephony API (WTAI) able to interwork with the applications stored in the SIM, using only the “ SAT MMI functions” on the following list:

SAT MMI related commands

· Display Text 

· Get Input

· Get Inkey 

· Play tone

· Select Item

· Set Up Menu

6
Java MExE devices

…………….

6.2.9
Sim Application Toolkit MMI Support

In order to integrate the SAT services menu on MexE user Inteface, should include a JAVA Telephony API (JTAPI) able to interwork with the applications stored in the SIM, using only the “ SAT MMI functions” on the following list:

SAT MMI related commands 

Display Text 

Get Input 

Get Inkey

Play tone

Select Item

Set Up Menu

Annex A (informative): Java API Requirements










User Interface Configuration Management
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I
The MExE ME shall allow the network operator to download a SAT MMI on the MexE user Interface in order to provide a MexE user interface to the applications stored on the SIM.
03.57

4.6.2
Mandatory 

The handling of “SAT MMI Interface” shall be allowed only to the network operator.

�PAGE \# "'Page: '#'�'"  �� The user interface can't be personalised, because the terminal manufacturer is the only one who knows about certain hardware parts of the UI, like buttons.





