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Tdoc�Title�Source�Status��T3-010001�Draft Report for T3 #16, Seoul, 13 - 15  November, 2000�T3 secretary�revised - see T3-010002��T3-010002�Report for T3 #16, Seoul, 13 - 15  November, 2000�T3�approved��T3-010003�Draft Agenda for T3 #17, Berlin, 15 - 17 January, 2000�T3 secretary�discussed - see report��T3-010004�Status of T3 specifications after TSG-T #10�T3 secretary�noted��T3-010005�LS from N1 to T3 cc S1: re: "Emergency Call Indication in the network" (ref T3-000455)�N1 (N1-001331)�noted��T3-010006�LS from S1 to T3, S3: re: "UMTS-AKA for GSM R’99 Mobiles” & support of UMTS AKA for GSM only R4 MEs"�S1 (S1-000867)�noted��T3-010007�LS from S1 to T3: re: "SAT/USAT Control of IP Multimedia Services" (ref T3-000483)�S1 (S1-000817)�discussed - see T3-010070��T3-010008�LS from T2 to WAP Forum cc T3: re: "Standardised Methods of Identifying Bookmarks"�T2 (T2-000800)�noted��T3-010009�LS from T2 to IrDA cc T3: "Potential Use of IrMC’s vBookmark"�T2 (T2-000801)�noted��T3-010010�LS from T2 to T3, S2, S3, N1: re: "IM Subsystem Address Storage on USIM"�T2 (T2-000804)�noted��T3-010011�CR 31.102- R99: Correction of APN feature�France Telecom�revised - see T3-010054��T3-010012�Request of 4 TAR-values attribution to EMV payment solution�Europay, France Telecom, Oberthur�forwarded to EP SCP��T3-010013�Allocation of a TAR value for File System Management�France Telecom�forwarded to EP SCP��T3-010014�CR 03.48- R99: OTA counter management�France Telecom�discussed - see T3-010040��T3-010015�CR 31.111- Rel-4: Get Reader Status - correction to card identifier tag�Motorola�revised - see T3-010046��T3-010016�CR 31.111- Rel-4: Added identification of the “pressed key” to the User Activity event.�Celltick Technologies�revised - see T3-010043��T3-010017�TR ab.cde on SIM/USIM Internal and External Interworking Aspects�rapporteur�revised - see T3-01-0087��T3-010018�CR 31.102- R99: Clarification on EF(ANR) and EF(SNE)�Gemplus�revised - see T3-010055��T3-010019�CR 31.111- R99: Correction of TERMINAL PROFILE�Gemplus�revised - see T3-010051��T3-010020�CR 31.102- R99: Correction of the PROFILE download procedure�Gemplus�revised - see T3-010056��T3-010021�Addition of UTRA to the technology indicator�Gemplus�revised - see T3-010053��T3-010022�LS from GGRF: Reservation of a file identifier for iDEN�GGRF�discussed - see T3-010047��T3-010023�CR 31.102- R99: Indication of minimum clock frequency required by the USIM application�Nokia�revised - see T3-010057��T3-010024�CR 31.102- R99: Correction of APN use�Gemplus�withdrawn��T3-010025�CR 31.111- R99: Correction of OPEN CHANNEL for CS bearer�Gemplus�withdrawn��T3-010026�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Client use case.�Gemplus�revised - see T3-010071��T3-010027�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Server use case.�Gemplus�revised - see T3-010072��T3-010028�ETSI Bake-off Service – Review 2000 & Business Plan 2001�ETSI Director General�noted��T3-010029�Background information for T3-010016 (CR 31.111: Added identification of the “pressed key” to the User Activity event”�Celltick Technologies�revised - see T3-010042��T3-010030�Proposed new specification for a USAT interpreter stage 2�Gemplus�noted��T3-010031�CR 31.102- Rel-4: Introduction of features from the Common PCN Handset Specification (CPHS): mailbox numbers and indicators�WI rapporteur�revised - see T3-010079��T3-010032�CR 31.102- Rel-4: Introduction of features from the Common PCN Handset Specification (CPHS): Operator name display.�WI rapporteur�revised - see T3-010078��T3-010033�CR 31.102- R99: General Corrections�31.102 rapporteur�revised - see T3-010092��T3-010034�CR 31.102- R99: Correction to default HPLMN RAT�Nokia�revised - see T3-010044��T3-010035�CR 11.11- R99: Alignment between GSM 11.11 and TS 31.102 on default HPLMN RAT�Nokia�revised - see T3-010045��T3-010036�withdrawn (was identical to T3-010030)��withdrawn��T3-010037�3GPP TS 22.112 V1.1.0 "USAT Interpreter; Stage 1; (Release 4)"�22.112 rapporteur�noted��T3-010038�Report (Draft) from T3 ad hoc #24, (Java SIM API testing), Sophia-Antipolis, 9 - 11 January 2001�ad hoc secretary�noted��T3-010039�CR 03.19- R98: Clarification of the SIM Toolkit Framework behaviour and API�API SWG�revised - see T3-010063��T3-010040�CR 03.48- R99: Clarification of the Anti Replay Counter management�API SWG�revised - see T3-010084��T3-010041�T2 status report to TSG-T #10 (December 2000)�T2 secretary�noted��T3-010042�Background information for T3-010043 (CR 31.111: Added identification of the “pressed key” to the User Activity event”�Celltick Technologies�discussed��T3-010043�CR 31.111- Rel-4: Added identification of the “pressed key” to the User Activity event.�Celltick Technologies�revised - see T3-010066��T3-010044�CR 31.102-066 R99: Correction to default HPLMN RAT�T3�agreed -> TP-11��T3-010045�CR 11.11-A128 R99: Alignment between GSM 11.11 and TS 31.102 on default HPLMN RAT�T3�agreed -> TP-11��T3-010046�CR 31.111- Rel-4: Addition of partial APDUs for large data transfers�Motorola�not issued��T3-010047�CR 11.11-A127 R99: Addition to note for the iDEN file ID, ''7F31'�T3�agreed -> TP-11��T3-010048�LS from T2 to T3: Bluetooth as USAT local link mechanism�T2 (T2-000689)�discussed��T3-010049�LS from T2 to T3: Introduction of features from the CPHS for 3G Rel-4�T2 (T2-000770)�discussed��T3-010050�LS from T2 to T3, TSG-T, S3, N1: UE functionality split over physical devices�T2 (T2-000793)�noted��T3-010051�CR 31.111-025 R99: Correction of TERMINAL PROFILE�T3�agreed -> TP-11��T3-010052�CR 31.111-026 Rel-4: Correction of TERMINAL PROFILE�T3�agreed -> TP-11��T3-010053�CR 31.111-027 Rel-4: Addition of UTRAN to the technology indicator�T3�agreed -> TP-11��T3-010054�CR 31.102-065 R99: Correction and clarification of the APN Control feature�T3�revised - see T3-010073��T3-010055�CR 31.102-067 R99: Clarification on EF(ANR), EF(SNE) and EF(EMAIL)�T3�revised - see T3-010095��T3-010056�CR 31.102-068 R99: Correction of the PROFILE download procedure�T3�revised - see T3-010106��T3-010057�CR 31.102- R99: Indication of minimum clock frequency required by the USIM application�Nokia�revised - see T3-010097��T3-010058�LS to S3: Indication of minimum clock frequency required by the USIM application�T3�approved��T3-010059�Report of 31.102 splinter group day 1�31.102 rapporteur�noted��T3-010060�GSM 11.13 v1.1.0 "Test specification for SIM API for Java Card ™"�Rapporteur�noted��T3-010061�3GPP work plan�MCC�discussed��T3-010062�Presentation on results of recent meetings on Testing API and T3 SWG API�API SWG / Ad hoc chair�discussed��T3-010063�CR 03.19-A009 R98: Clarification of the SIM Toolkit Framework behaviour and API�T3�agreed -> TP-11��T3-010064�CR 03.19-A010 R99: Clarification of the SIM Toolkit Framework behaviour and API�T3�agreed -> TP-11��T3-010065�LS from S2: IM Subsystem Address Storage on USIM�S2 (S2-002111)�noted��T3-010066�CR 31.111- Rel-4: Added identification of the “pressed key” to the user activity event.�Celltick Technologies�revised - see T3-010096��T3-010067�CR 31.111- Rel-4: Modification to timeout of GET INKEY�T3 splintergroup�revised - see T3-010089��T3-010068�CR 31.111- Rel-4: Modification to timeout of DISPLAY TEXT with user clear�T3 splintergroup�revised - see T3-010094��T3-010069�LS to S1: Introduction of key Identification Feature in USIM Toolkit�T3�postponed ->T3 #18��T3-010070�LS to S1: SAT/USAT Control of IP Multimedia Services�T3�approved��T3-010071�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Client use case.�Gemplus�discussed -> T3 #18��T3-010072�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Server use case.�Gemplus�discussed -> T3 #18��T3-010073�CR 31.102-065 r1 R99: Correction and clarification of the APN Control feature�T3�revised - see T3-010100��T3-010074�CR 31.111- Rel-4: New command "SELECT RECORD"�T3�withdrawn��T3-010075�Summary from T3 ad hocs #21 and #22 on the USAT interpreter.�USAT ad hoc chair�discussed��T3-010076�Proposal on USAT interpreter byte codes (stage 3)�USAT interpreter ad hoc�noted��T3-010077�LS to T2: Clarification on USAT local link mechanism�T3�approved��T3-010078�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�One2one and Orange�revised - see T3-010090��T3-010079�CR 31.102- Rel-4: Introduction of the voice mail feature from the Common PCN Handset Specification (CPHS)�One2one and Orange�revised - see T3-010086��T3-010080�CR 31.102-069 R99: Clarification of EFARR access conditions�T3�agreed -> TP-11��T3-010081�LS to T2: Addition of CPHS features for Rel-4�T3�revised - see T3-010091��T3-010082�CR 23.040 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�revised - see T3-010104��T3-010083�CR 23.038 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�revised - see T3-010105��T3-010084�CR 03.48- R99: Clarification of the Anti Replay Counter management�API SWG�revised - see T3-010107��T3-010085�LS from S3 to N1 cc T3: Authentication request retransmission�S3 (S3-000761)�noted��T3-010086�CR 31.102- Rel-4: Introduction of the voice mail feature from the Common PCN Handset Specification (CPHS)�T3�revised - see T3-010101��T3-010087�TR 31.900 v0.1.0 on SIM/USIM Internal and External Interworking Aspects�T3�revised - see T3-010110��T3-010088�LS to T2 S1 and S3: Request for comments on TR 31.900 v0.1.0 "SIM/USIM Internal and External Interworking Aspects"�T3�revised - see T3-010109��T3-010089�CR 31.111- Rel-4: Modification to timeout of GET INKEY�T3 splintergroup�discussed ->T3 #18��T3-010090�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3�revised - see T3-010099��T3-010091�LS to T2: Addition of CPHS features for Rel-4�T3�revised - see T3-010112��T3-010092�CR 31.102-071 R99: General Corrections�T3�incorporated in T3-010206��T3-010093�Background information for T3-010066 on new event for key identification�Celltick Technologies�discussed ->T3 #18��T3-010094�CR 31.111- Rel-4: Modification to timeout of DISPLAY TEXT with user clear�T3 splintergroup�discussed ->T3 #18��T3-010095�CR 31.102-067 r1 R99: Clarification on EF(ANR), EF(SNE) and EF(EMAIL)�T3�revised - see T3-010113��T3-010096�CR 31.111- Rel-4: Addition of Key identification event�T3�revised - see T3-010108��T3-010097�CR 31.102-070 R99: Indication of minimum clock frequency required by the USIM application�T3�agreed -> TP-11��T3-010098�CR 31.102- Rel-4: Inclusion of operator name list�Orange, Cingular, Voicestream, One 2 One�discussed -> T3 #18��T3-010099�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3�revised - see T3-010102��T3-010100�CR 31.102-065 r2 R99: Correction and clarification of the APN Control feature�T3�revised - see T3-010114��T3-010101�CR 31.102- Rel-4: Introduction of the voice mail feature from the Common PCN Handset Specification (CPHS)�T3�discussed -> T3 #18��T3-010102�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3�discussed -> T3 #18��T3-010103�LS to S1 on new feature "Operator PLMN Name List"�T3�revised - see T3-010115��T3-010104�CR 23.040 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�attached to LS in T3-010112��T3-010105�CR 23.038 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�attached to LS in T3-010112��T3-010106�CR 31.102-068 r1 R99: Correction of the PROFILE download procedure�T3�agreed -> TP-11��T3-010107�CR 03.48-A015 R99: Clarification of the Anti Replay Counter management�T3�agreed -> TP-11��T3-010108�CR 31.111- Rel-4: Addition of Key identification event�T3�discussed ->T3 #18��T3-010109�LS to T2 S1 and S3: Request for comments on TR 31.900 v0.2.0 "SIM/USIM Internal and External Interworking Aspects"�T3�approved��T3-010110�TR 31.900 v0.2.0 on SIM/USIM Internal and External Interworking Aspects�T3�noted��T3-010111�LS to T2: Discussion document on UE functionality split over physical devices�T3�approved��T3-010112�LS to T2: Addition of CPHS features for Rel-4�T3�approved��T3-010113�CR 31.102-067 r2 R99: Clarification on EF(ANR), EF(SNE) and EF(EMAIL)�T3�agreed -> TP-11��T3-010114�CR 31.102-065 r3 R99: Correction and clarification of the APN Control feature�T3�agreed -> TP-11��T3-010115�LS to S1 and S3: New feature "Operator PLMN Name List"�T3�approved��T3-010116�not used����T3-010117�not used����T3-010118�not used����T3-010119�not used����T3-010120�Report (draft) of T3 #17 (Berlin 15 - 17 January, 2001)�T3 secretary�revised - see T3-010121��T3-010121�Report of T3 #17 (Berlin 15 - 17 January, 2001)�T3 secretary�approved��T3-010122�Agenda for T3 #18, 1 - 2 March, 2001�T3 secretary�revised - see see report��T3-010123�LS from N1 to T3&S1 "re: Enhancement of CPHS Network Operator Name Feature for 3G R4"�N1 (N1-010208)���T3-010124�LS from N1 to S2,T2 cc T3 "re: IM Subsystem Address Storage on USIM"�N1 (N1-010209)�noted��T3-010125�LS from S2 to T2,S1,S3 cc T3 "re: UE functionality split over physical devices"�S2 (S2-010392)�discussed��T3-010126�LS from EP SCP ad hoc to TR45.3 cc T3 Card Application Toolkit""�EP SCP ad hoc (SCPz010011)���T3-010127�LS from EP SCP ad hoc to N1 cc T3 Use of a specific TON value in GSM and 3G""�EP SCP ad hoc (SCPz010012)���T3-010128�LS from WAP forum to T2 cc T3 "re: Standardised methods of identifying Bookmarks"�WAP Forum�discussed��T3-010129�LS from T1 "Authentication test algorithm to be implemented in test USIM"�T1 (T1-010105)�discussed - see T3-010246��T3-010130�CR 31.102- Rel-4: Addition of Operators Preferences file for GPRS service usage�Vodafone�revised - see T3-010174��T3-010131�CR 31.102 rel-4: Introduction of the voicemail, message waiting and call forward indication features from the Common PCN Handset Specification (CPHS)�T3 #17�revised - see T3-010168��T3-010132�CR 31.102 rel-4: Introduction of the PLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3 #17�revised - see T3-010169��T3-010133�CR 31.102 rel-4: Introduction of Operator PLMN List�One2One, Orange, VoiceStream and SBC�revised - see T3-010170��T3-010134�LS to TSG-CN1 on Operator Name Display functionality�SBC�revised - see T3-010171��T3-010135�usim.access package for the Java Card SIM API�SIM API WG�discussed - T3 #19��T3-010136�CR 31.111 rel-4: Addition of variable timeout to the Display Text command�Celltick Technologies�revised - see T3-010214��T3-010137�CR 31.111 rel-4:Addition of variable timeout to GetInkey command�Celltick Technologies�revised - see T3-010204��T3-010138�CR 31.111 rel-4:Addition of identified key to the Display Text command�Celltick Technologies�discussed��T3-010139�Background Information: Why do we need Variable Time Out�Celltick Technologies�noted��T3-010140�Background Information about Key Identification and Variable Timeout usage�Celltick Technologies�noted��T3-010141�CR 11.10-4 R96 Correction of wrong coding for SIM Application Toolkit test 27.22.4.2�CETECOM�revised - see T3-010183��T3-010142�LS from S1 to T3: re: UE functionality split�S1 (S1-010166)�noted��T3-010143�LS from S1 to T3: re: TR 31.900 on SIM/USIM inter-working�S1 (S1-010167)�noted��T3-010144�LS from S1 to T3: re: USAT interpreter stage 1�S1 (S1-010168)�noted��T3-010145�LS from S1 to T3: re: Introduction of features from the CPHS for 3G Rel-4�S1 (S1-010177)�noted��T3-010146�LS from S1 to T3: re: Elaboration of KEY IDENTIFICATION EVENT�S1 (S1-010200)�discussed - see T3-010213��T3-010147�LS from T2 to T3: Short message for SIM data download�T2 (T2-010276)�postponed ->T3 #19��T3-010148�LS from T2 to WAP forum cc T3 re: Standardised Methods of Identifying 'Bookmarks'�T2 (T2-010284)���T3-010149�CR 11.10-4 r96 Corrections for Test Case 27.22.5.1 (SMS-PP Data Download)�CETECOM�revised - see T3-010184��T3-010150�CR 31.102-R99: Addition of TON/NPI to the ANR�Gemplus�discussed��T3-010151�CR 31.102-R99: Correction of the EF(UST) : Packet Domain and SoLSA�Gemplus�withdrawn��T3-010152�CR 31.102-R99: Reservation of tag 'FF' in the EF(PBR)�Gemplus�revised - see T3-010180��T3-010153�LS from S1: "re: Introduction of Operator PLMN Name List for 3G Release 4"�S1 (S1-010211)�noted��T3-010154�CR 31.102 R99: Correction of the EF(UST) for Packet Domain�Gemplus�revised - see T3-010205��T3-010155�Discussion document: NMR in 3G�Gemplus�discussed��T3-010156�CR 31.111-rel-4 "Introduction of additional Access Technology Indicator values"�EP-SCP CAT Ad-hoc�revised - see T3-010207��T3-010157�CR 31.111-R99 "Correction of Annex A: Support of USAT by Mobile Equipment"�EP-SCP CAT Ad-hoc�revised - see T3-010208��T3-010158�CR 31.111-R99 "Alignment with GSM 11.14 for reserved TIA/EIA-136 tags"�EP-SCP CAT Ad-hoc�revised - see T3-010210��T3-010159�Summary of USAT Interpreter ad-hoc meetings�rapporteur USAT Interpreter WI�revised - see T3-010172��T3-010160�3GPP TS 22.112 v1.3.0 "USAT Interpreter stage 1�Rapporteur USAT Interpreter WI�revised - see T3-010202��T3-010161�USAT Interpreter stage 2�Rapporteur USAT Interpreter WI�agreed -> TP-11 for information��T3-010162�USAT Interpreter Byte Codes�Rapporteur USAT Interpreter WI�agreed -> TP-11 for information��T3-010163�Proposal for USAT Interpreter Transmission Protocol/Administration�Rapporteur USAT Interpreter WI�noted��T3-010164�CR 31.102 rel-4: Precisions on the PlayTone command�France Telecom�revised - see T3-010177��T3-010165�not used����T3-010166�Discussion document on GMS 03.48: Key Set Management�France Telecom�discussed��T3-010167�Presentation: IMS overview�Motorola�presented��T3-010168�CR 31.102 rel-4: Introduction of the voicemail, message waiting and call forward indication features from the Common PCN Handset Specification (CPHS)�T3 ad hoc #18�revised - see T3-010229��T3-010169�CR 31.102 rel-4: Introduction of the PLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3 ad hoc #18�revised - see T3-010200��T3-010170�Introduction of Operator PLMN List�T3 ad hoc #18�revised - see T3-010231��T3-010171�LS (draft) to N1: re: Enhancement of CPHS Network Operator Name Feature for 3G Rel-4�T3�revised - see T3-010232��T3-010172�Summary of USAT Interpreter ad-hoc meetings�rapporteur�presented��T3-010173�CR 31.102-078 R99: Correction to tag values�Nokia�revised - see T3-010253��T3-010174�CR 31.102 rel-4 Addition of Operators Preferences file for GPRS service usage�Vodafone�revised - see T3-010244��T3-010175�LS (draft) to S1 on the GPRS operator preferences�Vodafone�revised - see T3-010245��T3-010176�CR 31.111 rel-4 Use of USAT Bearer independent protocol for local links. Client use case.�T3 ad hoc #27�revised - see T3-010236��T3-010177�CR 31.102 rel-4: Precisions on the PlayTone command�France Telecom�revised - see T3-010242��T3-010178�CR 31.111 rel-4 Use of USAT Bearer independent protocol for local links. server use case.�T3 ad hoc #27�revised - see T3-010237��T3-010179�CR 31.102 R99: general corrections�Gemplus�incorporated in T3-010206��T3-010180�CR 31.102 R99: Usage of 'FF' in the EF(PBR)�Gemplus�revised - see T3-010238��T3-010181�Report of the 3GPP TSG-T3/T2 Ad-hoc Meeting #27, on "UE functionality split and USAT Local Link"�ad hoc secretary�presented��T3-010182�LS (draft) to T2 (T2-000793) on UE functionality split over physical devices�T3 ad hoc #27�revised - see T3-010250��T3-010183�CR 11.10-4 R96 Correction of wrong coding for SIM Application Toolkit test 27.22.4.2�T3�agreed -> TSG-GERAN��T3-010184�CR 11.10-4 r96 Corrections for Test Case 27.22.5.1 (SMS-PP Data Download)�CETECOM�agreed -> TSG-GERAN��T3-010185�LS to SA2 "re:IM Subsystem Address Storage on USIM"�T3�revised - see T3-010193��T3-010186�TR 31.900 v0.4.0 "SIM/USIM interworking"�rapporteur�revised - see T3-0101243��T3-010187�LS to S3: re: TR 31.900 on SIM/USIM interworking�T3�approved��T3-010188�CR 31.111- R99: Correction of reference to GSM 02.40�T3 ad hoc #28�revised - see T3-010211��T3-010189�Nomination of Klaus Vedder (Giesecke & Devrient) for T3 chairman�Giesecke & Devrient�noted��T3-010190�Nomination of Nigel Barnes (Motorola) for T3 vice-chairman�Motorola�noted��T3-010191�Nomination of Paul Jolivet (DoCoMo Europe) for T3 vice-chairman�DoCoMo Europe�noted��T3-010192�Presentation: ETSI Bake-off Service�ETSI Secretariat�presented��T3-010193�LS to SA2 "re:IM Subsystem Address Storage on USIM"�T3�approved��T3-010194�CR 31.102- R99: Change of access condition for EF(PBR)�Gemplus�withdrawn��T3-010195�LS from S3: SIM USIM interworking�S3 (S3-010099)�discussed��T3-010196�Discussion document: SIM for 2G operators�SBC�discussed��T3-010197�CR 31.111- Rel-4: Extension of USAT for the SIM platform�Schlumberger & Gemplus���T3-010198�CR 03.19- R98: Clarification the arrayIndexOutOfBoundsException (Option 1)�T3 API SWG�discussed - see T3-010225��T3-010199�Discussion document: A common UICC service table�Schlumberger���T3-010200�Introduction of the PLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3 ad hoc #18�revised - see T3-010230��T3-010201�CR 22.101 rel-4 "Introduction of CPHS features to 22.101" (as agreed by S1 #11)�S1 (S1-010178)�noted��T3-010202�3GPP TS 22.112 v1.3.0 "USAT Interpreter stage 1�T3�agreed -> TP-11��T3-010203�CR to 51.010-1 Tests for 1.8V SIM/ME interface�T3�agreed -> TSG-GERAN4��T3-010204�CR 31.111 rel-4: Addition of variable timeout to GetInkey command�Celltick Technologies�revised - see T3-010248��T3-010205�CR 31.102-072 R99: Correction of the EF(UST) for Packet Domain�T3�agreed -> TP-11��T3-010206�CR 31.102-071 R99: General corrections�T3�agreed -> TP-11��T3-010207�CR 31.111-028 Rel-4: Introduction of additional Access Technology Indicator values"�T3�agreed -> TP-11��T3-010208�CR 31.111-029 R99: Correction of Annex A: Support of USAT by Mobile Equipment�T3�agreed -> TP-11��T3-010209�CR 11.14-A194 R99: Correction of Annex A: Support of USAT by Mobile Equipment�T3�agreed -> TP-11��T3-010210�CR 31.111-030 R99: Alignment with GSM 11.14 for reserved TIA/EIA-136 tags"�T3�agreed -> TP-11��T3-010211�CR 31.111-031 R99: Correction of reference to GSM 02.40�T3�agreed -> TP-11��T3-010212�CR 31.111-032 Rel-4: Correction of reference to GSM 02.40�T3�agreed -> TP-11��T3-010213�LS to S1: re: KEY IDENTIFICATION EVENT - CR to 22.038�T3�approved��T3-010214�CR 31.111- Rel-4: Addition of variable timeout to the Display Text command�Celltick Technologies�revised - see T3-010228��T3-010215�GSM 11.13 v1.1.0 "Test specification for SIM API for Java Card"�rapporteur�revised - see T3-010227��T3-010216�Presentation of recent T3 API SWG and T3 ad hocs on Java API testing meetings�API SWG chair�presented��T3-010217�DRAFT Report from T3 ad hoc #25: Java SIM API testing hosted by INCARD in (Naples, 12 - 13 February 2001)�ad hoc secretary�noted��T3-010218�DRAFT Report from T3 ad hoc #31: Java SIM API testing hosted by Schlumberger (Sophia-Antipolis, 28 February 2001)�ad hoc secretary�noted��T3-010219�Report (draft) from T3 API SWG #3: Hosted by Incard (Naples, 13 - 14 February 2001)�ad hoc secretary�noted��T3-010220�Discussion document: PERFORM CARD APDU�Schlumberger�noted��T3-010221�CR 31.111-037 Rel-4: Correction of Annex A: Support of USAT by Mobile Equipment�T3�agreed -> TP-11��T3-010222�CR 31.111-038 Rel-4: Alignment with GSM 11.14 for reserved TIA/EIA-136 tags"�T3�agreed -> TP-11��T3-010223�Draft TR on feasibility study of fast UICC protocol�WI rapporteur�discussed -> EP SCP��T3-010224�CR 31.102- R99: Correction of EFANR�Gemplus�revised - see T3-010241��T3-010225�Discussion document:: Clarification the arrayIndexOutOfBoundsException (Option 2)�T3�revised - see T3-010251��T3-010226�CR 31.111- Rel-4: Correction to display parameters tag�Giesecke & Devrient�revised - see T3-010234��T3-010227�GSM 11.13 v1.1.0 "Test specification for SIM API for Java Card"�T3�agreed -> TP-11 for approval��T3-010228�CR 31.111- Rel-4: Addition of variable timeout to the Display Text command�Celltick Technologies�revised - see T3-010233��T3-010229�CR 31.102-073 Rel-4: Introduction of the voicemail, message waiting and call forward indication features from the Common PCN Handset Specification (CPHS)�T3�agreed -> TP-11��T3-010230�CR 31.102-074 Rel-4: Introduction of the PLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3�agreed -> TP-11��T3-010231�CR 31.102-075 Rel-4: Introduction of Operator PLMN List�T3�agreed -> TP-11��T3-010232�LS to N1: re: Enhancement of CPHS Network Operator Name Feature for 3G Rel-4�T3�approved��T3-010233�CR 31.111-033 Rel-4: Addition of variable timeout to the Display Text command�T3�agreed -> TP-11��T3-010234�CR 31.111-034 Rel-4: Correction to display parameters tag�T3�agreed -> TP-11��T3-010235�Discussion document on use of tag values according to ASN.1 (Background info to CR in T3-010173)�Nokia�forwarded to TP-11 for discussion��T3-010236�CR 31.111-035 Rel-4: Use of USAT Bearer independent protocol for local links. Client use case.�T3�agreed -> TP-11��T3-010237�CR 31.111-036 Rel-4: Use of USAT Bearer independent protocol for local links. server use case.�T3�agreed -> TP-11��T3-010238�CR 31.102-076 R99: Usage of 'FF' in the EF(PBR)�T3�agreed -> TP-11��T3-010239�Discussion document on: Minimum and maximum response length in the GET input command�Across Wireless�noted -> T3 #19��T3-010240�LS from SCAG: Analysis of AoC fraud solution�GSM-A SCAG (32/00)�postponed ->T3 #19��T3-010241�CR 31.102- R99: Correction of EF(ANR)�Gemplus�revised - see T3-010249��T3-010242�CR 31.111-040 Rel-4: Precisions on the PlayTone command�T3�agreed -> TP-11��T3-010243�TR 31.900 v0.4.1 "SIM/USIM interworking"�rapporteur�revised - see T3-010247��T3-010244�CR 31.102- rel-4: Addition of Operators Preferences file for GPRS service usage�Vodafone�revised - see T3-010384��T3-010245�LS (draft) to S1 on the GPRS operator preferences�T3�approved -> S1��T3-010246�LS to T1 cc S3: re:Authentication test algorithm to be implemented in test USIM�T3�approved��T3-010247�TR 31.900 v0.4.2 "SIM/USIM interworking"�T3�agreed -> TP-11 for information��T3-010248�CR 31.111-039 Rel-4: Addition of variable timeout to GetInkey command�T3�agreed -> TP-11��T3-010249�CR 31.102-077 R99: Correction of EF(ANR) (CR number changed from CR 076)�T3�agreed -> TP-11��T3-010250�LS to T2: UE functionality split over physical devices�T3�email approval until 8/3/2001��T3-010251�CR 03.19-A011 R98: Clarification the arrayIndexOutOfBoundsException�T3�email approval until 8/3/2001��T3-010252�CR 03.19-A012 R99: Clarification the arrayIndexOutOfBoundsException�T3�email approval until 8/3/2001��T3-010253�CR 31.102-078 R99: Correction to tag values�Nokia, DoCoMo�forwarded to TP-11��T3-010254�not used����T3-010255�not used����T3-010256�not used����T3-010257�not used����T3-010258�not used����T3-010259�not used����T3-010260�Report (draft) of T3 #18 (1 - 2 March, 2001)�T3 secretary�revised - see T3-010261��T3-010261�<< reserved for approved report of T3 #18 >>�T3 secretary�approved��T3-010262�Agenda (draft) for T3 #19 (St John, 8 - 11 May, 2001)�T3 Secretary�revised - see report��T3-010263�Report (draft) of TSG-T #11 (Palm Springs, 14 - 16 March 2001)�TSG-T Secretary�noted��T3-010264�Status of T3 specifications following TSG-T #11�T3 Secretary�discussed��T3-010265�CR 31.111- R99: Correction of Annex I�France Telecom�revised - see T3-010331��T3-010266�Impact of the 31.102 CRs to TS 31.121�TS 31.121 rapporteur�discussed��T3-010267�LS from S3 to S1 & T3 "Key Identification event"�S3 (S3-010128)�discussed - see T3-010323��T3-010268�LS from S3 cc T3 "re: UE functionality split over physical devices"�S3 (S3-010133)�noted��T3-010269�LS from S3 to T1 cc T3 "re: Authentication test algorithm to be implemented in test USIM"�S3 (S3-010137)�discussed - see T3-010324��T3-010270�LS from TSG-CN to EP SCP cc T3 "re: Use of the TON value 100"�NP (NP-010224)�noted��T3-010271�LS from SA5 to T2 cc T3 "re: MExE and User Equipment Management"�S5 (S5-010114)�discussed - see T3-010429��T3-010272�LS from SA1 to T3 and others "Basic and advanced services examples"�S1 (S1-010271)�discussed - see T3-010432��T3-010273�CR 31.102- Rel-4: New implementation of SPN�France Telecom�revised - see T3-010362��T3-010274�TS 23.227 v4.0.0 "Application and User interaction in the UE - Principles and specific requirements"�T2�discussed - see T3-010xxx��T3-010275�CR 31.111- Rel-5: (U)SIM application sending SMS to the phone�Swapcom  / Gemplus�presented��T3-010276�CR 31.102- R99: Clarification of the Authenticate command description�Schlumberger�revised - see T3-010398��T3-010277�CR 31.122- R99: Clarification of the Authenticate command test�Schlumberger���T3-010278�Partial Roaming Background�Hutchison 3G�discussed��T3-010279�CR 31.111- rel-5: USAT Browser additions to launch other Applications�Vodafone�withdrawn��T3-010280�CR 31.102- R99: Partial Roaming - Forbidden PLMN List with Radio Access Technology identifier�Hutchison 3G�discussed��T3-010281�CR 31.102- R4: Partial Roaming - Forbidden PLMN List with Radio Access Technology identifier�Hutchison 3G�not received��T3-010282�CR 31.111- R99: Corrections to Browser Identity and URL data objects�Gemplus�incorporated in T3-010332��T3-010283�CR 11.14- R98: REFRESH-SIM Initialization : correction of a reference�Gemplus / Alcatel�revised - see T3-010423��T3-010284�LS from R2 THRESHOLD check at RRC connection establishment""�R2 (R2-010981)�noted��T3-010285�CR 31.102- R99: Correction of Status Words for AUTHENTICATE�G&D�revised - see T3-010327��T3-010286�Executive Summary USAT Interpreter ad-hocs�Rapporteur�discussed��T3-010287�TS 31.112: USAT Interpreter Architecture Description�Rapporteur�discussed��T3-010288�TS 31.113: USAT Interpreter Byte Codes�Rapporteur�discussed��T3-010289�CR 31.121- R99: Correction of EF UST used in the Test USIM�CETECOM GmbH�revised - see T3-010355��T3-010290�CR 31.121- R99: Correction of EF ECC used in the Test USIM�CETECOM GmbH�revised - see T3-010357��T3-010291�CR 02.19 filtering of system proactive commands�Schlumberger�revised - see T3-010347 and T3-010348��T3-010292�CR 03.19 filtering of system proactive commands�Schlumberger�revised - see T3-010349��T3-010293�CR 03.19 support of Bearer Independant Protocol�Schlumberger�revised - see T3-010350 and T3-010351��T3-010294�Proposed TSG-T WG3 work item Definition and specification of a UICC/USIM Transport Protocol�Gemplus�revised - see T3-010341��T3-010295�Discussion document: Deletion of a phonebook entry and related procedures�Gemplus�discussed��T3-010296�CR 31.102 R99: Clarification of the procedure related to the dialling numbers�Gemplus�incorporated in T3-010329��T3-010297�CR 31.102 R99: Correction of tag 'D9' into 'A9' in EF(IAP) file�Gemplus�incorporated in T3-010329��T3-010298�CR 31.102 R99: Correction of the procedure related to the capability configuration parameters�Gemplus�incorporated in T3-010329 and T3-010xx��T3-010299�CR 31.102 R99: Clarification of the type 3 links of the phonebook�Gemplus�revised - see T3-010346��T3-010300�Discussion document: Clarification on the use of OCT and ICT files�Gemplus�partly incorporated in T3�010386��T3-010301�Draft Work Item Description for a content description language for USAT Interpreter services�Gemplus�postponed -> T3-20��T3-010302�Draft Work Item Description for test suites for the USAT Interpreter protocols�Gemplus�revised - see T3-010338��T3-010303�Presentation: (U)SIM applications sending SMSs to the phone�GEMPLUS / SWAPCOM�presented��T3-010304�Discussion document on the ban of CHV2 enabling/disabling�Gemplus�discussed - see T3�010386��T3-010305�CR 51.011- rel-4: Introduction of USIM Features in to the SIM�Cingular, Voice-Stream , AT&T �revised - see T3-010334��T3-010306�DRAFT Report from T3 ad hoc #34 on C SIM API�ad hoc chairman�noted��T3-010307�Work item description (draft) for a C-language binding for (U)SIM API�T3 ad hoc #34�revised - see T3-010343��T3-010308�CR 11.10-4- R96: Correction of wrong coding for SIM Application Toolkit 27.22�SIEMENS AG�revised - see T3-010360��T3-010309�CR 31.111- rel-4: Correction of CHANNEL STATUS EVENT for  Bearer Independent Protocol feature�Schlumberger�incorporated in T3-010332��T3-010310�CR 11.10-4- R96: Corrections for Test Case 27.22.5.2 (SMS-CB Data Download)�7 layers AG�postponed -> T3-20��T3-010311�CR 11.10-4 R96: Corrections for Test Case 27.22.4.7 (REFRESH)�7 layers AG�postponed -> T3-20��T3-010312�Executive summary of recent T3 API related meetings�T3 API chairman�presented��T3-010313�Executive summary of SIM toolkit testing work (TS 11.10-4)�rapporteur�not received��T3-010314�CR 31.111-R99 : Replacement of IMUI by IMSI�Gemplus�incorporated in T3-010332��T3-010315�LS from SA3 to T3 cc SA1 're: TR 31.900 SIM/USIM Internal and External Interworking Aspects'�S3 (via T3 ad hoc#37)�discussed - see T3-010317��T3-010316�Report of 3GPP TSG T3 ad hoc meeting #37 (Joint with SA3) on 'SIM/USIM Interworking'�ad hoc chairman�discussed��T3-010317�TR 31.900 v1.1.0 "SIM/USIM interworking"�rapporteur�revised - see T3-010353��T3-010318�Draft Report of 3GPP TSG SA workshop on UE in idle mode (7 - 8 February 2001)�Workshop secretary�discussed��T3-010319�CR 31.102- R99: Correction of EF(RPLMNACT)�Samsung Electronics�discussed - see T3-010395��T3-010320�CR 31.102- R99: Clarification on Session Termination procedure�Samsung Electronics�discussed - see T3-010395��T3-010321�ETSI TS 101 220 v3.2.0 "Application Identifiers"�SCP secretary�noted��T3-010322�LS from SA1 "Display of Service Provider Name"�SA1 (S1-010322)�discussed - see T3-010361��T3-010323�LS to SA1 and SA3 "re: Key Identification event"�T3�approved��T3-010324�LS to T1 and SA3 "re: Authentication test algorithm to be implemented in test USIM"�T3�approved��T3-010325�CR 31.121- R99: Correction to EF(HPLMN) regarding test USIMs�Cetecom�revised - see T3-010358��T3-010326�CR 31.121- R99: Deletion of a duplicated test case�Cetecom�revised - see T3-010359��T3-010327�CR 31.102-079 R99: Alignment of Status Words for AUTHENTICATE with TS 102 221�T3�agreed -> TP-12��T3-010328�CR 31.102-080 Rel-4: Alignment of Status Words for AUTHENTICATE with TS 102 221�T3�agreed -> TP-12��T3-010329�CR 31.102- R99: General corrections�T3�revised - see T3-010386��T3-010330�CR 31.102- Rel-4: General corrections�T3�revised - see T3-010387��T3-010331�CR 31.111- R99: Correction of Annex I�T3�revised - see T3-010447��T3-010332�CR 31.111- R99: General corrections�T3�revised - see T3-010413��T3-010333�CR 31.111- Rel4: General corrections�T3�revised - see T3-010396��T3-010334�CR 51.011- rel-4: Introduction of USIM Features in to the SIM�T3�revised - see T3-010373��T3-010335�CR 51.011- rel-4: Addition if GPRS operator preferences�T3�revised - see T3-010378��T3-010336�CR 31.111- rel-4: Correction to terminal profile for variable timeout of the GET INKEY command �Celltick�incorporated in T3-010333��T3-010337�CR 11.13-A001 R98: Corrections to the API Test plan, addition of the test area files and modification of the util package�T3 ad hoc #37�agreed -> TP-12��T3-010338�Work Item Description for test suites for the USAT Interpreter protocols�T3�agreed -> TP-12��T3-010339�CR 31.102- R99: Correction to EF(HPLMNwACT) access condition�Cetecom�revised - see T3-010390��T3-010340�CR 51.011- rel-4: redrafted so as to be based on TS 102 221 �TS 102 221 rapporteur�revised - see T3-010369��T3-010341�Work item description for the definition and specification of a UICC/USIM Transport Protocol�T3�revised - see T3-010441��T3-010342�CR 31.102- R99: Correction of EF(ECC)�Rapporteur�revised - see T3-010356��T3-010343�Work item description for a C-language binding for (U)SIM API�T3�revised - see T3-010370��T3-010344�Report (draft) from T3 API SWG #4, hosted by DoCoMo Europe in Paris, 11 - 13 April 2001�API chairman�discussed��T3-010345�CR 03.48- R99: Correction of reference Open Platform specification�Sun�revised - see T3-010392��T3-010346�CR 31.102- R99: Clarification of the type 3 links of the phonebook�Gemplus�revised - see T3-010389��T3-010347�CR 02.19 Limitation of proactive command issued by an application�SIM API WP�revised - see T3-010365��T3-010348�CR 02.19 Filtering of the proactive command issued by an application�SIM API WP�postponed -> T3-20��T3-010349�CR 03.19 Limitation of proactive command issued by an application�SIM API WP�revised - see T3-010366��T3-010350�CR 03.19 Indication of the handler size to the applet�SIM API WP�revised - see T3-010367��T3-010351�CR 03.19 Integrate the Bearer Independent Protocol Feature defined release 99�SIM API WP�revised - see T3-010368��T3-010352�CR 03.48 Support of the bearer independent protocol feature �SIM API WP�revised - see T3-010371��T3-010353�TR 31.900 v1.1.1 "SIM/USIM interworking"�rapporteur�revised - see T3-010384��T3-010354�LS to several groups "2G AKA over UTRAN"�T3�revised - see T3-010379��T3-010355�CR 31.121-001 R99: Correction of EF(UST) used in the Test USIM�T3�agreed -> TP-12��T3-010356�CR 31.102-081 R99: Correction of EF(ECC) (note: R99 only)�T3�agreed -> TP-12��T3-010357�CR 31.121-002 R99: Correction of EF(ECC) used in the Test USIM�T3�agreed -> TP-12��T3-010358�CR 31.121-003 R99: Correction to EF(HPLMN) regarding test USIMs�T3�agreed -> TP-12��T3-010359�CR 31.121-004 R99: Deletion of a duplicated test case�T3�agreed -> TP-12��T3-010360�CR 11.10-4- R96: Correction of wrong coding for SIM Application Toolkit 27.22�T3�agreed -> GERAN4��T3-010361�LS to SA1 "re:  Display of service provider name"�T3�revised - see T3-010363��T3-010362�CR 31.102- rel-4: New implementation of SPN�T3�revised - see T3-010436��T3-010363�LS to SA1 "re:  Display of service provider name"�T3�approved��T3-010364�CR 31.111- R99: Clarification of min and max length for GET INPUT command�Across�revised - see T3-010416��T3-010365�CR 02.19-A002 rel-5: Limitation of proactive command issued by an application�T3�agreed -> TP-12��T3-010366�CR 03.19-A013 rel-5: Limitation of proactive command issued by an application�T3�agreed -> TP-12��T3-010367�CR 03.19-A014 rel-5: Clarification of the handler size to the applet�T3�agreed -> TP-12��T3-010368�CR 03.19-A015 rel-5: Integrate the Bearer Independent Protocol Feature defined release 99�T3�agreed -> TP-12��T3-010369�CR 51.011- rel-4: Redrafted so as to be based on TS 102 221 �TS 102 221 rapporteur�revised - see T3-010427��T3-010370�Work item description for a C-language binding for (U)SIM API�T3�agreed -> TP-12��T3-010371�CR 03.48-A016 rel-5: Support of the bearer independent protocol feature�T3�agreed -> TP-12��T3-010372�CR 03.19-xxx R99: Clarifiaction and corrections following creation of the test specification�T3�revised - see T3-010408 & T3�010411��T3-010373�CR 51.011-002 rel-4: Introduction of USIM Features in to the SIM�T3�agreed -> TP-12��T3-010374�Proposal for TS 22.048 "Security mechanisms for the (U)SIM Application Toolkit; Stage 1"�Schlumberger / Gemplus�revised - see T3-010433��T3-010375�Proposal for TS 23.048 "Security mechanisms for the (U)SIM Application Toolkit; Stage 2"�Schlumberger / Gemplus�revised - see T3-010434��T3-010376�3GPP work plan�T3 secretary�noted��T3-010377�not used�not used�not used��T3-010378�CR 51.011-001 rel-4: Addition of GPRS operator preferences�T3�agreed -> TP-12��T3-010379�LS to several groups "2G AKA over UTRAN"�T3�approved��T3-010380�CR 31.111- R99: Correction to NMR functionnality (and BCCH list & TA)�T3�revised - see T3-010402��T3-010381�CR 31.121-xxx rel-4: Modification of EF ECC used in the Test USIM�Cetecom�revised - see T3-010425��T3-010382�LS from SA1 "re: GPRS Operator Parameters"�SA1 (S1-010565)�discussed��T3-010383�LS from SA1 "re: Service Provider Name"�SA1 (S1-010557)�discussed - see T3-010xxx��T3-010384�TR 31.900 v1.1.2 "SIM/USIM interworking"�T3�agreed -> TP-12��T3-010385�CR 31.102-082 rel-4: Addition of Operators Preferences file for GPRS service usage�T3�agreed -> TP-12��T3-010386�CR 31.102-085 R99: General corrections�T3�revised - see T3-010412��T3-010387�CR 31.102-086 Rel-4: General corrections�T3�agreed -> TP-12��T3-010388�LS to T2 "Comments on TS 23.227 Application and user interaction on the UE"�T3�revised - see T3-010442��T3-010389�CR 31.102- R99: Clarification of the type 3 links of the phonebook�T3�revised - see T3-010404��T3-010390�CR 31.102-083 R99: Correction to EF(HPLMNwACT) access condition�T3�agreed -> TP-12��T3-010391�CR 31.102-084 Rel-4: Correction to EF(HPLMNwACT) access condition�T3�agreed -> TP-12��T3-010392�CR 03.48-xxx R99 Correction to the Open Platform specification reference�T3�revised - see T3-010410��T3-010393�LS to SA1 on SPN�T3�approved��T3-010394�LS to EP SCP regarding the split of specifications�T3�revised - see T3-010409��T3-010395�CR 31.102- R99: Correction of compact Edge files�T3 splinter group�revised - see T3-010406��T3-010396�CR 31.111- Rel4: General corrections�T3�revised - see T3-010414��T3-010397�Splinter group report on 31.102 at T3-19�31.102 rapporteur�noted��T3-010398�CR 31.102-087 R99: Clarification of the Authenticate command description�T3�revised -> T3-010426��T3-010399�CR 31.102- R99: Clarification on PIN2 enabling/disabling�T3�incorporated in T3-010412��T3-010400�LS to SA1 New feature for SAT originated SMS�T3�revised - see T3-010443��T3-010401�CR 11.14- R98: Limitation of data field in the C-APDU and R-APDU data object�T3�revised - see T3-010419��T3-010402�CR 31.111-041 R99: Correction to NMR functionnality (and BCCH list & TA)�T3�agreed -> TP-12��T3-010403�CR 31.111-042 Rel-4: Correction to NMR functionnality (and BCCH list & TA)�T3�agreed -> TP-12��T3-010404�CR 31.102-088 R99: Clarification of the type 3 links of the phonebook�T3�agreed -> TP-12��T3-010405�CR 31.102-089 Rel-4: Clarification of the type 3 links of the phonebook�T3�agreed -> TP-12��T3-010406�CR 31.102-090 R99: Correction of compact Edge files�T3�agreed -> TP-12��T3-010407�LS from SA1 on SPN�SA1 (S1-010587)�discussed - see T3-010435��T3-010408�CR 03.19-A016 R99: Clarifiaction and corrections following creation of the test specification��agreed -> TP-12��T3-010409�LS to EP SCP regarding the split of specifications�T3�approved��T3-010410�CR 03.48-A017 R99: Correction to the Open Platform specification reference�T3�agreed -> TP-12��T3-010411�CR 03.19-xxx Rel5: Clarification and corrections following creation of the test specification�T3�postponed -> T3-20��T3-010412�CR 31.102-085rev1 R99: General corrections (see also 387 for rel-4)�T3�agreed -> TP-12��T3-010413�CR 31.111-043 R99: General corrections�T3�agreed -> TP-12��T3-010414�CR 31.111-044 R99: General corrections�T3�agreed -> TP-12��T3-010415�CR 11.14-A195 R98: Clarification of min and max length for GET INPUT �T3�agreed -> TP-12��T3-010416�CR 11.14-A196 R99: Clarification of min and max length for GET INPUT �T3�agreed -> TP-12��T3-010417�CR 31.111-045 R99: Clarification of min and max length for GET INPUT �T3�agreed -> TP-12��T3-010418�CR 31.111-046 Rel-4: Clarification of min and max length for GET INPUT �T3�agreed -> TP-12��T3-010419�CR 11.14-A197 R98: Limitation of data field in the C-APDU and R-APDU data object�T3�agreed -> TP-12��T3-010420�CR 11.14-A198 R99: Limitation of data field in the C-APDU and R-APDU data object�T3�agreed -> TP-12��T3-010421�CR 31.111-047 R99: Limitation of data field in the C-APDU and R-APDU data object�T3�agreed -> TP-12��T3-010422�CR 31.111-048 Rel-4: Limitation of data field in the C-APDU and R-APDU data object�T3�agreed -> TP-12��T3-010423�CR 11.14-A199 R98: REFRESH-SIM Initialization : correction of a reference�T3�agreed -> TP-12��T3-010424�CR 11.14-A200 R99: REFRESH-SIM Initialization : correction of a reference�T3�agreed -> TP-12��T3-010425�CR 31.121-005 rel-4: Modification of EF ECC used in the Test USIM�T3�agreed -> TP-12��T3-010426�CR 31.102-087rev1 R99: Clarification of the Authenticate command description�T3�agreed -> TP-12��T3-010427�CR 51.011- rel-4: Redrafted so as to be based on TS 102 221 �T3�discussed -> T3 ad hoc #39��T3-010428�Clarification of USIM-ADF selection for performing AUTHENTICATE command�DNP�discussed - see T3-010426��T3-010429�LS to SA5 on User Equipment management�T3�revised - see T3-010446��T3-010430�Draft work item description for user equipment management�T3�postponed -> T3-20��T3-010431�CR 31.102 R99: Clarification of OCT/ICT files�T3�revised - see T3-010437��T3-010432�LS to SA1 "re: Basic and advanced services examples"�T3�revised - see T3-010444��T3-010433�Proposal for TS 22.048 "Security mechanisms for the (U)SIM Application Toolkit; Stage 1"�T3�agreed -> TP-12��T3-010434�Proposal for TS 23.048 "Security mechanisms for the (U)SIM Application Toolkit; Stage 2"�T3�agreed -> TP-12��T3-010435�LS to SA1 on SPN�T3�revised - see T3-010445��T3-010436�CR 31.102 rel-4 New implementation of SPN�T3�revised - see T3-010450��T3-010437�CR 31.102-091 R99: Clarification of OCT/ICT files�T3�agreed -> TP-12��T3-010438�CR 31.102-092 Rel4: Clarification of OCT/ICT files�T3�agreed -> TP-12��T3-010439�CR 31.102-093 Rel-4: Clarification of the Authenticate command description�T3�agreed -> TP-12��T3-010440�CR 31.102-094 Rel4: Correction of compact Edge files�T3�agreed -> TP-12��T3-010441�Work item description for the definition and specification of a UICC/USIM Transport Protocol�T3�agreed -> TP-12��T3-010442�LS to T2 "Comments on TS 23.227 Application and user interaction on the UE"�T3�approved��T3-010443�LS to SA1 New feature for SAT originated SMS�T3�approved��T3-010444�LS to SA1 "re: Basic and advanced services examples"�T3�approved��T3-010445�LS to SA1 on SPN�T3�approved��T3-010446�LS to SA5 on User Equipment management�T3�approved��T3-010447�CR 31.111-049 R99: Correction of Annex I (Bearer independant protocol examples)�T3�agreed -> TP-12��T3-010448�CR 31.111-050 Rel-4: Correction of Annex I (Bearer independant protocol examples)�T3�agreed -> TP-12��T3-010449�CR 11.14-A201 R99: Correction of Annex J (Bearer independant protocol examples)�T3�agreed -> TP-12��T3-010450�CR 31.102-095 rel-4 New implementation of SPN�T3�agreed -> TP-12������������
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