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Object: Test Area Description

Source: Schlumberger

x. Title:


Api: [package name][classname][methodname][test Area number]


Framework: [tbd]


Loader: [tbd]

x.1 Test Area Reference: 
[Type of test]_[specific coding]

e.g. : API_1_TKR_IME0
: initMenuEntry


Type of test : 

· API : API testing

specific coding :


[package name]_[classname]_[methodname]


package name :



1 : sim.access package



2 : sim.toolkit package


class name:



yyy : letters
for all classes


e.g. :
ERH : EnvelopeResponseHandler



TKR : ToolkitRegistry




[TO BE DEFINED]


method name:

zzzn : 3 letters followed by a number 
( order in the spec when methods have the same name)


e.g. :
IME1: initMenuEntry



TKR : ToolkitRegistry




[TO BE DEFINED]

· FWK : framework testing




[TO BE DEFINED]

· LDR : loader testing




[TO BE DEFINED]

x.2 Conformance Requirement:


API testing :



[package name][classname][method prototype]



method definition in the API 

x.3 Test Suite files:

Test Script : 
[Test Area Reference]x.scr

Test Applet: 
[Test Area Reference]x.java

Installation parameter:
[Test Area Reference].install

Load Script : 


Conversion parameter:


…

x.4 Test Procedure:

Test Case

Id
Test purpose
API Expectation
APDU Expectation

01
Initialize successfully a menu entry with a string "TOOLKIT TEST1" and trigger it.

Item ID1 of SetUpMenu Shall be "TOOLKIT TEST1"

02
Try it with a null menu entry.
Check a NullPointerException is raised.


