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	Tdoc


	Title
	Source
	Status


T3 ad hoc meeting #28 on
"Release 4 issues" (Sophia-Antipolis, 26 - 28 February, 2001)

	T3z010210
	Introduction of the voicemail, message waiting and call forward indication features from the Common PCN Handset Specification (CPHS)
	T3 #17
	revised - see T3z010236

	T3z010211
	CR 31.102- rel-4:Introduction of the PLMN Network Name feature from the Common PCN Handset Specification (CPHS)
	T3 #17
	revised - see T3z010233

	T3z010212
	CR 31.102- rel-4: Introduction of Operator PLMN List
	One2One, Orange, VoiceStream and SBC
	revised - see T3z010232

	T3z010213
	LS (proposed) to N1 "re: Operator Name Display functionality"
	SBC
	revised - see T3z010235

	T3z010214
	USAT Interpreter Stage 1, Version 1.2.0
	USAT Interpreter ad-hoc group
	

	T3z010215
	USAT Interpreter Architecture Description; Stage2
	Gemplus
	

	T3z010216
	USAT Interpreter Byte Codes
	Giesecke & Devrient
	

	T3z010217
	CR 31.111- rel-4: Addition of variable timeout to the Display Text command
	Celltick Technologies
	revised - see T3z010242

	T3z010218
	CR 31.111- rel-4: Addition of variable timeout to Get Inkey command
	Celltick Technologies
	revised - see T3z010243

	T3z010219
	CR 31.111- rel-4: Addition of identified key to the Display Text command
	Celltick Technologies
	

	T3z010220
	Background Information: Why do we need Variable Time Out
	Celltick Technologies
	

	T3z010221
	Background Information about Key Identification and Variable Timeout usage
	Celltick Technologies
	

	T3z010222
	LS from S1 "Introduction of Operator PLMN Name List for 3G Release 4"
	S1 (S1-010211)
	noted

	T3z010223
	Discussion document: Evolution of SIM and SAT beyond R'99
	T3 (T3-000545)
	

	T3z010224
	LS from S1 to T3, S3: re: "UMTS-AKA for GSM R’99 Mobiles” & support of UMTS AKA for GSM only R4 MEs"
	T3 (T3-010006)
	

	T3z010225
	CR 31.111- Rel-4: changes to Access Technology
	SCPz010005
	agreed -> T3 #18

	T3z010226
	CR 31.111- R99: Correction to Annex A
	SCPz010018
	noted

	T3z010227
	CR 31.111- R99: Alignment with GSM11.14 for reserved TIA/EIA 136 Tags
	SCPz010020
	noted

	T3z010228
	Draft Report from EP SCP ad hoc #3 on CAT (Winchester, UK, 30 Jan – 1 Feb 2001)
	SCPz010024
	

	T3z010229
	LS from EP SCP ad hoc to TR45.3 cc "T3 Card Application Toolkit"
	EP SCP ad hoc (SCPz010011)
	

	T3z010230
	LS from EP SCP ad hoc to N1 cc T3 "Use of a specific TON value in GSM and 3G"
	EP SCP ad hoc (SCPz010012)
	

	T3z010231
	LS from N1 to T3 "re: Enhancement of CPHS Network Operator Name Feature for 3G Rel-4"
	N1 (N1-010208)
	noted

	T3z010232
	CR 31.102 rel-4 "Introduction of Operator PLMN List"
	T3 ad hoc #28
	revised - see T3z010239

	T3z010233
	CR 31.102 rel-4 "Introduction of the PLMN Network Name feature from the Common PCN Handset Specification (CPHS)"
	T3 ad hoc #28
	revised - see T3z010240

	T3z010234
	Draft Report of 3GPP TSG SA workshop on UE in idle mode 7 – 8 February 2001
	workshop chairman
	discussed

	T3z010235
	LS (proposed) to N1 "re: Operator Name Display functionality"
	T3 ad hoc #28
	agreed -> T3 #18

	T3z010236
	CR 31.102 rel-4 "Introduction of the voicemail, message waiting and call forward indication features from the Common PCN Handset Specification (CPHS)"
	T3 ad hoc #28
	revised - see T3z010241

	T3z010237
	Report (draft) of T3 ad hoc #27 "on USAT local link and UE functionality split"
	ad hoc secretary
	revised - see T3z01255

	T3z010238
	CR 31.102 rel-4: Addition of Operators Preferences file for GPRS service usage" (identical to T3-010130)
	Vodafone
	revised - see T3z01253

	T3z010239
	CR 31.102 rel-4: Introduction of Operator PLMN List"
	T3 ad hoc #28
	revised - see T3z010245

	T3z010240
	CR 31.102 rel-4: Introduction of the PLMN Network Name feature from the Common PCN Handset Specification (CPHS)"
	T3 ad hoc #28
	agreed -> T3 #18

	T3z010241
	CR 31.102 rel-4: Introduction of the voicemail, message waiting and call forward indication features from the Common PCN Handset Specification (CPHS)"
	T3 ad hoc #28
	agreed -> T3 #18

	T3z010242
	CR 31.111- rel-4: Addition of variable timeout to the Display Text command
	Celltick Technologies
	revised - see T3z010250

	T3z010243
	CR 31.111- rel-4: Addition of variable timeout to Get Inkey command
	Celltick Technologies
	revised - see T3z010251

	T3z010244
	TS 23.277 v0.1.3 "Application and User Interaction in the UE - Principles and Specific Requirements"
	TS 23.277 rapporteur
	

	T3z010245
	CR 31.102 rel-4: Introduction of Operator PLMN List"
	T3 ad hoc #28
	agreed -> T3 #18

	T3z010246
	CR 31.111 rel-4: Precisions on the PlayTone command
	France Telecom
	revised - see T3z010296

	T3z010247
	Discussion document on 03.48: Key Set Management
	France Telecom
	

	T3z010248
	CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Client use case.
	T3 ad hoc #27
	

	T3z010249
	CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Server use case.
	T3 ad hoc #27
	

	T3z010250
	CR 31.111- rel-4: Addition of variable timeout to the Display Text command
	Celltick Technologies
	

	T3z010251
	CR 31.111- rel-4: Addition of variable timeout to Get Inkey command
	Celltick Technologies
	revised - see T3z010252

	T3z010252
	CR 31.111- rel-4: Addition of variable timeout to Get Inkey command
	Celltick Technologies
	revised - see T3z010294

	T3z010253
	CR 31.102 rel-4: Addition of Operators Preferences file for GPRS service usage" (identical to T3-010130)
	Vodafone
	

	T3z010254
	draft LS to T2 and S3 "re: UE functionality split"
	T3 ad hoc #28
	

	T3z010255
	Report (draft) of T3 ad hoc #27 "on USAT local link and UE functionality split"
	secretary ad hoc #27
	

	T3z010256
	draft LS to S1 "USIM for GPRS operator preferences"
	T3 ad hoc #28
	

	T3z010257
	TR 21.900 v0.2.0 "
	21.900 rapporteur
	revised - see T3z010297

	T3z010258
	proposed text for TR 31.900 : USIM/SIM Shared Access conditions in GSM and 3G
	Gemplus
	revised - see T3z010302

	T3z010259
	proposed text for TR 31.900 : USIM/SIM PIN mapping
	Gemplus
	

	
	
<<<note: documents T3z010260 to 289 are used in T3 ad hoc #31>>

	
	

	T3z010290
	proposed text for TR 31.900 : USIM/SIM initialization
	Gemplus
	revised - see T3z010297

	T3z010291
	proposed text for TR 31.900 : USIM/SIM cyclic files
	Gemplus
	revised - see T3z010301

	T3z010292
	CR 31.102 rel-4 "Addition of Operators Preferences file for GPRS service usage"
	Vodafone
	

	T3z010293
	not used
	not used
	

	T3z010294
	CR 31.111- rel-4: Addition of variable timeout to Get Inkey command
	Celltick Technologies
	

	T3z010295
	Summary from T3 ad hoc #25 and #29 on USAT Interpreter
	Rapporteur
	

	T3z010296
	CR 31.111 rel-4: Precisions on the PlayTone command
	France Telecom
	revised - see T3z010298

	T3z010297
	TR 21.900 v0.2.0 "
	21.900 rapporteur
	discussed

	T3z010298
	CR 31.111 rel-4: Precisions on the PlayTone command
	France Telecom
	

	T3z010299
	proposed text for TR 31.900 : USIM/SIM initialization
	T3 ad hoc #28
	agreed -> T3 #18

	T3z010300
	LS from S3: "re: TR 31.900 - SIM/USIM Internal and External Interworking Aspects"
	S3 (S3-010099)
	discusssed

	T3z010301
	proposed text for TR 31.900 : USIM/SIM cyclic files
	T3 ad hoc #28
	agreed -> T3 #18

	T3z010302
	proposed text for TR 31.900 : USIM/SIM Shared Access conditions in GSM and 3G
	T3 ad hoc #28
	agreed -> T3 #18

	T3z010303
	
	
	

	T3z010304
	
	
	

	T3z010305
	
	
	

	T3z010306
	
	
	

	T3z010307
	
	
	

	T3z010308
	
	
	

	T3z010309
	
	
	

	T3z010310
	
	
	

	
	
	
	


Note: This document is continuously updated - the latest version can be found at http://www.3gpp.org/ftp/TSG_T/WG3_USIM/adhocs/t3zDocLst.doc
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