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*** First Change ***
[bookmark: _Toc133336314][bookmark: _Toc143984803][bookmark: _Toc144147580][bookmark: _Toc153885374][bookmark: _Toc160539755]5.4.4.85	Type: VplmnOffloadingInfo
Table 5.4.4.85-1: Definition of type VplmnOffloadingInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	offloadIdentifier
	OffloadIdentifier
	O
	0..1
	Offload Identifier uniquely identifying the VPLMN Offloading information provided by the HPLMN.

	vplmnId
	PlmnId
	O
	0..1
	V-PLMN ID. When absent, the PLMN ID of the PLMN serving the UE shall be assumed. 

	allowedTraffic
	boolean
	O
	0..1
	When present, this IE shall be set as follows:
- true (default): the VplmnOffloadingInfo describes the traffic allowed to be offloaded
- false: the VplmnOffloadingInfo describes the traffic disallowed to be offloaded

	ipv4AddressRanges
	array(Ipv4AddressRange)
	O
	1..N
	List of ranges of IPv4 addresses allowed (or disallowed) to be routed to the local part of DN in the VPLMN

	ipv4AddrMasks
	array(Ipv4AddrMask)
	O
	1..N
	List of ranges of IPv4 addresses allowed (or disallowed) to be routed to the local part of DN in the VPLMN, whereby each range of IPv4 addresses corresponds to the IPv4 addresses of an IPv4 subnet defined by an IPv4 address and subnet mask.

	ipv6AddressRanges
	array(Ipv6AddressRange)
	O
	1..N
	List of ranges of IPv6 addresses allowed (or disallowed) to be routed to the local part of DN in the VPLMN

	ipv6PrefixRanges
	array(Ipv6PrefixRange)
	O
	1..N
	List of ranges of IPv6 prefixes allowed (or disallowed) to be routed to the local part of DN in the VPLMN

	fqdnList
	array(Fqdn)
	O
	1..N
	List of FQDNs allowed (or disallowed) to be routed to the local part of DN in the VPLMN

	fqdnPatterns
	array(FqdnPatternMatchingRule)
	O
	1..N
	List of FQDN patterns of FQDNs allowed (or disallowed) to be routed to the local part of DN in the VPLMN

	sessionDIAmbr
	BitRate
	O
	0..1
	Authorized DL Session AMBR for Offloading, i.e. DL Aggregate Maximum Bit Rate for the Non-GBR QoS Flows of the PDU Session authorized for offloading to the local part of DN in VPLMN.

	NOTE:	If none of the ipv4AddressRanges, ipv4AddrMasks, ipv6AddressRanges, ipv6PrefixRanges, fqdnList and fqdnPatterns IEs is present, all the traffic of the PDU session is allowed to be routed to the local part of DN in the VPLMN. At least one of these IEs shall be present when the allowedTraffic IE is set to false.  



*** Next Change ***
5.4.4.x	Type: VplmnDlAmbr
Table 5.4.4.x-1: VplmnDlAmbr
	Attribute name
	Data type
	P
	Cardinality
	Description

	vplmnId
	PlmnId
	M
	1
	V-PLMN ID. 

	sessionDlAmbr
	BitRate
	M
	1
	Authorized DL Session AMBR for Offloading, i.e. DL Aggregate Maximum Bit Rate for the Non-GBR QoS Flows of the PDU Session authorized for offloading to the local part of DN in VPLMN.



*** Next Change ***
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc133336429][bookmark: _Toc143984951][bookmark: _Toc144147728][bookmark: _Toc153885533][bookmark: _Toc160539918]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.5.0-alpha.6'


  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.  

externalDocs:
  description: 3GPP TS 29.571 Common Data Types for Service Based Interfaces, version 18.5.0
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.571/'



******Skipped for Clarity*******


    VplmnOffloadingInfo:
      description: VPLMN Specific Offloading Information 
      type: object
      nullable: true
      properties:
        offloadIdentifier:
          $ref: '#/components/schemas/OffloadIdentifier'
        vplmnId:
          $ref: '#/components/schemas/PlmnId'
        allowedTraffic:
          type: boolean
          default: true
        ipv4AddressRanges:
          type: array
          items:
            $ref: '#/components/schemas/Ipv4AddressRange'
          minItems: 1
        ipv4AddrMasks:
          type: array
          items:
            $ref: '#/components/schemas/Ipv4AddrMask'
          minItems: 1
        ipv6AddressRanges:
          type: array
          items:
            $ref: '#/components/schemas/Ipv6AddressRange'
          minItems: 1
        ipv6PrefixRanges:
          type: array
          items:
            $ref: '#/components/schemas/Ipv6PrefixRange'
          minItems: 1
        fqdnList:
          type: array
          items:
            $ref: '#/components/schemas/Fqdn'
          minItems: 1
        fqdnPatterns:
          type: array
          items:
            $ref: '#/components/schemas/FqdnPatternMatchingRule'
          minItems: 1
        sessionDIAmbr:
          $ref: '#/components/schemas/BitRate'

    VplmnDlAmbr:
      description: an Authorized DL Session AMBR for Offloading for the VPLMN
      type: object
      nullable: true
      properties:
        vplmnId:
          $ref: '#/components/schemas/PlmnId'
        sessionDlAmbr:
          $ref: '#/components/schemas/BitRate'
      required:
        - vplmnId
        - sessionDlAmbr



******Skipped for Clarity*******

*** End of Change ***


