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* * * First Change * * * *
[bookmark: _Toc24937719][bookmark: _Toc33962538][bookmark: _Toc42883305][bookmark: _Toc49733173][bookmark: _Toc56690800][bookmark: _Toc162420746][bookmark: _Toc98152903][bookmark: _Toc161068587]6.1.6.3.8	Enumeration: DataSetId
The enumeration DataSetId represents the different types of data sets supported by an UDR instance.
Table 6.1.6.3.8-1: Enumeration DataSetId
	Enumeration value
	Description

	"SUBSCRIPTION"
	Data set: Subscription data

	"POLICY"
	Data set: Policy data (including all defined subsets)

	"EXPOSURE"
	Data set: Structured data for exposure

	"APPLICATION"
	Data set: Application data (including all defined subsets)

	"A_PFD"
	ApplicationData subset: Packet Flow Descriptions

	"A_AFTI"
	ApplicationData subset: AF Traffic Influence Data

	"A_AFQOS"
	ApplicationData subset: AF Requested QoS Data

	"A_IPTV"
	ApplicationData subset: IPTV Config Data

	"A_BDT"
	ApplicationData subset: Background Data Transfer

	"A_SPD"
	ApplicationData subset: Service Parameter Data

	"A_EASD"
	ApplicationData subset: EAS Deployment Information

	"A_EACI"
	ApplicationData subset: ECS Address Configuration Information

	"A_AMI"
	ApplicationData subset: AM Influence Data

	"P_UE"
	PolicyData subset: UE Specific Data 

	"P_SCD"
	PolicyData subset: Sponsored Connectivity Data

	"P_BDT"
	PolicyData subset: Background Data Transfer

	"P_PLMNUE"
	PolicyData subset: PLMN specific UE policy data

	"P_NSSCD"
	PolicyData subset: Network Slice Specific Control Data

	"P_PDTQ"
	PolicyData subset: Planned Data Transfer with QoS requirements Data

	"P_MBSCD"
	PolicyData subset: MBS Session Policy Control Data

	"P_GROUP"
	PolicyData subset: Group Policy Control Data

	NOTE:	Enumeration values identifying an ApplicationData subset or PolicyData subset should not be used in NF discovery requests unless UDR and NRF have been upgraded to support these values.
If the UDR registers all defined ApplicationData subset values and/or all defined PolicyData subset values, it shall also register the ApplicationData data set value and/or PolicyData data set value.
The UDR that registers the Application Data set value and/or the Policy Data set value shall also register all defined ApplicationData subset values and/or PolicyData subset values.



* * * Next Change * * * *
[bookmark: _Toc24937836][bookmark: _Toc33962656][bookmark: _Toc42883425][bookmark: _Toc49733293][bookmark: _Toc56690943][bookmark: _Toc162420902]A.2	Nnrf_NFManagement API
openapi: 3.0.0

[…]

[bookmark: _Toc11326919][bookmark: _Toc27758821][bookmark: _Toc57992308][bookmark: _Toc161068660]    DataSetId:
      description: Types of data sets and subsets stored in UDR
      anyOf:
        - type: string
          enum:
            - SUBSCRIPTION
            - POLICY
            - EXPOSURE
            - APPLICATION
            - A_PFD
            - A_AFTI
            - A_AFQOS
            - A_IPTV
            - A_BDT
            - A_SPD
            - A_EASD
            - A_EACI
            - A_AMI
            - P_UE
            - P_SCD
            - P_BDT
            - P_PLMNUE
            - P_NSSCD
            - P_PDTQ
            - P_MBSCD
            - P_GROUP
        - type: string

[…]

* * * End of Changes * * * *
