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*** First Change ***
[bookmark: _Toc25156439][bookmark: _Toc34124743][bookmark: _Toc43207869][bookmark: _Toc49857342][bookmark: _Toc56677182][bookmark: _Toc56691705][bookmark: _Toc56698969][bookmark: _Toc89035218][bookmark: _Toc89065016][bookmark: _Toc89180315][bookmark: _Toc97071994][bookmark: _Toc120051399][bookmark: _Toc161843489]6.1.6.4.3.2	NGAP IEs
For N2 information class SM, N2 Information may encode following NGAP SMF related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3.2-1.
Table 6.1.6.4.3.2-1: N2 Information content for class SM
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	PDU Session Resource Setup Request Transfer 
	9.3.4.1
	PDU SESSION RESOURCE SETUP REQUEST

	PDU Session Resource Release Command Transfer
	9.3.4.12
	PDU SESSION RESOURCE RELEASE COMMAND

	PDU Session Resource Modify Request Transfer
	9.3.4.3
	PDU SESSION RESOURCE MODIFY REQUEST

	Handover Command Transfer
	9.3.4.10
	HANDOVER COMMAND

	Handover Required Transfer
	9.3.4.14
	HANDOVER REQUIRED

	Handover Preparation Unsuccessful Transfer
	9.3.4.18
	HANDOVER COMMAND

	Secondary RAT Data Usage Report Transfer
	9.3.4.23
	SECONDARY RAT DATA USAGE REPORT



For N2 information class RAN, N2 Information may encode one of the following NGAP Transparent Container IEs specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3.2-2.
Table 6.1.6.4.3.2-2: N2 Information content for class RAN
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	Source to Target Transparent Container
	9.3.1.20
	HANDOVER REQUIRED, HANDOVER REQUEST

	Target to Source Transparent Container
	9.3.1.21
	HANDOVER COMMAND, HANDOVER REQUEST ACKNOWLEDGE

	Target to Source Failure Transparent Container
	9.3.1.186
	HANDOVER FAILURE

	UE Radio Capability
	9.3.1.74
	UE RADIO CAPABILITY INFO INDICATION. (NOTE 1).

	UE Radio Capability for Paging
	9.3.1.68
	UE RADIO CAPABILITY INFO INDICATION. (NOTE 1).

	SON Configuration Transfer
	9.3.3.6
	UPLINK RAN CONFIGURATION TRANSFER, DOWNLINK RAN CONFIGURATION TRANSFER

	RAN Status Transfer Transparent Container
	9.2.3.13, 9.2.3.14
	UPLINK RAN STATUS TRANSFER, DOWNLINK RAN STATUS TRANSFER

	Early Status Transfer Transparent Container
	9.2.3.16, 9.2.3.17
	UPLINK RAN EARLY STATUS TRANSFER
DOWNLINK RAN EARLY STATUS TRANSFER

	RIM Information Transfer
	9.3.3.28
	UPLINK RIM INFORMATION TRANSFER, DOWNLINK RIM INFORMATION TRANSFER

	NOTE 1:	The AMF receives the UE Radio Capability and UE Radio Capability for Paging within a UE CAPABILITY INFO INDICATION message and then the AMF shall store the UE Radio Capability information and UE Radio Capability for Paging, and transfer them to the target AMF during an inter AMF mobility procedure.



For N2 information class NRPPa, N2 Information may encode the following NGAP NRPPA Transport related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3.2-3
Table 6.1.6.4.3.2-3: N2 Information content for class NRPPa
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	NRPPa-PDU
	9.3.3.14
	DOWNLINK UE ASSOCIATED NRPPA TRANSPORT
UPLINK UE ASSOCIATED NRPPA TRANSPORT
DOWNLINK NON UE ASSOCIATED NRPPA TRANSPORT
UPLINK NON UE ASSOCIATED NRPPA TRANSPORT



For N2 information class V2X, N2 Information may encode the following V2X related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3.2-4
Table 6.1.6.4.3.2-4: N2 Information content for class V2X
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	PC5 QoS Parameters
	9.3.1.150
	INITIAL CONTEXT SETUP REQUEST
UE CONTEXT MODIFICATION REQUEST
HANDOVER REQUEST
PATH SWITCH REQUEST ACKNOWLEDGE



For N2 information class PROSE, N2 Information may encode the following ProSe related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3.2-5
Table 6.1.6.4.3.2-5: N2 Information content for class PROSE
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	5G ProSe PC5 QoS Parameters
	9.3.1.234
	INITIAL CONTEXT SETUP REQUEST
UE CONTEXT MODIFICATION REQUEST
HANDOVER REQUEST
PATH SWITCH REQUEST ACKNOWLEDGE

	5G ProSe Authorized
	9.3.1.233
	INITIAL CONTEXT SETUP REQUEST
UE CONTEXT MODIFICATION REQUEST
HANDOVER REQUEST
PATH SWITCH REQUEST ACKNOWLEDGE

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	9.3.1.148
	INITIAL CONTEXT SETUP REQUEST
UE CONTEXT MODIFICATION REQUEST
HANDOVER REQUEST
PATH SWITCH REQUEST ACKNOWLEDGE



Table 6.1.6.4.3.2-6: Void

For N2 information class RANGING_SL, N2 Information may encode one of the following related IEs specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3.2-7.
Table 6.1.6.4.3.2-7: N2 Information content for class RANGING_SL
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	Ranging and Sidelink Positioning Service Information
	9.3.1.269x
	INITIAL CONTEXT SETUP REQUEST
UE CONTEXT MODIFICATION REQUEST
HANDOVER REQUEST
PATH SWITCH REQUEST ACKNOWLEDGE



For N2 information class A2X, N2 Information may encode the following A2X related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3.2-8
Table 6.1.6.4.3.2-8: N2 Information content for class A2X
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	PC5 QoS Parameters
	9.3.1.150
	INITIAL CONTEXT SETUP REQUEST
UE CONTEXT MODIFICATION REQUEST
HANDOVER REQUEST
PATH SWITCH REQUEST ACKNOWLEDGE



*** End of Change ***



