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*** First Change ***
[bookmark: _Toc510696582][bookmark: _Toc35971374][bookmark: _Toc67903498][bookmark: _Toc161035607][bookmark: _Toc27585296][bookmark: _Toc36457275][bookmark: _Toc45028174][bookmark: _Toc45029009][bookmark: _Toc67681770][bookmark: _Toc161827892][bookmark: _Toc26202292][bookmark: _Toc22624231][bookmark: _Toc22141029][bookmark: _Toc18853029][bookmark: _Toc26202478][bookmark: _Toc34804186][bookmark: _Toc35935757][bookmark: _Toc45029977][bookmark: _Toc51922337][bookmark: _Toc51922751][bookmark: _Toc122015804][bookmark: _Toc130844967][bookmark: _Toc138344464][bookmark: _Toc145946970][bookmark: _Toc153817410]3.2	Symbols
For the purposes of the present document, the following symbols apply:
<symbol>	<Explanation>
[bookmark: _Toc510696583][bookmark: _Toc35971375][bookmark: _Toc67903499][bookmark: _Toc161035608]
*** Next Change ***
3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
SLPKMF	SideLink Positioning Key Management Function
SLPP	Sidelink positioning protocol
[bookmark: _Toc161035718]Annex B (informative):
Withdrawn API versions
[bookmark: _Toc67903572][bookmark: _Toc161035719]B.1	General
This Annex lists withdrawn API versions of the APIs defined in the present specification. 3GPP TS 29.501 [5] clause 4.3.1.6 describes the withdrawal of API versions.

*** Next Change ***
[bookmark: historyclause][bookmark: _Toc142394917][bookmark: _Toc161035720]
Annex C (normative):
ABNF grammar for 3GPP SBI HTTP custom headers
This Annex shall only be included if the TS defines 3GPP-specific custom HTTP headers.
[bookmark: _Toc142394918][bookmark: _Toc161035721]C.1	General
This Annex contains a self-contained set of ABNF rules, comprising the re-used rules from IETF RFCs, and the rules defined by the 3GPP custom headers defined in this specification (see clause 6.x.1.z).
Where clause 6.x.1.z is to be replaced by the clause number(s) where the 3GPP custom headers are defined in the APIs defined in this TS.
This grammar may be used as input to existing tools to help implementations to parse 3GPP custom headers.

*** End of Changes ***
