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* * * First Change * * * *
[bookmark: _Toc122095838][bookmark: _Toc133336346][bookmark: _Toc143984842][bookmark: _Toc144147619][bookmark: _Toc153885420][bookmark: _Toc161915284][bookmark: _Toc25073943][bookmark: _Toc34063126][bookmark: _Toc43120103][bookmark: _Toc49768158][bookmark: _Toc56434331][bookmark: _Toc160456067][bookmark: _Toc25073947][bookmark: _Toc34063130][bookmark: _Toc43120107][bookmark: _Toc49768162][bookmark: _Toc56434335][bookmark: _Toc160456071]5.5.4.11	Type: PduSetQosPara
Table 5.5.4.11-1: Definition of type PduSetQosPara
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pduSetDelayBudget
	ExtPacketDelBudget
	OC
	0..1
	Indicates the PDU Set Delay Budget (PSDB) (see clause 5.7.7.2 of 3GPP TS 23.501 [8]). (NOTE)
	

	pduSetErrRate
	PacketErrRate
	OC
	0..1
	Indicates the PDU Set Error Rate (PSER) (see clause 5.7.7.3 3GPP TS 23.501 [8]). (NOTE)
	

	pduSetHandlingInfo
	PduSetHandlingInfo
	OC
	0..1
	Indicates whether all PDUs of the PDU Set are needed for the usage of the PDU Set by the application layer in the receiver side. (NOTE)
	

	NOTE:	At least one of the following shall be present: 1) pduSetHandlingInfo and/or 2) both pduSetDelayBudget and pduSetErrRate.



* * * Next Change * * * *

[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc133336429][bookmark: _Toc143984951][bookmark: _Toc144147728][bookmark: _Toc153885533][bookmark: _Toc161915400]A.2	Data related to Common Data Types
openapi: 3.0.0

[…]
    PduSetQosPara:
      description: Represents the PDU Set level QoS parameters.
      type: object
      properties:
        pduSetDelayBudget:
          $ref: '#/components/schemas/ExtPacketDelBudget'
        pduSetErrRate:
          $ref: '#/components/schemas/PacketErrRate'
        pduSetHandlingInfo:
         $ref: '#/components/schemas/PduSetHandlingInfo'
      anyOf:
        - required: [ pduSetDelayBudget, pduSetErrRate ]
        - required: [ pduSetHandlingInfo ]


[…]

* * * End of Changes * * * *


