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* * * First Change * * * *
[bookmark: _Toc67903544][bookmark: _Toc112771064][bookmark: _Toc122090088][bookmark: _Toc145953104][bookmark: _Toc153882657][bookmark: _Toc85462191][bookmark: _Toc88667450][bookmark: _Toc161913476]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Npkmf_ResolveRemoteUserId service based interface protocol.
Table 6.2.6.1-1: Npkmf_ResolveRemoteUserId specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	ResolveRequest
	6.2.6.2.2
	Request Data
	

	ResolveResponse
	6.2.6.2.3
	Response Data
	



Table 6.2.6.1-2 specifies data types re-used by the Npkmf_ResolveRemoteUserId service based interface protocol from other specifications and from other service APIs in current specification, including a reference to their the respective specifications and when needed, a short description of their use within the Npkmf_ResolveRemoteUserId service based interface.
Table 6.2.6.1-2: Npkmf_ResolveRemoteUserId re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	PrukId
	Clause 6.1.6.3.23GPP TS 29.559
	See clause 6.1.6.3.2Defined in Npkmf_PKMFKeyRequest API.
	

	PlmnId
	3GPP TS 29.571 [15]
	PLMN ID
	

	Supi
	3GPP TS 29.571 [15]
	Subscription Permanent Identifier
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