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	Title:	
	29.573 Rel-18 API version and External doc update
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	Huawei
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	Work item code:
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	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The following CRs modifying the N32 Handshake API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

- CR 29.573 - 0184 (C4-242254): Backwards-compatible corrections
- CR 29.573 - 0191 (C4-241346): Backwards-compatible corrections
- CR 29.573 - 0197 (C4-242392): Backwards-compatible corrections
- CR 29.573 - 0199 (C4-242496): Backwards-compatible new features

The following CRs modifying the JOSE Protected Message Forwarding API on N32-f API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

- CR 29.573 - 0183 (C4-241496): Backwards-compatible corrections
- CR 29.573 - 0184 (C4-241550): Backwards-compatible corrections
- CR 29.573 - 0191 (C4-241346): Backwards-compatible corrections
[bookmark: _GoBack]- CR 29.573 - 0196 (C4-242361): Backwards-compatible corrections

No CR from TS 29.571 has impacted openAPIs in this specification.

externalDocs needs also to be updated to refer to the new version of the specification.

Due to the publication of Rel-18 APIs with "Release" status, the API version needs to be updated to non-alpha version.

	
	

	Summary of change:
	The N32 Handshake API version number is incremented from 1.3.0-alpha.5 to 1.3.0.

The JOSE Protected Message Forwarding API on N32-f API version number is incremented from 1.3.0-alpha.2 to 1.3.0.


The SEPP Telescopic FQDN Mapping API version number is incremented from 1.2.0-alpha.1 to 1.2.0

externalDocs is updated to 3GPP TS 29.573 V18.7.0.

	
	

	Consequences if not approved:
	Incorrect API version number and externalDocs field
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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc24986459][bookmark: _Toc34205887][bookmark: _Toc39062071][bookmark: _Toc43277313][bookmark: _Toc49847643][bookmark: _Toc56419624][bookmark: _Toc112683431][bookmark: _Toc161916517]A.2	N32 Handshake API
openapi: 3.0.0

info:
  version: '1.3.0-alpha.6'
  title: 'N32 Handshake API'
  description: |
    N32-c Handshake Service.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
servers:
  - url: '{apiRoot}/n32c-handshake/v1'
    variables:
      apiRoot:
        default: https://example.com
        description:  apiRoot as defined in clause 4.4 of 3GPP TS 29.501.
externalDocs:
  description: 3GPP TS 29.573 V18.67.0; 5G System; Public Land Mobile Network (PLMN) Interconnection; Stage 3
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.573/

[…]

* * * Next Change * * * *
[bookmark: _Toc24986460][bookmark: _Toc34205888][bookmark: _Toc39062072][bookmark: _Toc43277314][bookmark: _Toc49847644][bookmark: _Toc56419625][bookmark: _Toc112683432][bookmark: _Toc161916518]A.3	JOSE Protected Message Forwarding API on N32-f
openapi: 3.0.0

info:
  version: '1.3.0-alpha.3'
  title: 'JOSE Protected Message Forwarding API'
  description: |
    N32-f Message Forwarding Service.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
servers:
  - url: '{apiRoot}/n32f-forward/v1'
    variables:
      apiRoot:
        default: https://example.com
        description:  apiRoot as defined in clause 4.4 of 3GPP TS 29.501.
externalDocs:
  description: 3GPP TS 29.573 V18.67.0; 5G System; Public Land Mobile Network (PLMN) Interconnection; Stage 3
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.573/

[…]


* * * Next Change * * * *

[bookmark: _Toc24986461][bookmark: _Toc34205889][bookmark: _Toc39062073][bookmark: _Toc43277315][bookmark: _Toc49847645][bookmark: _Toc56419626][bookmark: _Toc112683433][bookmark: _Toc161916519]A.4	SEPP Telescopic FQDN Mapping API
openapi: 3.0.0

info:
  version: '1.2.0-alpha.2'
  title: 'SEPP Telescopic FQDN Mapping API'
  description: |
    SEPP Telescopic FQDN Mapping Service.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

servers:
  - url: '{apiRoot}/nsepp-telescopic/v1'
    variables:
      apiRoot:
        default: https://example.com
        description:  apiRoot as defined in clause 4.4 of 3GPP TS 29.501.

externalDocs:
  description: 3GPP TS 29.573 V18.67.0; 5G System; Public Land Mobile Network (PLMN) Interconnection; Stage 3
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.573/

[…]


* * * End of Changes * * * *

