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* * * First Change * * * *
[bookmark: _Toc160553754]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[3]	3GPP TS 24.571: "5G System (5GS) Control plane Location Services (LCS) procedures; Stage 3".
[4]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[5]	3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".
[6]	3GPP TS 38.305: "Stage 2 functional specification of User Equipment (UE) positioning in NG-RAN".
[7]	3GPP TS 24.007: "Mobile radio interface signalling layer 3; General aspects".
[8]	3GPP TS 33.501: "Security architecture and procedures for 5G System".
[9]	3GPP TS 24.526: "UE policies for 5G System (5GS); Stage 3".
[10]	3GPP TS 23.003: "Numbering, addressing and identification".
[11]	3GPP TS 24.080: "Mobile radio interface layer 3 supplementary services specification; Formats and coding".
[12]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[xx]	3GPP TS 37.355: "Technical Specification Group Radio Access Network; LTE Positioning Protocol (LPP)".

* * * 2nd Change * * * *
[bookmark: _Toc22050949][bookmark: _Toc26193012][bookmark: _Toc26193084][bookmark: _Toc35266487][bookmark: _Toc43195246][bookmark: _Toc45264000][bookmark: _Toc92299342][bookmark: _Toc146237844][bookmark: _Toc160553768]6	Elementary procedures for UPP-CM
[bookmark: _Toc26193013][bookmark: _Toc26193085][bookmark: _Toc35266488][bookmark: _Toc43195247][bookmark: _Toc45264001][bookmark: _Toc92299343][bookmark: _Toc146237845][bookmark: _Toc160553769]6.1	Overview
[bookmark: _Toc160553770]6.1.1	General
This clause defines the UPP-CM procedures (see clause 6.2). The format and coding of the messages and information elements are specified in clause 10.3 and 11.3 respectively.
The user plane positioning connection management is to support the management of an LCS secured user plane connection between the UE and the LMF.
The UPP-CM messages defined in this clause can be included in the UPP-CMI container of the UL NAS Transport messages and DL NAS Transport messages defined in 3GPP TS 24.501 [4].

* * * 3rd Change * * * *
[bookmark: _Toc160553800]7	Elementary procedures for LCS-UPP
[bookmark: _Toc160553801]7.1	Overview
The main function of the Location Services User Plane protocol (LCS-UPP) is to support generic transport between the UE and the LMF of messages of positioning related protocols including:
a)	LPP messages, which are specified in 3GPP TS 37.355 [xx]; and
b)	location supplementary services messages, only including:
[bookmark: _Hlk149834122]1)	messages for EventReport operations (see 3GPP TS 24.080 [11]);
2)	messages for PeriodicTriggeredInvoke operations (see 3GPP TS 24.080 [11]); and
3)	messages for MSCancelDeferredLocation operations (see 3GPP TS 24.080 [11]).
LCS-UPP procedures are performed between a Location Services User Plane (LCS-UP) entity in a UE and an LCS-UP entity in the LMF.
The following UE-initiated LCS-UPP procedures are specified:
a)	uplink LCS-UP transport procedure.
The following LMF-initiated LCS-UPP procedures are specified:
a)	downlink LCS-UP transport procedure.
The uplink LCS-UP transport procedures and the downlink LCS-UP transport procedures can be performed on the LCS secured user plane connection over a PDU session via 3GPP access in 5GS as specified in clauses 4.2 and 4.3.
LCS-UPP messages are transported in an IP packet according to clause 7.2.1.
LCS-UPP is a standard L3 protocol according to 3GPP TS 24.007 [7], LCS-UPP messages are standard L3 messages according to 3GPP TS 24.007 [7] and error behaviour specified for L3 protocol according to 3GPP TS 24.007 [7] applies for LCS-UPP.

* * * End of Changes * * * *

