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	Reason for change:
	As per specified in TS 24.572 as below, the yellow text refers the handling over user-plane, i.e. the LCS secured user plane connection, while the green text refers the handling over control-plane, i.e. encapsulation in the UPP-CMI container of the UL NAS TRANSPORT message. But below text mixed these two handling together in a single order which created unnecessary confusing from implementation perspective.

"6.2.1.2.3	User plane connection release procedure accepted by UE
Upon receipt of a USER PLANE CONNECTION RELEASE COMMAND message from the LMF, the UE shall stop the timer T5013 if running, stop sending LCS-UPP messages, terminate the TLS connection, create a USER PLANE CONNECTION RELEASE COMPLETE message according to clause 10.3.7 and send it to the LMF, and consider the LCS secured user plane connection between the UE and the LMF as released.".

Simiilar as below UE handling, the UE should firstly complete the ongoing UPP-CM procedure over control-plane and then to do the required handling over the user-plane.

"If the USER PLANE CONNECTION ESTABLISHMENT COMMAND message can be accepted and the required PDU connectivity service between UE and LMF is available, the UE shall:
a)	send a USER PLANE CONNECTION ESTABLISHMENT COMPLETE message to the LMF; and
b)	establish a TLS connection between the UE and the LMF, as described in clause 4.3.".


	
	

	Summary of change:
	It proposes to update the UE handling on user plane connection release procedure to clearly separate the handling over control-plane and user-plane.

	
	

	Consequences if not approved:
	The UE handling on user plane connection release procedure is mixed between control-plane and user-plane.
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Upon receipt of a USER PLANE CONNECTION RELEASE COMMAND message from the LMF, the UE shall stop the timer T5013 if running and shall:, 
[bookmark: OLE_LINK12]a)	stop sending LCS-UPP messages, terminate the TLS connection, create a USER PLANE CONNECTION RELEASE COMPLETE message according to clause 10.3.7 and send it to the LMF, and consider the LCS secured user plane connection between the UE and the LMF as released.
b)	create a USER PLANE CONNECTION RELEASE COMPLETE message according to clause 10.3.7 and send it to the LMF.
Upon reception of a USER PLANE CONNECTION RELEASE COMPLETE message from the UE, the LMF shall stop the timer T5010 and shall consider the LCS secured user plane connection between the UE and the LMF as released.
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