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* * * First Change * * * *

[bookmark: _Toc27747351][bookmark: _Toc36213542][bookmark: _Toc36657719][bookmark: _Toc45287394][bookmark: _Toc51948669][bookmark: _Toc51949761][bookmark: _Toc162972071]9.11.3.13	Allowed PDU session status
The purpose of the Allowed PDU session status information element is to indicate to the network user-plane resources of PDU sessions associated with non-3GPP access that are allowed to be re-established over 3GPP access or if there is no PDU session(s) for which the UE allows the user-plane resources to be re-established over 3GPP access.
NOTE:	Allowed PDU session status IE is not applicable for MA PDU session(s) in this release of specification.
The Allowed PDU session status information element is coded as shown in figure 9.11.3.13.1 and table 9.11.3.13.1.
The Allowed PDU session status is a type 4 information element with minimum length of 4 octets and maximum length of 34 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Allowed PDU session status IEI
	octet 1

	Length of Allowed PDU session status contents
	octet 2

	PSI
(7)
	PSI
(6)
	PSI
(5)
	PSI
(4)
	PSI
(3)
	PSI
(2)
	PSI
(1)
	PSI
(0)
	octet 3

	PSI
(15)
	PSI
(14)
	PSI
(13)
	PSI
(12)
	PSI
(11)
	PSI
(10)
	PSI
(9)
	PSI
(8)
	octet 4

	0
	0
	0
	0
	0
	0
	0
	0
	

	Spare
	octet 5* -34*


Figure 9.11.3.13.1: Allowed PDU session status information element
Table 9.11.3.13.1: Allowed PDU session status information element
	PSI(x) shall be coded as follows:

PSI(0):
Bit 1 octet 3 is spare and shall be coded as zero.

PSI(1) – PSI(15):
0	indicates that the user-plane resources of corresponding PDU session is not allowed to be re-established over 3GPP access.
1	indicates that the user-plane resources of corresponding PDU session can be re-established over 3GPP access.

If there is no PDU session for which the user-plane resources can be re-established over 3GPP access, all bits in PSI(1) – PSI(15) shall be coded as zero.

All bits in octet 5 to 34 are spare and shall be coded as zero, if the respective octet is included in the information element.



* * * Next Change * * * *

[bookmark: _Toc20233256][bookmark: _Toc27747391][bookmark: _Toc36213582][bookmark: _Toc36657759][bookmark: _Toc45287434][bookmark: _Toc51948709][bookmark: _Toc51949801][bookmark: _Toc162972111]9.11.3.42	PDU session reactivation result
The purpose of the PDU session reactivation result information element is to indicate the result of establishments of user-plane resources of PDU sessions.
The PDU session reactivation result information element is coded as shown in figure 9.11.3.42.1 and table 9.11.3.42.1.
The PDU session reactivation result is a type 4 information element with minimum length of 4 octets and maximum length of 34 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	PDU session reactivation result IEI
	octet 1

	Length of PDU session reactivation result
	octet 2

	PSI
(7)
	PSI
 (6)
	PSI
 (5)
	PSI
 (4)
	PSI
 (3)
	PSI
 (2)
	PSI
 (1)
	PSI
 (0)
	octet 3

	PSI
 (15)
	PSI
 (14)
	PSI
 (13)
	PSI
 (12)
	PSI
 (11)
	PSI
 (10)
	PSI
 (9)
	PSI
 (8)
	octet 4

		0
	0
	0
	0
	0
	0
	0
	0

	Spare



	octet 5* -34*


Figure 9.11.3.42.1: PDU session reactivation result information element
Table 9.11.3.42.1: PDU session reactivation result information element
	PSI(x) shall be coded as follows:

PSI(0):
Bit 10 of octet 3 is spare and shall be coded as zero.

PSI(1) – PSI(15):
0	indicates establishment of user-plane resources of the PDU session was not requested in the Uplink data status IE or establishment of user-plane resources of the PDU session was not allowed in the Allowed PDU session status IE or establishment of user-plane resource of the PDU session is successful.
1	indicates either establishment of user-plane resources of the PDU session was requested in the Uplink data status IE but establishment of user-plane resource of the PDU session is not successful or indicates establishment of user-plane resources of the PDU session was allowed in the Allowed PDU session status IE but establishment of user-plane resource of the PDU session is either not performed or not successful.

All bits in octet 5 to 34 are spare and shall be coded as zero, if the respective octet is included in the information element.




* * * End of Changes * * * *



