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The PDU SESSION ESTABLISHMENT REQUEST message is sent by the UE to the SMF to initiate establishment of a PDU session. See table 8.3.1.1.1.
[bookmark: OLE_LINK152][bookmark: OLE_LINK153]Message type:	PDU SESSION ESTABLISHMENT REQUEST
Significance:	dual
Direction:	UE to network
[bookmark: OLE_LINK136][bookmark: OLE_LINK137]Table 8.3.1.1.1: PDU SESSION ESTABLISHMENT REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity
9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity
9.6
	M
	V
	1

	
	PDU SESSION ESTABLISHMENT REQUEST message identity
	Message type
9.7
	M
	V
	1

	
	Integrity protection maximum data rate
	Integrity protection maximum data rate
9.11.4.7
	M
	V
	2

	9-
	PDU session type
	PDU session type
9.11.4.11
	O
	TV
	1

	A-
	SSC mode
	SSC mode
9.11.4.16
	O
	TV
	1

	28
	5GSM capability
	5GSM capability
9.11.4.1
	O
	TLV
	3-15

	55
	Maximum number of supported packet filters
	Maximum number of supported packet filters
9.11.4.9
	O
	TV
	3

	B-
	Always-on PDU session requested
	Always-on PDU session requested
9.11.4.4
	O
	TV
	1

	39
	SM PDU DN request container
	SM PDU DN request container
9.11.4.15
	O
	TLV
	3-255

	7B
	Extended protocol configuration options
	Extended protocol configuration options
9.11.4.6
	O
	TLV-E
	4-65538

	66
	IP header compression configuration
	IP header compression configuration
9.11.4.24
	O
	TLV
	5-257

	6E
	DS-TT Ethernet port MAC address
	DS-TT Ethernet port MAC address
9.11.4.25
	O
	TLV
	8

	6F
	UE-DS-TT residence time
	UE-DS-TT residence time
9.11.4.26
	O
	TLV
	10

	74
	Port management information container
	Port management information container
9.11.4.27
	O
	TLV-E
	8-65538

	1F
	Ethernet header compression configuration
	Ethernet header compression configuration
9.11.4.28
	O
	TLV
	3

	29
	Suggested interface identifier
	PDU address
9.11.4.10
	O
	TLV
	11

	72
	Service-level-AA container
	Service-level-AA container
9.11.2.10
	O
	TLV-E
	4-65538

	70
	Requested MBS container
	Requested MBS container
9.11.4.30
	O
	TLV-E
	8-65538

	34
	PDU session pair ID
	PDU session pair ID
9.11.4.32
	O
	TLV
	3

	35
	RSN
	RSN
9.11.4.33
	O
	TLV
	3

	36TBD
	[bookmark: OLE_LINK5][bookmark: OLE_LINK6]URSP rule enforcement reports
	URSP rule enforcement reports 
9.11.4.38
	O
	TLV
	4-n
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