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[bookmark: _Toc123577192]* * * First Change * * * *

[bookmark: _Toc4580][bookmark: _Toc25563][bookmark: _Toc27890][bookmark: _Toc1222]9.3.2	Originating side
[bookmark: _Toc14987][bookmark: _Toc3426][bookmark: _Toc10973][bookmark: _Toc29648]9.3.2.1	Procedures at the UE
[bookmark: _Toc279][bookmark: _Toc5962][bookmark: _Toc16285][bookmark: _Toc6124]9.3.2.1.1	General
The UE shall only initiate an MMTel session with an IMS data channel if the UE has determined that the UE and the home network supports the IMS data channel capability.
The policy related to the UE supporting the IMS data channel can be provided by the home network to the UE using e.g. OMA-DM with the management objects specified in 3GPP TS 24.275 [11] or UICC configuration, as specified in clause 9.2.1.1. When the UE is configured by home network with configuration for IMS data channel, then the UE may setup the IMS data channel.
If the UE is configured with IMS_DC_configuration node specified in 3GPP TS 24.275 [11] and:
a)	DC_allowed leaf indicates that IMS data channel is not allowed, the UE shall not include data channel capability indication and data channel related media description in SDP offer;
b)	DC_allowed leaf indicates that IMS data channel is allowed, and:
1)	if DC_Setup_Option leaf is configured and indicates the IMS data channel is allowed to be setup simultaneously while establishing an MMTel session, the UE:
-	shall include the bootstrap data channel related media description in SDP offer within the initial INVITE request as described in clause 9.3.2.1.2 to setup the bootstrap data channel;
2)	if DC_Setup_Option leaf is configured and indicates the IMS data channel is not allowed to be setup simultaneously while establishingafter an MMTel session is established, the UE shall generate a re-INVITE request for the bootstrap data channel setup and include the bootstrap data channel related media description in SDP offer as described in clause 9.3.2.1.3 to setup the bootstrap data channel; and
3)	if the UE receives an initial INVITE or a re-INVITE request including the bootstrap data channel related media description in SDP offer, the UE shall generate an SDP answer as described in clause 9.3.3.1.
If the UE is configured with EFIMSDCI  file specified in 3GPP TS 31.103 [30] or 3GPP TS 31.102 [31] and:
a)	if IMS DC Establishment Indication indicates that IMS data channel is not allowed, the UE shall not include data channel capability indication and data channel related media description in SDP offer;
b)	if IMS DC Establishment Indication indicates that IMS data channel is allowed and allowed to be setup simultaneously while establishing an MMTel session, the UE shall include the bootstrap data channel related media description in SDP offer within the initial INVITE request as described in clause 9.3.2.1.2 to setup the bootstrap data channel;
[bookmark: OLE_LINK1]c)	if IMS DC Establishment Indication indicates that IMS data channel is allowed butand not allowed to be setup simultaneously while establishing after an MMTel session is established, the UE shall generate a re-INVITE request for the bootstrap data channel setup and include the bootstrap data channel related media description in SDP offer as described in clause 9.3.2.1.3 to setup IMS data channel;
Editor’s note: If the UE is configured with IMS data channel is allowed by EFIMSDCI  file, how the UE acts when receiving the INVITE and re-INVITE request is FFS.
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