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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc68190853][bookmark: _Toc59198702][bookmark: _Toc525231302][bookmark: _Toc155372018][bookmark: _Toc157624773][bookmark: _Toc160569260][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169]6.4.2.1.2	Target UE selecting located UE for UE-only operation
The target UE shall select the located UE(s) from the UE(s) which are discovered using:
a)	the monitoring procedure for UE discovery as specified in clause 6.2.2.1 or clause 6.2.2.3 when located UE acts as announcing UE;
b)	the discoverer procedure for UE discovery as specified in clause 6.2.2.2 or clause 6.2.2.4 when located UE acts as discoveree UE;
c)	the procedure for ranging and sidelink positioning UE discovery with V2X capable UEs as specified in clause 6.3; or
cd)	both a) and b).
NOTE:	How the located UE can be triggered to perform the announcing procedure for UE discovery as specified in clause 6.2.2.1 or clause 6.2.2.3 is up to UE implementation.
The target UE may select the located UE(s) if:
a)	the UE role in the RSPP metadata in the PROSE PC5 DISCOVERY message or, for V2X capable UEs, in the DIRECT LINK ESTABLISHMENT ACCEPT message indicates that the UE supports UE role as a located UE (see 3GPP TS 38.355 [12]); and
[bookmark: _Hlk157033082]b)	the serving PLMN ID in the PROSE PC5 DISCOVERY message or, for V2X capable UEs, in the DIRECT LINK ESTABLISHMENT ACCEPT message indicating the same PLMN as the serving PLMN of the target UE.
***** End of changes *****
