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* * * 1st Change * * * *
[bookmark: _Toc160569350][bookmark: _Toc160569284]7.4.2.4	Sidelink positioning service request procedure not accepted by target UE
If the SL positioning service request message cannot be accepted, then the target UE shall send a SL positioning service reject message to the initiating UE. The SL positioning service reject message contains a sidelink positioning protocol cause IE.
Editor's Note:	The cause codes and the respective failure conditions are FFS. 
* * * 2nd Change * * * *
10.4.2A	Sidelink positioning service reject
[bookmark: _Toc160569351]10.4.2A.1	Message definition
This message is sent by a UE to another peer UE to indicate that the sidelink positioning service request is not accpeted. See table 10.4.2A.1.1.
Message type:	SIDELINK POSITIONING SERVICE REJECT
Significance:	dual
Direction:	UE to peer UE
Table 10.4.2A.1.1 SIDELINK POSITIONING SERVICE REJECT message
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	SIDELINK POSITIONING SERVICE REJECT message identity
	PC5-U message type
11.4.1
	M
	V
	1

	
	PTI
	Procedure transaction ID
11.4.2
	M
	V
	1

	
	Sidelink positioning protocol cause
	Sidelink positioning protocol cause
11.4.x
	M
	V
	1



[bookmark: _Toc68196433][bookmark: _Toc59209101][bookmark: _Toc51951324][bookmark: _Toc45882774][bookmark: _Toc45282388][bookmark: _Toc34404492][bookmark: _Toc34388721][bookmark: _Toc502240455][bookmark: _Toc162969668]* * * 2nd Change * * * *
11.4.x	Sidelink positioning protocol cause
The purpose of the sidelink protocol cause information element is to indicate the cause used in the sidelink positioning service request procedures.
The sidelink positioning protocol cause is a type 3 information element with a length of 2 octets.
The sidelink positioning protocol cause information element is coded as shown in figure 11.4.x.1 and table 11.4.x.1.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Sidelink positioning protocol cause IEI
	octet 1

	Sidelink positioning protocol cause value
	octet 2


[bookmark: _CRFigure11_3_8_1]Figure 11.4.x.1: Sidelink positioning protocol cause information element
Table 11.4.x.1: Sidelink positioning protocol cause information element
	Sidelink positioning protocol cause value (octet 2)

	

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	Authorization failure

	0
	1
	1
	0
	1
	1
	1
	1
	
	Protocol error, unspecified

	Any other value received by the UE shall be treated as 0110 1111, "protocol error, unspecified".

	



* * * End of Changes * * * *

