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* * * First Change * * * *
[bookmark: _Toc517469174][bookmark: _Toc26193015][bookmark: _Toc26193087][bookmark: _Toc35266490][bookmark: _Toc43195249][bookmark: _Toc45264003][bookmark: _Toc92299345][bookmark: _Toc162969212][bookmark: _Hlk135040752]5.2.1	Network initiated location services operations
[bookmark: _CR5_2_1_1][bookmark: _Toc517469175][bookmark: _Toc26193016][bookmark: _Toc26193088][bookmark: _Toc35266491][bookmark: _Toc43195250][bookmark: _Toc45264004][bookmark: _Toc92299346][bookmark: _Toc162969213]5.2.1.1	Supplementary Services Location Notification
[bookmark: _CR5_2_1_1_1][bookmark: _Toc517469176][bookmark: _Toc26193017][bookmark: _Toc26193089][bookmark: _Toc35266492][bookmark: _Toc43195251][bookmark: _Toc45264005][bookmark: _Toc92299347][bookmark: _Toc162969214]5.2.1.1.1	General
The supplementary services Location Notification operation enables the AMF to trigger the end-user notification verification process on the UE using NAS signalling. The supplementary services messages are transported using the DL NAS Transport message and the UL NAS Transport message defined in 3GPP TS 24.501 [3]. UE Location Privacy Indication information may be included in Location Notification Return Result to indicate whether subsequent LCS requests or ranging and sidelink positioning requests will be allowed or disallowed by the UE. Figure 5.2.1.1.1.1 illustrates an example of the NAS signalling transport applicable to a 5GC-MT-LR procedure for immediate or deferred location or to a SL-MT-LR procedure for immediate or deferred location.





[bookmark: _CRFigure5_2_1_1_1_1]Figure 5.2.1.1.1.1: NAS signalling transport for Supplementary Services Location Notification
NOTE:	The optional Additional information IE of the DL/UL NAS Transport message is not included when the LCS Location Notification signalling is transported in the Payload container.
[bookmark: _CR5_2_1_1_2][bookmark: _Toc517469177][bookmark: _Toc26193018][bookmark: _Toc26193090][bookmark: _Toc35266493][bookmark: _Toc43195252][bookmark: _Toc45264006][bookmark: _Toc92299348][bookmark: _Toc162969215]
* * * Next Change * * * *
5.2.1.1.2	Normal operation
The network invokes a location notification procedure by sending a REGISTER message containing an LCS-LocationNotification invoke component to the UE as defined in 3GPP TS 24.080 [5]. This may be sent either to request verification for a 5GC-MT-LR or to notify the UE about an already authorized 5GC-MT-LR.
In case of privacy verification for LCS or ranging and sidelink positioning, the UE shall respond to the request by sending a RELEASE COMPLETE message containing the user's response and optionally UE Location Privacy Indication information in a return result component (see figure 5.2.1.1.2.1). If rangingSlExt is included, the privacy verification is for ranging and sidelink positioning and the corresponding verification result for ranging and sidelink positioning is included in UE Location Privacy Indication information.
If the timer T(LCSN) defined in 3GPP TS 24.080 [5] expires in the network before any response from the UE (e.g. due to no response from the user), the network shall interpret this by applying the default treatment defined in 3GPP TS 23.273 [2] (i.e. disallow location if barred by subscription or allow location if allowed by subscription).
In the case of location notification, the UE shall terminate the dialogue immediately by sending a RELEASE COMPLETE message containing a LocationNotification return result.
If the UE is unable to process the request received from the network, it shall return an error indication by sending a RELEASE COMPLETE message containing a return error component. Error values are specified in 3GPP TS 24.080 [5].

 

UE	Network
REGISTER
<------------------------------------------------------------------------------------------------------------------------
Facility (Invoke = LCS-LocationNotification (notificationType, locationType, lcsClientExternalID, lcsClientName,  lcsCodeword, lcsServiceTypeId, deferredLocationExt, rangingSlExt))

RELEASE COMPLETE
------------------------------------------------------------------------------------------------------------------------>
Facility (Return result = LCS-LocationNotification (verificationResponse, locationPrivacyIndication, validTimePeriod))

RELEASE COMPLETE
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  ->
Facility (Return error (Error))

RELEASE COMPLETE
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  ->
Facility (Reject (Invoke_problem))

RELEASE COMPLETE
<-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -

[bookmark: _CRFigure5_2_1_1_2_1]Figure 5.2.1.1.2.1: Location Notification

* * * End of Changes * * * *
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After user notification and verification, the UE sets the Payload container type to “Location services message container”, and includes an LCS Notification Verification Return Result in the Payload container in the UL NAS Transport message.


When a 5GC‑MT‑LR location procedure is initiated at the AMF, if the LCS notification/verification is required and is supported by the UE, the AMF sets the Payload container type to “Location services message container”, and includes LCS Notification Verification Invoke in the Payload container in the DL NAS Transport message.


DL NAS Transport
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(Payload container (RELEASE COMPLETE (Facility (LCS-LocationNotification Return Result))))
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UE AMF

When a 5GC-MT-LR location Procedure or  a SL-MT-LR location procedure is 

initiated at the AMF, if the LCS notification/verification is required and is 

supported by the UE, the AMF sets the Payload container type to ³Location 

services message container´��and includes LCS Notification Verification Invoke 

in the Payload container in the DL NAS Transport message.

DL NAS Transport

(Payload container, (REGISTER (Facility (LCS-LocationNotification Invoke))))

UL NAS Transport

(Payload container (RELEASE COMPLETE (Facility (LCS-LocationNotification Return Result))))

After user notification and verification, the UE sets the Payload container type to 

³Location services message container´��and includes an LCS Notification 

Verification Return Result in the Payload container in the UL NAS Transport 

message.
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After user notification and verification, the UE sets the Payload container type to “Location services message container”, and includes an LCS Notification Verification Return Result in the Payload container in the UL NAS Transport message.


When a 5GC‑MT‑LR location Procedure or  a SL‑MT‑LR location procedure is initiated at the AMF, if the LCS notification/verification is required and is supported by the UE, the AMF sets the Payload container type to “Location services message container”, and includes LCS Notification Verification Invoke in the Payload container in the DL NAS Transport message.


DL NAS Transport
(Payload container, (REGISTER (Facility (LCS-LocationNotification Invoke))))


UL NAS Transport
(Payload container (RELEASE COMPLETE (Facility (LCS-LocationNotification Return Result))))



