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///Start of changes
E.5	Cell configuration mapping for SA FR2 test cases in Chapter 7
Table E.5-1 defines the cell configuration mapping for NR/5GC FR2 test cases in chapter 7 of this test specification.
Table E.5-1: Cell configuration mapping for SA FR2 RRM testing
	TC
	Description
	38.533 NR Cell1
	38.533 NR Cell2
	38.533 NR Cell3
	38.533 NR Cell4
	CA Type

	7.1.1.1
	NR SA FR2 cell re-selection
	NR Cell 1
	NR Cell 11
	
	
	

	7.1.1.2
	NR SA FR2-FR2 cell re-selection
	NR Cell 1
	NR Cell 23
	
	
	

	7.1.1.3
	NR SA FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.4
	NR SA FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.5
	NR SA FR2-FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.6
	NR SA FR2-FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.2.1.1
	TA validation for CG-SDT in FR2
	NR Cell 1
	
	
	
	

	7.3.1.1
	NR SA FR1-FR2 Inter-frequency handover; unknown target cell
	NR Cell 1
	NR Cell 6
	
	
	

	7.3.1.2
	NR SA FR2 Intra-frequency handover; unknown target cell
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.1.3
	NR SA FR2-FR2 Inter-frequency handover; unknown target cell
	NR Cell 1
	NR Cell 6
	
	
	

	7.3.1.4
	NR SA FR1-FR2 synchronous DAPS handover
	NR Cell 1
	NR Cell 10
	
	
	

	7.3.1.5
	NR SA FR1-FR2 asynchronous DAPS handover
	NR Cell 1
	NR Cell 10
	
	
	

	7.3.2.1.1
	NR SA FR2 RRC re-establishment
	NR Cell 1
	
	
	
	

	7.3.2.1.2
	NR SA FR2-FR2 re-establishment
	NR Cell 1
	
	
	
	

	7.3.2.1.3
	NR SA FR2 RRC re-establishment without serving cell timing
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.2.2.1
	NR SA FR2 contention based random access
	NR Cell 1
	
	
	
	

	7.3.2.2.2
	NR SA FR2 non-contention based random access
	NR Cell 1
	
	
	
	

	7.3.2.2.4
	NR SA FR2 2-step non-contention based random access
	NR Cell 1
	
	
	
	

	7.3.2.3.1
	NR SA FR2-FR2 RRC connection release with redirection
	NR Cell 1
	NR Cell 6
	
	
	

	7.3.3.1
	NR SA FR2 conditional handover
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.3.2
	NR SA FR2-FR2 conditional handover
	NR Cell 1
	NR Cell 6
	
	
	

	7.4.1.1
	NR SA FR2 UE transmit timing accuracy
	NR Cell 1
	
	
	
	

	7.4.3.1
	NR SA FR2 timing advance adjustment accuracy
	NR Cell 1
	
	
	
	

	7.5.1.1
	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.2
	Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.3
	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.4
	Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.9
	NR SA FR2 radio link monitoring UE scheduling restrictions
	NR Cell 1
	
	
	
	

	7.5.3.3
	SCell Activation and deactivation for SCell in FR2 inter-band in non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.5.3.4
	NR SA FR2 direct SCell activation at SCell addition of known SCell
	NR Cell 1
	NR Cell 6
	
	
	

	7.5.3.5
	NR SA FR2 direct SCell activation at handover with known SCell
	NR Cell 1
	NR Cell 6
	NR Cell 2
	
	

	7.5.3.13
	NR SA FR2 SCell Activation for SCell in FR2 intra-band in non-DRX
	NR Cell 1
	NR Cell 6
	
	
	intra-band

	7.5.3.14
	NR SA FR2 SCell Activation for known SCell in FR2 inter-band
	NR Cell 1
	NR Cell 10
	
	
	

	7.5.5.1
	NR SA FR2 SSB-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	
	
	
	

	7.5.5.2
	NR SA FR2 SSB-based beam failure detection and link recovery in DRX
	NR Cell 1
	
	
	
	

	7.5.5.3
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	
	
	
	

	7.5.5.4
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in DRX
	NR Cell 1
	
	
	
	

	7.5.5.6
	NR SA FR2 Scell CSI-RS-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	NR Cell 6
	
	
	

	7.5.5.7
	NR SA FR2 Scell CSI-RS-based beam failure detection and link recovery in DRX
	NR Cell 1
	NR Cell 6
	
	
	

	7.5.5.8
	FFS
	
	
	
	
	

	7.5.5.9
	NR SA FR2 SCell TRP specific CSI-RS-based Beam Failure Detection and Link Recovery in DRX
	NR Cell 1
	NR Cell 6
	
	
	

	7.5.5.10
	NR SA FR2 PCell TRP specific SSB-based Beam Failure Detection and Link Recovery in non-DRX
	NR Cell 1
	
	
	
	

	7.5.6.1
	NR SA FR2 DCI-based DL active BWP switch in non-DRX
	NR Cell 1
	
	
	
	

	7.5.8.1.1
	NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	NR Cell 1
	
	
	
	

	7.5.8.2.1
	NR SA PCell FR2 RRC based active TCI state switch for a known TCI state
	NR Cell 1
	
	
	
	

	7.5.8.3.1
	NR SA FR2 HST active TCI state switch for a known TCI state
	NR Cell 1
	
	
	
	

	7.5.9.1.1
	NR PCell FR2 uplink spatial relation switch associated with known DL-RS (MAC-CE based)
	NR Cell 1
	
	
	
	

	7.5.9.2.1
	NR PCell FR2 uplink spatial relation switch associated with known DL-RS (RRC based)
	NR Cell 1
	
	
	
	

	7.5.11.1
	NR SA FR2 UE UL carrier RRC reconfiguration delay
	NR Cell 1
	NR Cell 2
	
	
	

	7.5.12.1
	Addition and Release Delay of PSCell
	NR Cell 1
	NR Cell 10
	
	
	

	7.5.13.1
	NR SA FR2 MAC-CE based active joint TCI state switch
	NR Cell 1
	
	
	
	

	7.5.13.2
	NR SA FR2 MAC-CE based active uplink TCI state switch
	NR Cell 1
	
	
	
	

	7.5.13.3
	NR SA FR2 MAC-CE based active downlink TCI state switch
	NR Cell 1
	NR Cell 6
	
	
	

	7.5.14
	NR SA FR2 PSCell RACH-less based Activation and deactivation for FR1+FR2 inter-band with target PSCell in FR2
	NR Cell 1
	NR Cell 10
	
	
	

	7.6.1.1
	NR SA FR2 event-triggered reporting without gap in non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.1.2
	NR SA FR2 event-triggered reporting without gap in DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.1.3
	NR SA FR2 event-triggered reporting with gap in non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.1.4
	NR SA FR2  event-triggered reporting with gap in DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.2.1
	NR SA FR2-FR2 event-triggered reporting in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.2
	NR SA FR2-FR2 event-triggered reporting in DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.3
	NR SA FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.4
	NR SA FR2-FR2  event-triggered reporting in DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.5
	NR SA FR1-FR2 event-triggered reporting in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.6
	NR SA FR1-FR2 event-triggered reporting in DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.7
	NR SA FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.8
	NR SA FR1-FR2 event-triggered reporting in DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.10
	SA FR2-FR2 event triggered reporting test without gap under non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.11
	SA FR2-FR2 event triggered reporting test without gap under DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.3.1
	NR SA FR2 SSB-based L1-RSRP measurement in non-DRX
	NR Cell 1
	
	
	
	

	7.6.3.2
	NR SA FR2 SSB-based L1-RSRP measurement in DRX
	NR Cell 1
	
	
	
	

	7.6.3.3
	NR SA FR2 CSI-RS-based L1-RSRP measurement in non-DRX
	NR Cell 1
	
	
	
	

	7.6.3.4
	NR SA FR2 CSI-RS-based L1-RSRP measurement in DRX
	NR Cell 1
	
	
	
	

	7.6.3.6
	NR SA FR2 Inter-cell SSB based L1-RSRP measurements on FR2 SCell when DRX is not used
	NR Cell 10
	NR Cell 1
	
	
	Inter-band

	7.6.6.1
	NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.6.6.2
	NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.6.6.3
	NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.6.13.1
	UE Rx-Tx time difference measurement for propagation delay compensation using PRS in FR2
	NR Cell 1
	
	
	
	

	7.6.13.2
	NR SA FR2 UE Rx-Tx time difference measurement for propagation delay compensation using TRS
	NR Cell 1
	
	
	
	

	7.6.14.1
	Intra-frequency measurement test with SA event triggered reporting tests: with autonomous activation/deactivation of Pre-MG in FR2
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.14.2
	Intra-frequency measurement test with SA event triggered reporting tests: with network-controlled activation/deactivation of Pre-MG in FR2
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.15.1
	NR SA FR2 event triggered reporting tests For FR2 with fully non-overlapping concurrent MGs for SSB-based inter-frequency measurements
	NR Cell 1
	NR Cell 6
	NR Cell 3
	
	

	7.6.15.2
	NR SA FR2 event triggered reporting tests For FR2 with concurrent measurement gaps without SSB time index detection when DRX is not used (PCell in FR2)
	NR Cell 1
	NR Cell 6
	NR Cell 3
	
	

	7.6.15.3
	NR SA FR2 event triggered reporting tests for FR2 concurrent gap with partially partial overlapping scenario for SSB-based measurements and PRS-based measurement
	NR Cell 1
	NR Cell 6
	NR Cell 2
	
	

	7.6.16.1
	NR SA FR2 event triggered reporting test with per-UE NCSG under non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.16.2
	NR SA FR2 event-triggered reporting tests on inter-frequency measurement with NCSG for FR2 when DRX is not used(PCell in FR2)
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.16.3
	NR SA FR2 Event triggered reporting test on deactivated SCell measurement via NCSG in FR2 in non-DRX
	NR Cell 1
	NR Cell 6
	NR Cell 13
	
	Intra-band

	7.7.1.1
	NR SA FR2 SS-RSRP measurement accuracy
	NR Cell 489
	NR Cell 1
	
	
	

	7.7.1.2
	NR SA FR2-FR2 SS-RSRP measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	7.7.1.3.1
	NR SA FR1-FR2 SS-RSRP absolute measurement accuracy
	NR Cell 1
	NR Cell 10
	
	
	

	7.7.1.3.2
	Void
	
	
	
	
	

	7.7.2.1
	NR SA FR2 SS-RSRQ measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	7.7.2.2
	NR SA FR2-FR2 SS-RSRQ measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	7.7.3.1
	NR SA FR2 SS-SINR measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	7.7.3.2
	NR SA FR2-FR2 SS-SINR measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	7.7.6.1
	NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.7.6.2
	NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.7.6.3
	NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	



///End of changes

