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	Work Item
	Clauses affected
	Other Aff Specs

	38.522
	0414
	1
	Rel-18
	Applicabilty correction of RRM enhancements test cases
	F
	18.2.0
	RAN5#103
	R5-243718
	Ericsson
	NR_RRM_enh-UEConTest
	4.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.522
	0417
	1
	Rel-18
	Addition of test applicability for Rel-16 RRM EN-DC CSI-RSRP measurement accuracy with FR1 serving cell and FR1 target cell
	F
	18.2.0
	RAN5#103
	R5-243719
	Sporton
	NR_RRM_enh-UEConTest
	4.2
	TS/TR ... CR ... ; TR 38.533 CR 3166; TS/TR ... CR ... 

	38.533
	3105
	1
	Rel-18
	Correction of FR2 interruptions at SRS carrier based switching test case 5.5.2.7 and 5.5.2.8
	F
	18.2.1
	RAN5#103
	R5-243706
	Ericsson
	NR_RRM_enh-UEConTest
	5.5.2.7, 5.5.2.8
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	3107
	-
	Rel-18
	Correction of NR SA event triggered reporting tests with additional mandatory gap pattern test case 6.6.2.9 including Test Tolerance
	F
	18.2.1
	RAN5#103
	R5-242636
	Ericsson
	NR_RRM_enh-UEConTest
	6.6.2.9
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	3108
	-
	Rel-18
	Correction of NR SA event triggered reporting tests for FR1 without gap when DRX is used test case 6.6.2.10 including Test Tolerance
	F
	18.2.1
	RAN5#103
	R5-242637
	Ericsson
	NR_RRM_enh-UEConTest
	6.6.2.10
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	3109
	-
	Rel-18
	Correction of NR SA event triggered reporting tests for FR1 without gap when DRX is not used test case 6.6.2.11 including Test Tolerance
	F
	18.2.1
	RAN5#103
	R5-242638
	Ericsson
	NR_RRM_enh-UEConTest
	6.6.2.11
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	3112
	-
	Rel-18
	Test Tolerance correction in Annex F for RRM enhancement test cases
	F
	18.2.1
	RAN5#103
	R5-242641
	Ericsson
	NR_RRM_enh-UEConTest
	F
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	3116
	-
	Rel-18
	Cell configuration correction in Annex E for SA FR2 RRM enhancement test cases
	F
	18.2.1
	RAN5#103
	R5-242646
	Ericsson
	NR_RRM_enh-UEConTest
	E.5
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	3117
	-
	Rel-18
	Minimum conformance requirements for FR2 SA event triggered reporting without gap
	F
	18.2.1
	RAN5#103
	R5-242647
	Ericsson
	NR_RRM_enh-UEConTest
	7.6.2.0
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	3121
	1
	Rel-18
	Addition of new test case 5.6.7.1 EN-DC event triggered reporting test without gap under non-DRX
	F
	18.2.1
	RAN5#103
	R5-243707
	Sporton
	NR_RRM_enh-UEConTest
	5.6.7.1 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	3122
	1
	Rel-18
	Addition of new test case 5.6.8.1 EN-DC event triggered reporting tests for NR FR2 cell when DRX is used
	F
	18.2.1
	RAN5#103
	R5-243708
	Sporton
	NR_RRM_enh-UEConTest
	5.6.8.1 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	3123
	1
	Rel-18
	Addition of new test case 5.7.7.1 EN-DC intra-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
	F
	18.2.1
	RAN5#103
	R5-243709
	Sporton
	NR_RRM_enh-UEConTest
	5.7.7.1 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	3124
	1
	Rel-18
	Addition of new test case 5.7.7.2 EN-DC inter-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
	F
	18.2.1
	RAN5#103
	R5-243710
	Sporton
	NR_RRM_enh-UEConTest
	5.7.7.2 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	3192
	-
	Rel-18
	Addition of Clause 4.5.6.4.0 minimum conformance requirements for simultaneous RRC-based active BWP switch on multiple CCs
	F
	18.2.1
	RAN5#103
	R5-243235
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	3193
	-
	Rel-18
	Addition of Clause 4.6.8.0 minimum conformance requirements for CSI-RS based intra-frequency measurement
	F
	18.2.1
	RAN5#103
	R5-243236
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	3194
	-
	Rel-18
	Addition of Clause 4.6.9.0 minimum conformance requirements for CSI-RS based inter-frequency measurement
	F
	18.2.1
	RAN5#103
	R5-243237
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	3195
	-
	Rel-18
	Addition of Clause 5.5.3.0 minimum conformance requirements for SCell activation and deactivation delay
	F
	18.2.1
	RAN5#103
	R5-243238
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	3196
	-
	Rel-18
	Addition of Clause 5.5.6.5.0 minimum conformance requirements for simultaneous RRC-based active BWP switch on multiple CC
	F
	18.2.1
	RAN5#103
	R5-243239
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.903
	0733
	-
	Rel-18
	Test Tolerance analysis for SRS carrier based switching test cases
	F
	18.2.0
	RAN5#103
	R5-242629
	Ericsson
	NR_RRM_enh-UEConTest
	Add the following attached .zip file to TR 38.903
	TS/TR ... CR ... ; TS/TR 38.533 CR 3103, 3104, 3106; TS/TR ... CR ... 

	38.903
	0735
	-
	Rel-18
	Test Tolerance analysis for event triggered reporting test without gap under DRX test case 7.6.2.11
	F
	18.2.0
	RAN5#103
	R5-242631
	Ericsson
	NR_RRM_enh-UEConTest
	Add the following attached .zip file to TR 38.903
	TS/TR ... CR ... ; TS/TR 38.533 CR 3111 ; TS/TR ... CR ... 


