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	Reason for change:
	The original pre-test conditions for UE is:
UE:
-	The UE is in Manual SNPN selection mode.
-	The UE is configured with a "list of subscriber data" to allow access to SNPN identified by NR Cell 1.
Since UE is not configured to allow access to NR Cell 3, UE naturally does not indicate any available SNPS when NR Cell 3 is present. This has nothing to do with the feature we want to test, which is to access the SNPN using credentials from the certificate holder (CH). Based on the above analysis, the only variable should be whether UE supports access using credentials from CH. So, the pre-test condition for UE should updated as:
UE:
-	The UE is in Manual SNPN selection mode.
-	The UE is configured with a "list of subscriber data" to allow access to SNPN identified by NR Cell 1and NR Cell 3 using credentials from the certificate holder. The SNPN identity of NR Cell 1 and NR Cell 3 contained in the credentials holder controlled prioritized list of preferred SNPNs.
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Unchanged contenes omitted.
<Start of Changes>

6.5.3.1.3	Test description
6.5.3.1.3.1	Pre-test conditions
System Simulator:
-	2 SNPN cells: NR Cell 1 and NR Cell 3 are configured broadcasting default SNPN IDs as indicated in TS 38.508-1 [4] Table 4.4.2-4.
-	System information combination NR-26 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.
UE:
-	The UE is in Manual SNPN selection mode.
-	The UE is provisioned with a "list of subscriber data" to allow access to SNPN identified by NR Cell 1 and NR Cell 3 using credentials from the certificate holder. The SNPN identity of NR Cell 1 and NR Cell 3 are contained in the credentials holder controlled prioritized list of preferred SNPNsThe UE is configured with a "list of subscriber data" to allow access to SNPN identified by NR Cell 1.
Preamble:
-	Ensure that the UE has cleared the Registered SNPN, and the UE is in state Switched OFF (state 0-A).
<End of Changes>

