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<Start of modified section>
A.4.3.2	Physical Layer Baseline Implementation Capabilities
Table A.4.3.2-1: UE Physical Layer Baseline Implementation Capabilities
	Item
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support PDSCH reception based on semi-persistent scheduling
	38.306, 4.2.7.10
	Rel-15
	pc_downlinkSPS
	No
	
	

	…
	
	
	
	
	
	
	

	138
	Support of UE reporting of information related to TA pre-compensation
	38.306, 4.2.7.2
	Rel-17
	pc_uplink_TA_Reporting_r17
	No
	
	UE supports UE reporting of information related to TA pre-compensation.

	139
	Indicates whether the UE supports mTRP BFR based on two BFD-RS sets.
	38.306, 4.2.7.5
	Rel-17
	pc_mTRP_BFR_twoBFD_RS_Set_r17
	No
	
	

	140
	Indicates the support of intra-slot PDCCH repetition based on two linked SS sets associated with corresponding CORESETs.
	38.306, 4.2.7.5
	Rel-17
	pc_mTRP_PDCCH_Repetition_r17
	No
	
	

	YYY
	Support of reception of UE-specific K_offset
	38.306, 4.2.7.2
	Rel-17
	pc_ue_specific_K_Offset_r17
	No
	
	


<End of modified section>
<Start of modified section>
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[bookmark: _Hlk99039710]Table A.4.3.5-1: UE MAC Implementation Capabilities
	Item
	UE MAC Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support long DRX cycle
	38.306, 4.2.6
	Rel-15
	pc_longDRX_Cycle
	Yes
	
	

	…
	
	
	
	
	
	
	

	16
	Support services with survival time requirement using configured grant resource and PDCP duplication, as specified in TS 38.321.
	38.306, 4.2.6
	Rel-17
	pc_survivalTime_r17
	No
	
	A UE supporting this feature shall support pdcp-DuplicationMCG-orSCG-DRB or pdcp-DuplicationSplitDRB. A UE supporting this feature shall also support configuredUL-GrantType1-v1650 or configuredUL-GrantType2-v1650.

	17
	Support of UL LBT Failure Detection and Recovery
	38.306, 4.2.6
	Rel-16
	pc_UL_LBT_FailureDetectionRecovery_r16
	No
	
	Applies to UEs supporting shared spectrum channel access (at least one of A.4.3.2-1/1 to A.4.3.2-2/5).

	XX
	Support of disabled HARQ feedback for downlink transmission
	38.306, 4.2.6
	Rel-17
	pc_harq_FeedbackDisabled_r17
	No
	
	A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.

	YY
	Support of triggering of SR when a TA report is triggered and there are no available UL-SCH resources
	38.306, 4.2.6
	Rel-17
	pc_sr_TriggeredBy_TA_Report_r17

	No
	
	A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.

	ZZ
	Support of HARQ Mode B and the corresponding LCP restrictions for uplink transmission
	38.306, 4.2.6
	Rel-17
	pc_ uplink_Harq_ModeB_r17

	No
	
	A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.


<End of modified section>
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Table A.4.3.8-1: UE Mobility Capabilities
	Item
	UE Mobility Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support inter-RAT Handover to EUTRA connected to EPC
	38.306, 4.2.9
	Rel-15
	pc_interRAT_EUTRA_Handover
	Yes
	
	

	…
	
	
	
	
	
	
	

	30
	Support of MN initiated conditional PSCell change within all supported FR1-TDD bands in EN-DC
	38.306, 4.6.9a
	Rel-17
	pc_mn_InitiatedCondPSCellChange_FR1TDD_ENDC_r17
	No
	
	The UE supporting this feature shall also support 2 trigger events for same execution condition in MN initiated conditional PSCell change in EN-DC.

	31
	Support of MN initiated conditional PSCell change within all supported FR2-TDD bands in EN-DC
	38.306, 4.6.9a
	Rel-17
	pc_mn_InitiatedCondPSCellChange_FR2TDD_ENDC_r17
	No
	
	The UE supporting this feature shall also support 2 trigger events for same execution condition in MN initiated conditional PSCell change in EN-DC.

	AA
	Supports Event A4 based conditional handover in NTN bands, i.e., CondEvent A4
	38.306, 4.2.7.2
	Rel-17
	pc_eventA4BasedCondHandover_r17
	No
	
	A UE supporting this feature shall also indicate the support of condHandover-r16 for NTN bands and the support of nonTerrestrialNetwork-r17. UE shall set the capability value consistently for all FDD-FR1 NTN bands.


<End of modified section>


