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<Start of Changes >
Table A.4.3.9-12: NR FR1 UL MIMO Capabilities
	Item
	RF Baseline Implementation Capabilities
	Ref.
	Comments

	1
	NR Frequency band: 1920-1980 MHz, 2110-2170 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 1

	2
	NR Frequency band: 1850-1910 MHz, 1930-1990 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 2

	3
	NR Frequency band: 1710-1785 MHz, 1805-1880 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 3

	...
	
	
	

	5
	NR Frequency band: 824-849 MHz , 869-894 MHz 
	38.101-1, 5.2D
	NR FDD FR1 Band 5

	...
	
	
	

	7
	NR Frequency band: 832-862 MHz, 791-821 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 7

	8
	NR Frequency band: 880-915 MHz, 925-960 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 8

	...
	
	
	

	24
	NR Frequency band: 1626.5-1660.5 MHz, 1525-1559 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 24

	25
	NR Frequency band: 1850-1915 MHz, 1930-1995 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 25

	...
	
	
	

	301
	NR Frequency band: 2305-2315 MHz, 2350-2360 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 30

	...
	
	
	

	34
	NR Frequency band: 2010-2025 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 34

	...
	
	
	

	38
	NR Frequency band: 2570-2620 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 38

	39
	NR Frequency band: 1880-1920 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 39

	40
	NR Frequency band: 2300-2400 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 40

	41
	NR Frequency band: 2496-2690 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 41

	...
	
	
	

	46
	NR Frequency band: 5150-5925 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 46

	...
	
	
	

	48
	NR Frequency band: 3550-3700 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 48

	...
	
	
	

	66
	NR Frequency band: 1710-1780 MHz, 2110-2200 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 66

	...
	
	
	

	70
	NR Frequency band: 1695-1710 MHz, 1995-2020 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 70

	712
	NR Frequency band: 663-698 MHz, 617-652 MHz
	38.101-1, 5.2D
	NR FDD FR1 Band 71

	...
	
	
	

	77
	NR Frequency band: 3300–4200 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 77

	78
	NR Frequency band: 3300–3800 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 78

	79
	NR Frequency band: 4400–5000 MHz
	38.101-1, 5.2D
	NR TDD FR1 Band 79

	80
	NR Frequency band: 1710–1785 MHz
	38.101-1, 5.2D
	NR TDD SUL FR1 Band 80

	84
	NR Frequency band: 1920–1980 MHz
	38.101-1, 5.2D
	NR TDD SUL FR1 Band 84

	95
	NR Frequency band: 2010–2025 MHz
	38.101-1, 5.2D
	NR SUL FR1 Band 95

	97
	NR Frequency band: 2300–2400 MHz
	38.101-1, 5.2D
	NR SUL FR1 Band 97

	98
	NR Frequency band: 1880–1920 MHz
	38.101-1, 5.2D
	NR SUL FR1 Band 98

	99
	NR Frequency band: 1626.5–1660.5 MHz
	38.101-1, 5.2D
	NR SUL FR1 Band 99

	NOTE 1:	Uplink transmission is not allowed at this band for UE with external vehicle-mounted antennas.
NOTE 2:	UL MIMO is targeted for FWA form factor.



<End of Changes >

