

	
3GPP TSG-RAN5 Meeting #103	R5-242858
Fukuoka City, Fukuoka, Japan, 20th May 2024 - 24th May 2024
	CR-Form-v12.3

	CHANGE REQUEST

	

	
	38.508-1
	CR
	3191
	rev
	-
	Current version:
	18.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction to SUL n83 test frequencies in Table 4.3.1.1.1.83-1

	
	

	Source to WG:
	Qualcomm Tech. Netherlands B.V

	Source to TSG:
	R5

	
	

	Work item code:
	TEI15_Test, 5GS_NR_LTE-UEConTest
	
	Date:
	2024-05-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19) 
Rel-20	(Release 20)

	
	

	Reason for change:
	Editorial correction to add mid range for 30mhz bandwidth

	
	

	Summary of change:
	Note 2 in table Table 4.3.1.1.1.83-1 says the following: “For test cases specifying Mid range and CBW=30 MHz to be tested, use Low range and CBW=30 MHz instead”, but this is not reflected in the table. For clarity reasons, added Mid range in the table along with Low range. 

	
	

	Consequences if not approved:
	To ensure that table is not misinterpreted as mid range freq is missing

	
	

	Clauses affected:
	4.3.1.1.1.83

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc21353557][bookmark: _Toc27749158][bookmark: _Toc36227962][bookmark: _Toc36228258][bookmark: _Toc36228713][bookmark: _Toc36228930][bookmark: _Toc44454515][bookmark: _Toc44454967][bookmark: _Toc52447003][bookmark: _Toc52447124][bookmark: _Toc52455777][bookmark: _Toc52456407][bookmark: _Toc52456568][bookmark: _Toc52457011][bookmark: _Toc52457889][bookmark: _Toc58228816][bookmark: _Toc58235300][bookmark: _Toc77005728][bookmark: _Toc84849632][bookmark: _Toc92808359]< start of changes >
4.3.1.1	Test frequencies for NR operating bands in FR1
[bookmark: _Toc21353558][bookmark: _Toc27749159][bookmark: _Toc36227963][bookmark: _Toc36228259][bookmark: _Toc36228714][bookmark: _Toc36228931][bookmark: _Toc44454516][bookmark: _Toc44454968][bookmark: _Toc52447004][bookmark: _Toc52447125][bookmark: _Toc52455778][bookmark: _Toc52456408][bookmark: _Toc52456569][bookmark: _Toc52457012][bookmark: _Toc52457890][bookmark: _Toc58228817][bookmark: _Toc58235301][bookmark: _Toc77005729][bookmark: _Toc84849633][bookmark: _Toc92808360]4.3.1.1.1	NR operating bands in FR1
< unchanged sections skipped >
[bookmark: _Toc77005765][bookmark: _Toc84849669][bookmark: _Toc92808396]4.3.1.1.1.83	Reference test frequencies for NR operating band n83 (SUL)
[bookmark: _CRTable4_3_1_1_1_831]Table 4.3.1.1.1.83-1: Test frequencies for NR operating band n83 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	5
	25
	Uplink
	Low
	705.5
	141100
	703.25
	140650
	0

	
	
	
	Mid
	725.5
	145100
	632.53
	126506
	504

	
	
	
	High
	745.5
	149100
	742.17
	148434
	6

	10
	52
	Uplink
	Low
	708
	141600
	703.32
	140664
	0

	
	
	
	Mid
	725.5
	145100
	630.1
	126020
	504

	
	
	
	High
	743
	148600
	737.24
	147448
	6

	15
	79
	Uplink
	Low
	710.5
	142100
	703.39
	140678
	0

	
	
	
	Mid
	725.5
	145100
	627.67 
	125534
	504

	
	
	
	High
	740.5
	148100
	732.31
	146462
	6

	20
	106
	Uplink
	Low
	713
	142600
	703.46
	140692
	0

	(Note 1)
	
	
	Mid
	728
	145600
	627.74
	125548
	504

	
	
	
	High
	738
	147600
	727.38
	145476
	6

	30
	160
	Uplink
	Low
Mid
	718
	143600
	703.6
	140720
	0

	(Note 2)
	
	
	High
	733
	146600
	717.52
	143504
	6

	Note 1:	Carrier centre frequency moved for Mid Range and CBW=20 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1
Note 2:	No carrier centre frequency specified for Mid Range and CBW=30 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1. For test cases specifying Mid range and CBW=30 MHz to be tested, use Low range and CBW=30 MHz instead.
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