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16.2.3A	SL PRS
A UE determines a power  for a SL PRS transmission on a resource pool in SL PRS transmission occasion  on active SL BWP  of carrier  as:

where,
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by 
-	if the resource pool is a shared SL PRS resource pool, a value of sl-MaxTxPower based on a priority level and a CBR range for a CBR measured in slot , where  is the congestion control processing time [6, TS 38.214]; if sl-MaxTxPower is not provided, . The priority level is same for PSSCH and SL PRS 
-	if the resource pool is a dedicated SL PRS resource pool, a value of sl-PRS-MaxTx-Power based on a priority level and a CBR range for a CBR measured in slot , where  is the congestion control processing time [6, TS 38.214]; if sl-PRS-MaxTx-Power is not provided, . The priority level is for SL PRS
-	if a value for  is provided
-	 [dBm]
-	else
-	 [dBm]
where
-	if the resource pool is a shared SL PRS resource pool,  is a value of dl-P0-PSSCH-PSCCH or dl-P0-PSSCH-PSCCH-r17; else, if the resource pool is a dedicated SL PRS resource pool,  is a value of dl-P0-SL-PRS
-	if the resource pool is a shared SL PRS resource pool,  is a value of dl-Alpha-PSSCH-PSCCH, if provided, and  if dl-Alpha-PSSCH-PSCCH is not provided; else, if the resource pool is a dedicated SL PRS resource pool,  is provided by dl-Alpha-SL-PRS, if provided, and  if dl-Alpha-SL-PRS is not provided
*** Unchanged parts are omitted ***
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