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9.1.3.1	Type-2 HARQ-ACK codebook in physical uplink control channel
*** Unchanged parts are omitted ***
Denote by  the number of bits for the counter DAI field in DCI format 1_3 and set . Denote by  the value of the counter DAI in a DCI format 1_3 scheduling PDSCH receptions on more than one serving cells among the more than one serving cells, in PDCCH monitoring occasion  according to Table 9.1.3-1. Denote by  the value of the total DAI in DCI format 1_3 scheduling PDSCH receptions on more than one cells in PDCCH monitoring occasion  according to Table 9.1.3-1. The UE assumes a same value of total DAI in all DCI formats 1_3 in PDCCH monitoring occasion  that schedule more than one PDSCH receptions on respective more than one serving cells from a set of serving cells. 
The UE determines the , for a total number of  HARQ-ACK information bits in the second Type-2 HARQ-ACK sub-codebook according to the following pseudo-code. 
Set  to the maximum number of serving cells in ScheduledCell-ListDCI-1-3 of a set of serving cells provided by MC-DCI-SetofCells, across the number of sets of serving cells, that can be scheduled PDSCH receptions by DCI format 1_3
Set  to the maximum total number of TBs in PDSCH receptions that can be scheduled by a DCI format 1_3 over more than one serving cells in a set of serving cells across the number of sets of serving cells
Set  to the number of sets of serving cells MC-DCI-SetofCells in a PUCCH group
Set  to the number of serving cells, across  sets of serving cells in the PUCCH group
Set  to the index of serving cells, , a lower index corresponds to a lower RRC index of a corresponding serving cell
-	if the UE indicates type2-HARQ-ACK-Codebook and receives  PDSCHs on a serving cell  that are scheduled by  DCI formats 1_3 in PDCCH receptions at a same PDCCH monitoring occasion , where
-	each of the DCI formats 1_3 schedules more than one PDSCH receptions on respective more than one serving cells, 
-	 is the smallest cell index among the respective more than one serving cells, and
-	 is same across the  DCI formats 1_3 
the serving cell  is counted  times for PDCCH monitoring occasion  in increasing order of the PDSCH reception starting time among the  PDSCH receptions
Set  to the index of a serving cell, in a set of indexes of serving cells arranged in ascending order, from the set of  serving cells, 
Set  – PDCCH monitoring occasion index for detection of a DCI format 1_3 scheduling PDSCH receptions on more than one serving cells from a set of serving cells: lower index corresponds to earlier PDCCH monitoring occasion
Set 
Set 
Set 
Set 
*** Unchanged parts are omitted ***

