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	Reason for change:
	Intra-cell guard band can be determined according to the nominal manner as specified in TS 38.101-1 in addition to being configured by higher layer parameter. But only the latter one is captured in clause 8.

	
	

	Summary of change:
	In clause 8, clarify that intra-cell guard band can be configured by higher layer parameter or determined in a nominal manner.

	
	

	Consequences if not approved:
	The nominal manner to determine intra-cell guard band is missed.
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<<< UNCHANGED PARTS OMITTED >>>
For operation with shared spectrum channel access for frequency range 1, a sidelink resource pool can be (pre-)configured to include integer number of RB sets, and the lowest RB of the sidelink resource pool is aligned with the lowest RB of lowest RB set in the resource pool, and the highest RB of the sidelink resource pool is aligned with the highest RB of highest RB set in the resource pool. A UE can be configured provided with intra-cell guard bands according to the higher layer parameter intraCellGuardBandsSL-List or according to the nominal intra-cell guard band and RB set pattern as specified in [8, TS 38.101-1] when the higher layer parameter intraCellGuardBandsSL-List is not configured. The configured intra-cell guard band PRBs between any two adjacent RB sets can be used only for PSSCH transmission, if and only if, the UE has successfully performed channel access procedure in both adjacent RB sets, and the UE uses both of these RB sets for PSSCH transmission. If the higher layer parameter transmissionStructureForPSCCHandPSSCH is set to ‘contiguousRB', and if more than 1 sub-channel is used for PSSCH transmission, when the highest sub-channel of PSSCH overlaps with a single RB set and intra-cell guard band PRBs, the UE can transmit PSSCH on the PRBs belonging to the allocated sub-channel(s) except for the intra-cell guard band PRBs within the highest sub-channel. 
<<< UNCHANGED PARTS OMITTED >>>

