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For inter-band ENDC, similar corrections should be done. 
We copied the reasons in CR R4-2401252 as below which can also be applied to inter-band ENDC.
[bookmark: OLE_LINK5][bookmark: OLE_LINK10]Similar with UL/DL frequency condition of harmonic MSD, for harmonic mixing MSD test point, except the nth aggressor UL frequency hit the mth victim victim DL frequency, the valid aggressor UL carrier frequency must be restricted in the range of BWchannel/2 higher than the lower edge and lower than the upper edge of aggressor UL band, respectively. Out of this range, it is invalid MSD test point.
[bookmark: OLE_LINK19]Moreover, inconsistency among the R15/16/17/18 specs are found such as the NOTEs for some harmonic order include the above condition, but some other NOTEs don’t.
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[bookmark: _Toc90588712][bookmark: _Toc67936444][bookmark: _Toc76630396][bookmark: _Toc37256334][bookmark: _Toc76452553][bookmark: _Toc21345611][bookmark: _Toc45890168][bookmark: _Toc83742956][bookmark: _Toc83887871][bookmark: _Toc67937317][bookmark: _Toc52381993][bookmark: _Toc83887070][bookmark: _Toc37255993][bookmark: _Toc29806460][bookmark: _Toc61375092][bookmark: _Toc45888405][bookmark: _Toc69084468][bookmark: _Toc68231055][bookmark: _Toc84405348][bookmark: _Toc61373105][bookmark: _Toc45889004][bookmark: _Toc75467480][bookmark: _Toc76509502][bookmark: _Toc21344445][bookmark: _Toc76718492][bookmark: _Toc29801933][bookmark: _Toc83580839][bookmark: _Toc29802357][bookmark: _Toc84413957][bookmark: _Toc61367722][bookmark: _Toc29802982][bookmark: _Toc36107724][bookmark: _Toc37251498]7.3B.2.3.2	Reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
Sensitivity degradation is allowed for a band if it is impacted by receiver harmonic mixing due to another band part of the same EN-DC configuration. Reference sensitivity exceptions for the victim band (low) are specified in Table 7.3B.2.3.2-1 with uplink configuration of the agressor band (high) specified in Table 7.3B.2.3.2-2.
Table 7.3B.2.3.2-1: Reference sensitivity exceptions (MSD) due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5
MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	2
	n714
	26.8
	23.6
	21.2
	15.6
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	n41
	264
	24.3 
	24.3
	22.5
	N/A
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	3
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	n78
	3
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	n77
	19
	7.2
	5.0
	3.8
	
	
	
	
	
	
	
	

	n77
	418
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n77
	282
	28
	25
	23.2
	22
	
	
	
	
	
	
	

	n78
	19
	7.2
	5.0
	3.8
	
	
	
	
	
	
	
	

	n78
	418
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n79
	114
	39.3
	36.3
	34.5
	
	
	
	
	
	
	
	

	n79
	192
	29.5
	26.5
	24.7
	
	
	
	
	
	
	
	

	n79
	214
	39.3
	36.3
	34.5
	
	
	
	
	
	
	
	

	n79
	262
	27
	24
	22.2
	
	
	
	
	
	
	
	

	n79
	82
	25
	22
	
	
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (higher) band for which the mixing product due to harmonic of victim (lower) band LO with leakage of aggressor (higher) band is within the downlink transmission bandwidth of a victim (lower) band.


[bookmark: OLE_LINK11]NOTE 2:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that  and  with  the DL carrier frequency in the lower band and  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 3:	Void


[bookmark: OLE_LINK12]NOTE 4: The requirements should be verified for DL EARFCN or NR‑ARFCN of the victim (lower) band (superscript LB) such that  and  with  the DL carrier frequency in the lower band and  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 5:	Void
NOTE 6:	Void
NOTE 7:	Void

[bookmark: OLE_LINK20]NOTE 8:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that  and  with the DL carrier frequency in the lower band and  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 9:	MSD test point can be chosen according to supported BW and lowest SCS supported by the UE.



Table 7.3B.2.3.2-2: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	2
	n71
	15
	25
	50
	50
	50
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n41
	26
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	3
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	19
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n78
	3
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	28
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n78
	19
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n77
	41
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n78
	41
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n79
	11
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	19
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	21
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	26
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	8
	15
	25
	50
	
	
	
	
	
	
	
	
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	The UL configuration applies regardless of the channel bandwidth of the UL band. UL resource blocks allocation in the table shall be further limited to that specified in Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2].
NOTE 4:	Unless otherwise stated, the UL resource blocks allocation is applied at the center of the channel bandwidth. The note applies to the entire table.
NOTE 5:	If the aggressor band is NR band, the test SCS and UL RB can be adjusted according to supported BW and lowest SCS supported by the UE.


<< End change >>
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