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[bookmark: OLE_LINK3][bookmark: OLE_LINK9][bookmark: OLE_LINK8]Table 7.3B.2.3.1-3: Reference sensitivity QPSK PREFSENS (EN-DC with n46)
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5
MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	2
	n461
	
	
	
	N/A
	
	N/A
	
	N/A
	N/A
	
	

	n46
	22,3
	28
	28
	28
	28
	
	
	
	
	
	
	

	n46
	482,4
	22.6
	19.5
	17.8
	16.6
	
	
	
	
	
	
	

	66
	n46
	
	
	
	N/A
	
	N/A
	
	N/A
	N/A
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the downlink (victim) transmission bandwidth which falls into the reference sensitivity exclusion region as specified in Table 6.x.1.7-2 and Table 6.x.1.7-3.
NOTE 2: 	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (higher) band and when the frequency range of relative higher band’s uplink channel bandwidth or uplink 1st adjacent channel bandwidth is fully or partially overlapped with the downlink transmission bandwidth of a victim (lower) band.
NOTE 3:   The requirements for a victim (lower) band apply for UL EARFCN of the aggressor (higher) band (superscript HB) such that [image: cid:image004.png@01D629D8.2A3DDB60]  in MHz and  with [image: cid:image005.png@01D629D8.2A3DDB60]  the DL carrier frequency in the lower band and  the UL carrier frequency and[image: ] the channel bandwidth configured in the higher band, both in MHz.




Note 4: 	The requirements should be verified for UL NR-ARFCN of the aggressor (high) band (superscript HB) such that     in MHz and  with with  carrier frequency in the victim (lower) band in MHz and   [image: ]the channel bandwidth configured in the higher band.



Table 7.3B.2.3.1-4: n46 Reference sensitivity measurement exclusion region in MHz
	Licensed Component Carriers / E-UTRA Band / Harmonic order / Channel BW in UL

	Band
	Harmonic order
	5MHz
	10MHz
	15MHz
	20MHz

	2
	3
	+/- 15
	+/- 23
	+/- 35
	+/- 45

	66
	3
	+/- 15
	+/- 23
	+/- 35
	+/- 45

	NOTE 1:	Even though UL harmonic does not fall directly into n46 the exclusion region still applies.
NOTE 2:	The center of the exclusion region is obtained by multiplying the uplink channel center frequency by the harmonic order.



Table 7.3B.2.3.1-5: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC paring with n46
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	n46
	2
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n46
	48
	15
	12
	25
	36
	50
	
	
	
	
	
	
	



[bookmark: OLE_LINK5][bookmark: _Toc76454488][bookmark: _Toc67938882][bookmark: _Toc61376193][bookmark: _Toc83887500][bookmark: _Toc53175044][bookmark: _Toc76720428][bookmark: _Toc83888302][bookmark: _Toc76719908][bookmark: _Toc83743125][bookmark: _Toc61376605][bookmark: _Toc52353221][bookmark: _Toc90588956][bookmark: OLE_LINK10]7.3B.2.3.2	Reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
Sensitivity degradation is allowed for a band if it is impacted by receiver harmonic mixing due to another band part of the same EN-DC configuration. Reference sensitivity exceptions for the victim band (low) are specified in Table 7.3B.2.3.2-1 with uplink configuration of the aggressor band (high) specified in Table 7.3B.2.3.2-2.
Table 7.3B.2.3.2-1: Reference sensitivity exceptions (MSD) due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5
MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	1
	n714
	26.8
	23.6
	21.2
	15.6
	
	
	
	
	
	
	

	2
	n714
	26.8
	23.6
	21.2
	15.6
	
	
	
	
	
	
	

	n38
	59
	N/A
	N/A
	
	
	
	
	
	
	
	
	

	n40
	284
	37.8
	34.8
	33
	30.3
	
	
	
	
	
	
	

	n41
	264
	24.3 
	24.3
	22.5
	N/A
	
	
	
	
	
	
	

	48
	n122
	31
	28
	
	
	
	
	
	
	
	
	

	n77
	3
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	n78
	3
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	n77
	78
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n77
	19
	7.2
	5.0
	3.8
	
	
	
	
	
	
	
	

	n77
	418
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n77
	282
	28
	25
	23.2
	22
	
	
	
	
	
	
	

	n78
	8
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	n78
	122
	31
	28
	
	
	
	
	
	
	
	
	

	n78
	132
	31
	28
	
	
	
	
	
	
	
	
	

	n78
	19
	7.2
	5.0
	3.8
	
	
	
	
	
	
	
	

	n78
	408
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n78
	418
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n79
	114
	39.3
	36.3
	34.5
	
	
	
	
	
	
	
	

	n79
	192
	29.5
	26.5
	24.7
	
	
	
	
	
	
	
	

	n79
	214
	39.3
	36.3
	34.5
	
	
	
	
	
	
	
	

	n79
	262
	27
	24
	22.2
	
	
	
	
	
	
	
	

	n79
	82
	25
	22
	
	
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (higher) band for which the mixing product due to harmonic of victim (lower) band LO with leakage of aggressor (higher) band is within the downlink transmission bandwidth of a victim (lower) band.


NOTE 2:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that  and  with  the DL carrier frequency in the lower band and  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 3:	Void.


NOTE 4: The requirements should be verified for DL EARFCN or NR‑ARFCN of the victim (lower) band (superscript LB) such that  and  with  the DL carrier frequency in the lower band and   the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 5:	Void
NOTE 6:	Void
NOTE 7:	Void

NOTE 8:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that  and  with the DL carrier frequency in the lower band and   the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 9:	No requirements apply for the case that there is at least one individual RE within the uplink transmission bandwidth of the relative higher band and when the frequency range of relative higher band’s uplink channel bandwidth or uplink 1st adjacent channel bandwidth is fully or partially overlapped with the 3 times of the frequency range of the relative lower band’s downlink channel bandwidth. The reference sensitivity is only verified when this is not the case.
NOTE 10:   MSD test point can be chosen according to supported BW and lowest SCS supported by the UE.



Table 7.3B.2.3.2-2: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the aggressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	1
	n71
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	2
	n71
	15
	25
	50
	50
	50
	
	
	
	
	
	
	

	n40
	28
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n41
	26
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	48
	n12
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n77
	3
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n78
	3
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	7
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n77
	19
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n77
	28
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	41
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n78
	8
	15
	25
	25
	20
	20
	
	
	
	
	
	
	

	n78
	12
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n78
	13
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n78
	19
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n78
	40
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n78
	41
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n79
	11
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	19
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	21
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	26
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	8
	15
	25
	50
	
	
	
	
	
	
	
	
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	The UL configuration applies regardless of the channel bandwidth of the UL band. UL resource blocks allocation in the table shall be further limited to that specified in Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2].
NOTE 4:	Unless otherwise stated, the UL resource blocks allocation is applied at the center of the channel bandwidth. The note applies to the entire table.
NOTE 5: 	If the aggressor band is NR band, the test SCS and UL RB can be adjusted according to supported BW and lowest SCS supported by the UE.


<< End change >>
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