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	Reason for change:
	Band n74 was original introduced in Rel-15 with CR R4-1811909. The network signalling NS_37 specified the emission requirements for channel bandwidht up to 20MHz. During release Rel-17 timeframe the CR R4-2206610 removed the listing of 20MHz CBW to align the UL channel bandwidth between clause 6.5.3.3 and 6.2.3.1 While this change was applied to Rel-16 it failed to propagate to Rel-17 and higher releases. 

	
	

	Summary of change:
	Remove 20MHz CBW from Table 6.5.3.3.6-1.

	
	

	Consequences if not approved:
	Missalignment of the UL channel bandwidth between clause 6.5.3.3 and 6.2.3.1 remains. Furthermore, additional missalignment between Rel-15/16 and higher releases will remain.
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<< Start of changed section >>
[bookmark: _Toc21344374][bookmark: _Toc29801860][bookmark: _Toc29802284][bookmark: _Toc29802909][bookmark: _Toc37251417][bookmark: _Toc45888297][bookmark: _Toc45888896][bookmark: _Toc61367590][bookmark: _Toc61372973][bookmark: _Toc68230921][bookmark: _Toc69084334][bookmark: _Toc75467344][bookmark: _Toc76509366][bookmark: _Toc76718356][bookmark: _Toc83580695][bookmark: _Toc84405204][bookmark: _Toc84413813]6.5.3.3.6	Requirement for network signalling value "NS_37"
When "NS_37" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.6-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
[bookmark: _CRTable6_5_3_3_61]Table 6.5.3.3.6-1: Additional requirement for "NS_37"
	Frequency band
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15,20
	

	1475.9 ≤ f ≤ 1510.9
	-35
	1 MHz
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