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------------------------------ Modified section ------------------------------
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In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an NR signal as specified in annex E and shall be time aligned with the wanted signal.
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The minimum requirement for SAN type 1-O is in TS 38.108 [2], clause 10.9.2.
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The purpose of this test is to verify the SAN receiver ability to suppress the IQ leakage.
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Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier:	M; see clause 4.9.1.
Directions to be tested:
-	For SAN type 1-O, receiver target reference direction (D.26),
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1)	Place the SAN with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex [D.4.2x].
2)	Align the manufacturer declared coordinate system orientation of the SAN with the test system.
------------------------------ Next modified section ------------------------------
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Figure D.4.1-1: Measurement set up for OTA sensitivity and OTA reference sensitivity level
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Figure D.4.2-1: Measurement set up for OTA dynamic range, OTA ACS, OTA ICS
------------------------------ End of modified section -------------------------
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