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[bookmark: OLE_LINK18]====================Start of the Change 1=========================
[bookmark: _Toc21093288][bookmark: _Toc29761836][bookmark: _Toc45833854][bookmark: _Toc82890588][bookmark: _Toc122508437][bookmark: _Toc123216509][bookmark: _Toc124184120][bookmark: _Toc124184190][bookmark: _Toc130588546][bookmark: _Toc137236634][bookmark: _Toc138892406][bookmark: _Toc145069428][bookmark: _Toc155195016][bookmark: _Toc161918820][bookmark: _Toc163211834][bookmark: OLE_LINK23]1	Scope
The present document specifies requirements for Rel-17 18 UEs supporting release independent features like:
-	additional E-UTRA operating frequency bands on top of Rel-17 18 of TS 36.101 [2], TS 36.102 [6] and TS 36.133 [3];
-	additional E-UTRA CA configurations (intra-band/inter-band) on top of Rel-17 18 of TS 36.101 [2] and TS 36.133 [3];
-	additional operating bands and/or CA configurations for specific features (like UE category 0, M1, NB1);
-	other release independent features (like 4Rx antenna port, high speed scenario, 8Rx antenna port, NB-IoT or eMTC operation over NTN).
[bookmark: OLE_LINK19]====================End of the Change 1==========================























[bookmark: OLE_LINK14]====================Start of the Change 2=========================
[bookmark: OLE_LINK20][bookmark: OLE_LINK21]Table 3A.4-1: Additional requirements of other release independent features
	Feature
	Release
independent from
	Requirements to be fulfilled
(see 36.307 of the REL when the feature was introduced)
	Further information

	RF and performance requirements for 4Rx UEs
	Rel-10
	Table C.1-1, Table C.2-1 for single carrier and Table C.1-2, Table C.2-2 for CA
	Rel-13 WI LTE_4Rx_AP_DL introduced:
- single carrier RF requirements for bands 1, 2, 3, 7, 20, 39, 41, 42: see Table C.1-1
- CA RF requirements for CA_3A-42A and other 1UL CA configurations (see TS 36.101 REL-13 [2] Table 7.3.1A-0a NOTE 20): see Table C.1-2
- single carrier performance requirements for demodulation and CSI: see Table C.2-1
REL-14 WI LTE_4Rx_AP_DL_bands introduced:
- single carrier RF requirements for band 35, 40: see Table C.1-1
- CA RF requirements for some further 1UL CA configurations (see TS 36.101 REL-14 [2]): see Table C.1-2
REL-14 WI LTE_4Rx_AP_DL_CA introduced:
- CA RF requirements for some 2DL/2UL CA configurations (see TS 36.101 REL-14 [2]): see Table C.1-2
- CA performance requirements for demodulation/SDR and CSI: see Table C2-2
REL-15 WI LTE_4Rx_AP_DL_bands_R15 introduced:
- single carrier RF requirements for band 4, 34, 43, 66: see Table C.1-1
- CA RF requirements for some further 1UL CA configurations (see TS 36.101 REL-15 [2]): see Table C.1-2

	RF and performance requirements for 8Rx UEs
	Rel-13
	Table E.1-1, Table E.2-1 for single carrier and Table E.1-2, Table E.2-2 for CA
	Rel-15 WI LTE_8Rx_AP_DL introduced:
- single carrier RF requirements for band 41, 42,43: see Table E.1-1
- CA RF requirements for CA_41C, CA_42C and CA_41A-42A CA configurations (see TS 36.101 Rel-15 [2]): see Table E.1-2
- single carrier performance requirements for demodulation and CSI: see Table E.2-1
- CA performance requirements for demodulation/SDR: see Table E.2-2

	RRM and demodulation requirements for high speed scenario
	Rel-13 (NOTE 1)
	Table D.1-1, Table D.2-1
	Rel-14 WI LTE_high_speed introduced band independent RRM and demodulation requirements. see Table D.1-1, Table D.2-1

	RF, RRM and demodulation requirements for NB-IoT standalone  operation over NTN
	Rel-17
	Table F.1-1 for UE RF requirements,
Table F.2-1 for RRM requirements
Table F.3-1 for UE demodulation requirements
	Rel-18 WI LTE_NBIoT_eMTC_NTN_req introduced RF, RRM and demodulation requirements for NB-IoT standalone operation over NTN with bands specified in Rel-18 TS 36.102.
See tables F.1-1, F.2-1, F.3-1.

	RF, RRM and demodulation requirements for eMTC operation over NTN
	Rel-17
	Table F.1-2 for UE RF requirements, 
Table F.2-2 for RRM requirements
Table F.3-2 for UE demodulation requirements
	Rel-18 WI LTE_NBIoT_eMTC_NTN_req introduced RF, RRM and demodulation requirements for eMTC operation over NTN with bands specified in Rel-18 TS 36.102.
See tables F.1-2, F.2-2, F.3-2.

	NOTE:	Rel-13 UEs supporting the high speed scenario requirements are assumed to read the Rel-14 high speed scenario information, which is broadcast to all UEs.



====================End of the Change 2==========================
