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[26]	3GPP TS 38.300: “NR; NR and NG-RAN Overall description; Stage-2”.
NEXT CHANGE
3.1	Definitions
Mobile IAB-node: Mobile IAB-node as defined in TS 38.300 [29]
Mobile IAB-DU: IAB-DU function on the mobile IAB-node as defined in TS 38.300 [26]
Mobile IAB-MT: IAB-MT function on the mobile IAB-node as defined in TS 38.300 [26]
Mobile IAB type 1-H: Mobile IAB-MT operating at FR1 with a requirement set consisting of conducted requirements defined at individual TAB connectors and OTA requirements defined at RIB 
Mobile IAB-MT type 1-O: Mobile IAB-MT operating at FR1 with a requirement set consisting only of OTA requirements defined at the RIB
Mobile IAB-MT type 2-O: Mobile IAB-MT operating at FR2 with a requirement set consisting only of OTA requirements defined at the RIB
NEXT CHANGE
3.3	Abbreviations
mIAB	Mobile IAB

NEXT CHANGE
4.15	Specification suffix information
Unless stated otherwise, the suffix shown in Table 4.15-1 is used for indicating the clause for mobile-IAB node.
Table 4.15-1: Definition of suffixes
	Clause suffix
	Variant

	B
	Mobile IAB-node



An IAB-node which supports the mobile feature needs to meet both the general requirements of local area IAB-MT and the additional requirement applicable to the additional clause (suffixes B) in clauses 6, 7, and 8. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes B) in clause 6, the tighter requirements are applicable unless stated otherwise in the additional clause. 
NEXT CHANGE
6.2.1B	Output power for mIAB-MT
The output power requirements, test methodology and test requirements in clause 6.2 for Local area IAB-MT apply for mIAB-MT.
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The mIAB-MT total power dynamic range is defined in TS 38.174 [2], clause 6.3.2.1.2B.
6.3.2.1.5B Test requirement for mIAB-MT type 1-H
The ΔP between the power measured in step 4 and step 6 of clause 6.3.2.1.4.2 shall be according to Table 6.3.2.1.5B-1:
Table 6.3.2.1.5B-1: mIAB-MT type 1-H output power dynamics test requirements
	mIAB-MT channel bandwidth
	Requirement

	≤ 40MHz
	10 log(Maximum RB) + 65.8 -10log10 (BWChannel /20) < ΔP ≤
10 log(Maximum RB) + 80.2 -10log10 (BWChannel /20)

	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) + 65.5 -10log10 (BWChannel /20) < ΔP ≤
10 log(Maximum RB) + 80.5 -10log10 (BWChannel /20)
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