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** First Change **


[bookmark: _Toc161438189]7.3.3.2.6	Type: NRLocation
The NRLocation type is derived from the data present in the NrLocation type defined in TS 29.571 [17] clause 5.4.4.9.
Table 7.3.3.2.6-1 contains the details for the NRLocation type.
Table 7.3.3.2.6-1: Definition of type NRLocation
	Field name
	Type
	Cardinality
	Description
	M/C/O

	tAI
	TAI
	1
	Tracking Area Identity of the target.
If the TAI information is not available, the TAC of the TAI shall be set to one reserved value (e.g. 0x0000, see TS 23.003 [19] clause 19.4.2.3) and the value of the ignoreTAI parameter shall be set to TRUE.
	M

	nCGI
	NCGI
	1
	NR Cell Identity for the cell where the target is located.
	M

	ageOfLocationInfo
	AgeOfLocation
	0..1
	The value represents the elapsed time in minutes since the last network contact of the mobile station.
Shall be present if known at the NF where the POI is located.
	C

	uELocationTimestamp
	Timestamp
	0..1
	The value represents the UTC time when the NRLocation information was acquired. Shall be present if known at the NF where the POI is located.
	C

	geographicalInformation
	UTF8String
	0..1
	Shall be present if known at the NF where the POI is located. If present, this parameter shall be populated with the Hexadecimal value of the location encoded as described in TS 23.032 [104] clauses 6 and 7.3. 
	C

	geodeticInformation
	UTF8String
	0..1
	Shall be present if known at the NF where the POI is located. If present, this parameter shall be populated with the Hexadecimal value of the location encoded as described in ITU-T Recommendation Q.763 (1999) [105] clause 3.88.
	C

	globalGNbID
	GlobalRANNodeID
	0..1
	Indicates the global identity of the gNodeB in which the UE is currently located. Shall be present if known at the NF where the POI is located.
	C

	cellSiteInformation
	CellSiteInformation
	0..1
	Contains location information for the cell site being reported. Shall be present if known at the NF where the POI is located or known at the MDF.
	C

	ignoreNCGI
	BOOLEAN
	0..1
	This flag, when present, shall indicate if the nCGI shall be ignored.
When present, it shall be set as follows:
	- TRUE: nCGI shall be ignored.
	- FALSE: nCGI shall not be ignored.
	C
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