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/************************ 1st changes *************************/
/************************ 1st changes *************************/
[bookmark: _Toc162517355][bookmark: _Toc91749665][bookmark: _Toc70510007]1	Scope
The present document specifies the use of the 5G System (5GS) considering common functional architecture, procedures and information flows needed to support mission critical services encompassing the common services core architecture.
The corresponding service requirements applied in 3GPP TS 23.280 [3], 3GPP TS 22.179 [11], 3GPP TS 22.280 [12], 3GPP TS 22.281 [13] and 3GPP TS 22.282 [14] also apply here.
The corresponding MC service specific procedures and information flows are defined in 3GPP TS  23.379 [6], 3GPP TS 23.281[4], and 3GPP TS 23.282 [5] and 3GPP TS 23.283 [23283].
The present document is applicable primarily to mission critical services using 3GPP access (5G NR and/or E-UTRA) and non-3GPP access (WLAN, Satellite and/or wireline) based on the 5GC architecture defined in 3GPP TS 23.501 [7], 3GPP TS 23.247 [15] and 3GPP TS 23.304 [17]. 
The common functional architecture to support mission critical services can be used for public safety applications and for general commercial applications e.g. utility companies and railways.
/************************ 2nd changes *************************/
[bookmark: _Toc162517356][bookmark: _Toc91749666][bookmark: _Toc70510008]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[3]	3GPP TS 23.280: "Common functional architecture to support mission critical services; Stage 2".
[4]	3GPP TS 23.281: "Functional architecture and information flows to support Mission Critical Video (MCVideo); Stage 2".
[5]	3GPP TS 23.282: "Functional architecture and information flows to support Mission Critical Data (MCData); Stage 2".
[6]	3GPP TS 23.379: "Functional architecture and information flows to support Mission Critical Push To Talk (MCPTT); Stage 2".
[7]	3GPP TS 23.501: "System architecture for the 5G System (5GS)".
[8]	3GPP TS 23.002: "Network Architecture".
[9]	3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System (5GS); Stage 2".
[10]	3GPP TS 23.502: "Procedures for the 5G System (5GS)".
[11]	3GPP TS 22.179: "Mission Critical Push to Talk (MCPTT); Stage 1".
[12]	3GPP TS 22.280: "Mission Critical Services Common Requirements (MCCoRe); Stage 1".
[13]	3GPP TS 22.281: "Mission Critical (MC) Video".
[14]	3GPP TS 22.282: "Mission Critical (MC) Data".
[bookmark: definitions][15]	3GPP TS 23.247: "Architectural enhancements for 5G multicast-broadcast services; Stage 2".
[16]	3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE); Stage 2".
[17]	3GPP TS 23.304: "Proximity based Service (ProSe) in the 5G System (5GS); Stage 2".
[18]	3GPP TS 23.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 2".
[19]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification".
[20]	3GPP TS 23.479: "UE MBMS APIs for Mission Critical Services".
[21]	3GPP TS 26.502: "5G Multicast-Broadcast User Service Architecture".
 [23283]	3GPP TS 23.283: "Mission Critical Communication Interworking with Land Mobile Radio Systems".
/************************ 3rd changes *************************/
[bookmark: _Toc162517438][bookmark: _Toc91749740]5.x	MC Interworking with LMR systems functional model description
The MC service specific functional model and reference point, procedures and information flows for the MC interworking with LMR systems defined in 3GPP TS 23.283 [23283] is also applicable for the 5G MC system interworking with LMR systems.  
/************************ Next changes *************************/
[bookmark: _Toc162517472][bookmark: _Toc91749769][bookmark: _Toc70510102]7.1	General
In this clause, only the procedures and information flows which are different from that over EPS are captured. The MC service specific procedures and information flows over 5GS remains the same as specified in 3GPP TS 23.280[3], 3GPP TS  23.379  [6], 3GPP TS  23.281 [4], 3GPP TS  23.282  [5], 3GPP TS 23.283 [23283] if not specially described in this clause.

