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	Reason for change:
	For PDU session charging, a Charging Identifier is used throughout the PDU session’s lifetime to allow correlation of charging information. As there’s no one-to-one mapping between PDU session and MBS session, the PDU session Charging Id is not applicable for MBS session charging.
According to clause 5.1.2 of TS 32.279, every MBS session shall be assigned a unique identity number for billing purposes per PLMN. Although we have MBS Session ID for MBS session, this ID may be provided by external AF as is defined in clause 7.1.1 of TS 32.247, which meas that the MBS Session ID may not be unique within each MB-SMF. Therefore, it is not suitable to use for billing purposes.
Moreover, according to clause 6.1.12 of TS 32.251, Charging ID is mandatory in MBMS-GW-CDR to identify the MBMS bearer context in different records for MBMS services. 
Based on the above information, the MBS Session specific charging Id is required, which can be used for billing purposes and remain unique when 5MBS-eMBMS interworking charging is supported in subsequent release.

	
	

	Summary of change:
	Add charging identifier definition for MBS session charging.

	
	

	Consequences if not approved:
	The detailed definition of the MBS session charging id is missing.
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[bookmark: _Toc27056][bookmark: _Toc19726][bookmark: OLE_LINK9]5.1.2	Requirements 
The following are high-level charging requirements specific to 5G MBS session charging:
-	The MB-SMF shall support converged charging, if the 5G MBS charging is supported.
-	The MB-SMF shall support MBS session charging, if the 5G MBS charging is supported.
-	The MB-SMF may be capable of identifying data volumes or elapsed time for individual service data flows (flow based charging).
-	Every MBS session shall be assigned a unique identity number for billing purposes per PLMN.  (i.e. the Charging Identifier).
	Second change


5.1.4	Charging Identifier
Charging identifier is created to allow correlation of charging information.
For the MB-SMF, the charging identifier is assigned per MBS session. At each MBS session creation, a new MBS session specific Charging Identifier is generated at the Charging Data Request [Initial] as is defined in clause 5.2.2.2.2. The Charging Identifier shall be unique within the MB-SMF (that means that the charging identifier is unique within the MB-SMF set if MB-SMF set is used) which assigned it and is then used in all subsequent messages for that MBS session. The Charging Identifier shall be used throughout the MBS session’s lifetime once assigned. In case of mobility procedures for MBS, the Charging Identifier is preserved while the MBS session ID is preserved.

Editor's Note: The detailed definition of the charging id is FFS.
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