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	Common data types were recently defined on stage2. A number of these datatypes already exist in the stage 3 YANG definitions or in IETF standard YANG modules. 
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[bookmark: _Toc163051871][bookmark: _Toc163051878]E.2	YANG/Netconf-based solution set
E.2.a	NRM properties supported 
The YANG module "ietf-yang-library" (RFC 8525 [18]) is available via NETCONF at the "mnsAddress". This YANG module lists the supported YANG modules and related information. The individual supported YANG modules are accessible either via the "ietf-yang-library module" as specified by the leaves "/modules-state/module/schema", "/yang-library/module-set/import-only-module/location" and "/yang-library/module-set/module/location" or via the "ietf-netconf-monitoring module" (RFC 6022 [19]) with the "<get-schema>" operation.
E.2.b	Common data types
Data types in YANG have the same name as in stage 2 also considering the mapping rule in TS 32.160[14] clause 6.2.16.1. There are some data types that do not conform to this rule because the data type was defined by an external organisation (e.g. IETF) or pre-existing YANG definitions exist. The table E.2.b-1 lists the mapping for these exceptions.
Table E.2.b-1: Mapping of common data types
	Stage-2 Type Name
	YANG type
	Description

	FullTime
	yang:time-with-zone-offset
	Defined in ietf-yang-types.yang

	Float
	Decimal64
	Defined in RFC 7950

	DnList
	types3gpp:DistinguishedName
	A list or leaf-list of type types3gpp:DistinguishedName
Defined in _3gpp-common-yang-types.yang

	Fqdn
	inet:host-name
	Defined in ietf-inet-types.yang 

	Ipv4Addr
	inet:ipv4-address
	Defined in ietf-inet-types.yang 

	Ipv6Addr
	inet:ipv6-address
	Defined in ietf-inet-types.yang

	Ipv6Prefix
	inet:ipv6-prefix
	Defined in ietf-inet-types.yang

	Uri
	inet:uri
	Defined in ietf-inet-types.yang 
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