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*** BEGIN CHANGES ***
[bookmark: _Toc58333352]13.4.1.1.1	OAuth 2.0 roles
OAuth 2.0 roles, as defined in clause 1.1 of RFC 6749 [43], are as follows:
a.	The Network Repository Function (NRF) shall be the OAuth 2.0 Authorization server.
b.	The NF Service Consumer shall be the OAuth 2.0 client.
c.	The NF Service Producer shall be the OAuth 2.0 resource server.

OAuth 2.0 client (NF Service Consumer) registration with the OAuth 2.0 authorization server (NRF)
The NF Service registration procedure, as defined in clause 4.17.1 of TS 23.502 [8], and/or local configuration at the NRF  shallmay be used to register the OAuth 2.0 client (NF Service Consumer) with the OAuth 2.0 Authorization server (NRF)., as described in clause 2.0 of RFC 6749 [43].  If the OAuth 2.0 client has not registered using the NF Service registration procedure, the OAuth 2.0 client shall be registered by local configuration at the NRF. The client id, used during OAuth 2.0 registration, shall be the NF Instance Id of the NF.	Comment by Ericsson: Using both NF profile and locally configured information is a valid option.	Comment by Ericsson: To make sure that OAuth 2.0 clients register in some way.
OAuth 2.0 resource server (NF Service Producer) registration with the OAuth 2.0 authorization server (NRF)
The NF Service registration procedure, as defined in clause 4.17.1 of TS 23.502 [8], shall be used to register the OAuth 2.0 resource server (NF Service Producer) with the OAuth 2.0 Authorization server (NRF). The NF Service Producer, as part of its NF profile, may include "additional scope" information related to the allowed service operations and resources per NF Service Consumer type.


Figure 13.4.1.1-1b NF Service Producer registers in NRF
1)	The NF Service Producer registers as OAuth 2.0 resource server in the NRF. The NF profile configuration data of the NF Service Producer may include the "additional scope". The "additional scope" information indicates the resources and the actions (service operations) that are allowed on these resources for the NF Service Consumer. These resources may be per NF type of the NF Service Consumer or per NF instance ID of the NF Service Consumer.
2-3)	After storing the NF Profile, NRF responds successfully.
*** END CHANGES ***
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