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*** First Change ***
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".
[5]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[6]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[7]	3GPP TS 29.513: "5G System; Policy and Charging Control signalling flows and QoS parameter mapping; Stage 3".
[8]	IETF RFC 9113: "HTTP/2".
[9]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[10]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[11]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[12]	3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".
[13]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[bookmark: _Hlk518260138][14]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[15]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[16]	3GPP TS 24.526: "UE policies for 5G System (5GS); Stage 3".
[17]	3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Data, Application Data and Structured Data for Exposure; Stage 3".
[18]	3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[19]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[20]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[21]	IETF RFC 9457: "Problem Details for HTTP APIs".
[22]	3GPP TR 21.900: "Technical Specification Group working methods".
[23]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS)". 
[24]	3GPP TS 24.587: "Vehicle-to-Everything (V2X) services in 5G System (5GS); Stage 3".
[25]	3GPP TS 24.588: "Vehicle-to-Everything (V2X) services in 5G System (5GS); User Equipment (UE) policies; Stage 3".
[26]	3GPP TS 29.505: "5G System; Usage of the Unified Data Repository service for Subscription Data; Stage 3".
[27]	3GPP TS 29.504:"5G System; Unified Data Repository Services; Stage 3".
[28]	3GPP TS 24.554: "Proximity based services (ProSe) in 5G system (5GS) protocol aspects; Stage 3".
[29]	3GPP TS 24.555: "Proximity based services (ProSe) in 5G system (5GS); User Equipment (UE) policies; Stage 3".
[30]	3GPP TS 29.523: "5G System; Policy Control Event Exposure Service; Stage 3".
[31]	3GPP TS 29.512: "5G System; Session Management Policy Control Service; Stage 3".
[32]	3GPP TS 24.577: "Aircraft-to-Everything (A2X) services in 5G System (5GS) protocol aspects; Stage 3".
[33]	3GPP TS 24.588: "Aircraft-to-Everything (A2X) services in 5G System (5GS); UE policies".
[34]	3GPP TS 29.531: "5G System; Network Slice Selection Services; Stage 3"
[35]	3GPP TS 29.521: "5G System; Binding Support Management Service; Stage 3".
[36]	3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".
[37]	3GPP TS 29.514: "5G System; Policy Authorization Service; Stage 3".
[38]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[39]	3GPP TS 29.594: "5G System; Spending Limit Control Service; Stage 3".
[40]	3GPP TS 29.502: "5G System; Session Management Services; Stage 3".
[41]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[42]	3GPP TS 24.514: "Ranging based services and sidelink positioning in 5G system(5GS); Stage 3".
[43]	3GPP TS 32.256: "Charging management; 5G connection and mobility domain charging; stage 2".

*** Next Change ***
4.2.2.7	Provisioning of charging related information
This functionality applies to non-roaming and roaming scenarios. In non-roaming scenarios the NF service consumer corresponds to the AMF, and in the roaming scenario the NF service consumer corresponds to the V-PCF or the AMF.
When the "SLAMUP" feature is supported, the PCF may provide the NF service consumer with the charging function information for the UE, i.e. the CHF address(es), and if available, the associated CHF instance ID(s) and CHF set ID(s), during the UE Policy Association establishment based on the operator policy.
The (H-)PCF may retrieve the (H-)CHF addresses, and if available, the associated (H-)CHF instance ID(s) and (H-)CHF set ID(s) as described in 3GPP TS 29.512 [27], clause 4.2.2.3.1.
In order to provision the (H-)CHF information to the NF service consumer, the (H-)(V-)PCF shall include within the PolicyAssociation data structure the "chfInfo" attribute containing the charging information. The "chfInfo" attribute may include the primary (H-)CHF address, within the "primaryChfAddress" attribute, and secondary (H-)CHF address, within the "secondaryChfAddress" attribute if available. When the (H-)CHF supports redundancy based on NF Set concepts as described in 3GPP TS 29.500 [5], the "chfInfo" attribute may include the (H-)CHF address, encoded within the"primaryChfAddress" attribute, (H-)CHF instance, encoded within the "primaryChfInstanceId" attribute, and primary (H-)CHF set id, encoded within the "primaryChfSetId". The primary (H-)CHF information may be also complemented by secondary (H-)CHF information, if available.
The (V-)PCF provided (H-)CHF information shall overwrite any predefined (H-)CHF information configured at the AMF. 
If there is no home operator policy indicating that the same (H-)CHF shall be selected by the (H-)PCF for the UE and by the AMF, then no charging information is provisioned by the (H-)PCF, and the AMF shall select the charging information as follows:
1.	In non-roaming scenarios, a as specified in 3GPP TS 32.256 [43], clause 5.1.3.
2.	In roaming scenarios, a as specified in 3GPP TS 32.256 [43], clause 5.1.5.2.

*** End of Changes ***
