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: 530049

1
3GPP Work Area *

	X
	Radio Access

	
	Core Network

	
	Services


2
Classification of WI and linked work items

2.0
Primary classification *

This work item is a … *

	
	Study Item (go to 2.1)

	
	Feature (go to 2.2)

	
	Building Block (go to 2.3)

	X
	Work Task (go to 2.4)


2.1
Study Item

	Related Work Item(s) (if any]

	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.2
Feature

	Related Study Item or Feature (if any) *


	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.3
Building Block

	Parent Feature (or Study Item)

	Unique ID
	Title
	TS

	510051
	Rel-11 Operations, Administration, Maintenance and Provisioning (OAM&P)
	N/A


This work item is … *

	
	Stage 1 (go to 2.3.1)

	
	Stage 2 (go to 2.3.2)

	X
	Stage 3 (go to 2.3.3)

	
	Test spec (go to 2.3.4)

	
	Other (go to 2.3.5)


2.3.1

Stage 1

	Source of external requirements (if any) *


	Organization
	Document
	Remarks

	
	
	


Go to §3.

2.3.2

Stage 2  *

	Corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other source of stage 1 information

	TS or CR(s)
	Clause
	Remarks

	
	
	



If no identified source of stage 1 information, justify: *
 

Go to §3.

2.3.3

Stage 3 *

	Corresponding stage 2 work item (if any)

	Unique ID
	Title
	TS

	460007
	Carrier Aggregation for LTE (LTE_CA)
	TSG RAN Rel-10 Feature

	460107
	Core part: Carrier Aggregation for LTE (LTE_CA-Core)
	36.101, 36.104, 36.133, 36.211, 36.212, 36.213, 36.300, 36.302, 36.306, 36.321, 36.331, 36.413, 36.423, 37.104

	460207
	Perf. part: Carrier Aggregation for LTE (LTE_CA-Perf)
	36.101, 36.104, 36.133, 36.141, 37.141, new TR (36.807, 36.808)


	Else, corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other justification

	TS or CR(s)

Or external document
	Clause
	Remarks

	
	
	



If no identified source of stage 2 information, justify: *
 

Go to §3.

2.3.4

Test spec *

	Related Work Item(s)

	Unique ID
	Title
	TS

	
	
	


Go to §3.

2.3.5

Other *

	Related Work Item(s)

	Unique ID
	Title
	Nature of relationship
	TS / TR

	
	
	
	


Go to §3.

2.4

Work task *

	Parent Building Block

	Unique ID
	Title
	TS

	
	
	

	510251
	Performance Management
	N/A

	
	
	

	
	
	


3
Justification *

Carrier Aggregation (CA) in LTE is a feature supported from Rel-10. In Carrier Aggregation (CA), two or more component carriers (CCs) are aggregated in order to support wider transmission bandwidths (up to 100MHz). 
CCs are LTE Rel-8/9 compatible. Nevertheless, existing mechanisms (e.g. barring) may be used to avoid Rel-8/9 UEs to camp on a CC.

CA is supported for both contiguous and non-contiguous CCs. 
CCs originating from the same eNB need not to provide the same coverage.

When CA is configured, the UE only has one RRC connection with the network. 
At RRC connection establishment/re-establishment/handover, only the Primary Cell (PCell) provides the NAS mobility information (e.g. TAI), and at RRC connection re-establishment/handover, only the PCell provides the security input. PCell can only be changed with handover procedure (i.e. with security key change and RACH procedure).

Depending on UE capabilities, Secondary Cells (SCells) can be configured to form together with the PCell a set of serving cells. For each SCell the usage of uplink resources by the UE in addition to the downlink ones is configurable (the number of DL SCCs (Secondary Component Carriers) configured must always be larger or equal to the number of UL SCCs and no SCell can be configured for usage of uplink resources only).

To support CA, the management aspects required for CA also need to be addressed. 
The management aspects that need to be particularly taken into account for CA include:

· performance measurements and KPIs to evaluate the E-UTRAN that supports CA, for example how to measure number of users/E-RABs in the measured EUtran Cell which acts as Pcell or Scell for some UEs;

4
Objective *

The objectives of this work item are to:

· identify required performance measurements and KPIs to support CA management

To minimize the backward impact introduced by CA management, the existing mechanisms and definitions shall be reused as much as possible.

5
Service Aspects

N/A

6
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N/A

7
Charging Aspects

N/A

8
Security Aspects

N/A
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Work item leadership *

SA5
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Supporting Individual Members *

	Supporting IM name

	Nokia Siemens Networks

	Ericsson

	China Mobile
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	HUAWEI Technologies
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