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* * * First Change * * * *

6.1.6.2.32	Type: EmergencyInfo
Table 6.1.6.2.32-1: Definition of type EmergencyInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	pgwFqdn
	Fqdn
	C
	0..1
	FQDN of the PGW-C+SMF for emergency session; either pgwFqdn or pgwIipAddress shall be present, but not both.
If both pgwFqdn and pgwIpAddress are available, it is preferred to include pgwFqdn but not pgwIpAddress.
(NOTE)

	pgwIpAddress
	IpAddress
	C
	0..1
	IP address of the PGW-C+SMF for emergency session(NOTE)

	smfInstanceId
	NfInstanceId
	O
	0..1
	NF Instance Id of the SMF for emergency session (NOTE)

	epdgInd
	boolean
	O
	0..1
	If present, it indicates whether access is from ePDG or not.
true: access is from ePDG.
false or absent: access is not from ePDG.

	plmnId
	PlmnId
	O
	0..1
	PLMN where the PGW-C+SMF is located

	emergencyRegistrationTime
	DateTime
	O
	0..1
	Time of Emergency registration

	NOTE:	If the AMF fails to contact the SMF/PGW based on the provided information (pgwFqdn/pgwIpAddress/smfInstanceId) when needed, the AMF should use a locally configured SMF instance ID or SMF set ID for the SMF/PGW for emergency services.



* * * End of Changes * * * *
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