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* * * First Change * * * *
[bookmark: _Toc161905432][bookmark: _Toc153887543][bookmark: _Toc145956103][bookmark: _Toc138411910][bookmark: _Toc130844203][bookmark: _Toc122096982][bookmark: _Toc114779065][bookmark: _Toc106639555][bookmark: _Toc98506270][bookmark: _Toc90650600][bookmark: _Toc88818678][bookmark: _Toc82716391][bookmark: _Toc74993801][bookmark: _Toc67685974][bookmark: _Toc58594464][bookmark: _Toc56517563][bookmark: _Toc51873435][bookmark: _Toc49849921][bookmark: _Toc45032432][bookmark: _Toc43215184][bookmark: _Toc36463344][bookmark: _Toc34147960][bookmark: _Toc27593088][bookmark: _Toc25168669][bookmark: _Toc20150422][bookmark: _Toc161905492][bookmark: _Toc153887603][bookmark: _Toc145956161][bookmark: _Toc138411963][bookmark: _Toc130844255][bookmark: _Toc122097034][bookmark: _Toc114779117][bookmark: _Toc106639607][bookmark: _Toc98506322][bookmark: _Toc90650653][bookmark: _Toc88818731][bookmark: _Toc82716444][bookmark: _Toc74993854][bookmark: _Toc67686027][bookmark: _Toc58594515][bookmark: _Toc56517614][bookmark: _Toc51873486][bookmark: _Toc49849972][bookmark: _Toc45032483][bookmark: _Toc43215235][bookmark: _Toc36463395][bookmark: _Toc34148011][bookmark: _Toc27593135][bookmark: _Toc25168716][bookmark: _Toc161905508][bookmark: _Toc153887619][bookmark: _Toc145956177][bookmark: _Toc138411979][bookmark: _Toc130844271][bookmark: _Toc122097050][bookmark: _Toc114779133][bookmark: _Toc106639623][bookmark: _Toc98506338][bookmark: _Toc90650669][bookmark: _Toc88818747][bookmark: _Toc82716460][bookmark: _Toc74993870][bookmark: _Toc67686043][bookmark: _Toc161839823][bookmark: _Toc153817499][bookmark: _Toc145947055][bookmark: _Toc138344547][bookmark: _Toc161827860][bookmark: _Toc153887532][bookmark: _Toc153887484][bookmark: _Toc145956049][bookmark: _Toc138411862][bookmark: _Toc130844156][bookmark: _Toc122096935][bookmark: _Toc114779018][bookmark: _Toc106639508][bookmark: _Toc98506223][bookmark: _Toc90650553][bookmark: _Toc88818631][bookmark: _Toc82716344][bookmark: _Toc74993756][bookmark: _Toc67685935][bookmark: _Toc58594425][bookmark: _Toc56517524][bookmark: _Toc51873396][bookmark: _Toc49849882][bookmark: _Toc45032393][bookmark: _Toc43215145][bookmark: _Toc36463305][bookmark: _Toc34147921][bookmark: _Toc27593050][bookmark: _Toc25168631][bookmark: _Toc20150384]6.1.6.3.6	Enumeration: PositioningMethod
The enumeration PositioningMethod represents the method used to determine the location of the UE.
Table 6.1.6.3.6-1: Enumeration PositioningMethod
	[bookmark: _Hlk166683391]Enumeration value
	Description

	"CELLID"
	Cell ID positioning method

	"ECID"
	Enhanced cell ID methods based on LTE signals

	"OTDOA"
	Observed time difference of arrival positioning based on LTE signals

	"BAROMETRIC_PRESSURE"
	Positioning method based on barometric Pressure Sensor

	"WLAN"
	WLAN positioning

	"BLUETOOTH"
	Bluetooth positioning

	"MBS"
	Terrestrial Beacon System (TBS) positioning based on MBS signals

	"MOTION_SENSOR"
	Positioning method based on motion Sensor

	"DL_TDOA"
	Downlink Time Difference of Arrival (DL-TDOA) based on NR signals

	"DL_AOD"
	Downlink Angle-of-Departure (DL-AoD) based on NR signals

	"MULTI-RTT"
	Multi-Round Trip Time Positioning (Multi-RTT based on NR signals).

	"NR_ECID"
	NR enhanced cell ID methods (NR E-CID) based on NR signals.

	"UL_TDOA"
	Uplink Time Difference of Arrival (UL-TDOA) based on NR signals

	"UL_AOA"
	Uplink Angle of Arrival (UL-AoA), including the Azimuth of Arrival (A-AoA) and the Zenith of Arrival (Z-AoA) based on NR signals.

	"NETWORK_SPECIFIC"
	Network specific position methods.

	"SL_TDOA"
	Sidelink Time Difference of Arrival (TDOA) based on Sidelink NR PC5 radio signals

	"SL_TOA"
	Sidelink Time Of Arrival based on NR PC5 radio signals

	"SL_AOA"
	Sidelink Angle-of-Arrival based on NR PC5 radio signals

	"SL_RT"
	Sidelink Round Trip based on NR PC5 radio signals



NOTE:	Some of the values in the enumeration deviate from the naming conventions indicated in clause 5.1.4 of 3GPP TS 29.501 [5] (i.e. to use UPPER_WITH_UNDERSCORE); however, it is kept as currently defined in this specification to maintain backwards compatibility

* * * Next Change * * * *
[bookmark: _Toc161905441][bookmark: _Toc153887552][bookmark: _Toc145956112][bookmark: _Toc138411919][bookmark: _Toc130844212][bookmark: _Toc122096991][bookmark: _Toc114779074][bookmark: _Toc106639564][bookmark: _Toc98506279][bookmark: _Toc90650609][bookmark: _Toc88818687][bookmark: _Toc82716400][bookmark: _Toc74993810][bookmark: _Toc67685983][bookmark: _Toc58594473][bookmark: _Toc56517572][bookmark: _Toc51873444][bookmark: _Toc49849930][bookmark: _Toc45032441][bookmark: _Toc43215193][bookmark: _Toc36463353][bookmark: _Toc34147969][bookmark: _Toc27593097][bookmark: _Toc25168678][bookmark: _Toc20150431]6.1.6.3.15	Enumeration: ReportingAreaType
The enumeration ReportingAreaType indicates the type of a reporting area.
Table 6.1.6.3.15-1: Enumeration ReportingAreaType
	Enumeration value
	Description

	"EPS_TRACKING_AREA_IDENTITY"
	EPS TAI

	"E-UTRAN_CELL_GLOBAL_IDENTIFICATION"
	ECGI

	"5GS_TRACKING_AREA_IDENTITY"
	5GS TAI

	"NR_CELL_GLOBAL_IDENTITY"
	NCGI



[bookmark: _GoBack]NOTE:	Some of the values in the enumeration deviate from the naming conventions indicated in clause 5.1.4 of 3GPP TS 29.501 [5] (i.e. to use UPPER_WITH_UNDERSCORE); however, it is kept as currently defined in this specification to maintain backwards compatibility

 * * * End of Changes * * * *
