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[bookmark: _Toc29894876][bookmark: _Toc29899175][bookmark: _Toc29899593][bookmark: _Toc29917329][bookmark: _Toc36498203][bookmark: _Toc45699231][bookmark: _Toc161999165][bookmark: _Toc153443569][bookmark: _Toc28873156][bookmark: _Toc35593614][bookmark: _Toc44669022][bookmark: _Toc51607171][bookmark: _Toc152935987][bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]16.1		Synchronization procedures
=============================== Unchanged Text Omitted ===================================
For operation with shared spectrum channel access, a UE attempts to transmit at least S-SS/PSBCH blocks in the slots including S-SS/PSBCH blocks in the anchor RB set. The UE can alternatively attempt to transmit S-SS/PSBCH blocks in non-anchor RB set(s) associated with the resource pool, if any, if the anchor RB set is not included in the RB set(s) associated with the resource pool. The UE applies CP extension to the first symbol of an S-SS/PSBCH block and within the first one or two symbols before the first symbol of the S-SS/PSBCH block according to an index [4, TS 38.211] provided by sl-CPE-StartingPositionS-SSB. The UE assumes PRB(s) in an intra-cell guard band [6, TS 38.214] are not used for transmission of S-SS/PSBCH blocks.
=============================== Unchanged Text Omitted ===================================
For operation with shared spectrum channel access and for each slot that includes S-SS/PSBCH blocks, a UE is provided, by sl-NumOfAdditionalSSSBOccasion, a number  of additional candidate S-SS/PSBCH block transmission occasions. When the UE determines to transmit S-SS/PSBCH blocks on additional candidate S-SS/PSBCH block transmission occasions, the UE attempts to transmit S-SS/PSBCH blocks at least in the anchor RB set. The UE can alternatively attempt to transmit S-SS/PSBCH blocks in non-anchor RB set(s) associated with the resource pool, if any, if the anchor RB set is not included in the RB set(s) associated with the resource pool. When , for S-SS/PSBCH block with index , the UE determines indexes of slots that include the additional candidate S-SS/PSBCH block transmission occasions as + +, where 
-	 is a slot gap, provided by sl-GapOfAdditionalSSSB-Occasion, for determining the additional candidate S-SS/PSBCH block transmission occasions, and
-	 is an index of the additional candidate S-SS/PSBCH block transmission occasions, with .
=============================== Unchanged Text Omitted ===================================

