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	Reason for change:
	In RAN1#115 Meeting, the following agreement was achieved on LTM CSI report with a higher priority over all legacy CSI reports and had been captured in clause 5.2.5 of TS 38.214. 
	Agreement
For the priority rule for CSI report, LTM CSI report is prioritized over legacy CSI report.



However, the above agreement has not been reflected in clause 9.2.5.2 UE procedure for multiplexing HARQ-ACK/SR/CSI in a PUCCH in TS 38.213.
	9.2.5.2	UE procedure for multiplexing HARQ-ACK/SR/CSI in a PUCCH
If a UE has one or more CSI reports and zero or more HARQ-ACK/SR information bits to transmit in a PUCCH where the HARQ-ACK, if any, is in response to a PDSCH reception without a corresponding PDCCH
-	if any of the CSI reports are overlapping and the UE is provided by multi-CSI-PUCCH-ResourceList with [image: ] PUCCH resources in a slot,.....
....
-	else the UE uses the PUCCH format 2 resource [image: ], or the PUCCH format 3 resource [image: ], or the PUCCH format 4 resource [image: ] and the UE selects [image: ] CSI report(s) for transmission together with HARQ-ACK information and SR, when any, in ascending priority value as described in [6, TS 38.214] 


 The above text means that priority of LTM CSI report is lower than Legacy CSI report when priority value for LTM CSI report is greater than that of Legacy CSI report. But it is not true in fact. Thus, some changes are needed, e.g., replace “ascending priority value” with “descending priority”.

	
	

	Summary of change:
	Change “ascending priority value” to “descending priority”.

	
	

	Consequences if not approved:
	Priority rule for LTM CSI report vs legacy CSI report is unclear.

	
	

	Clauses affected:
	9.2.5.2
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	Other comments:
	Isolated impact analysis:
This CR has no isolated impact on network and UE behavior. 

	
	

	This CR's revision history:
	This is the first version of this CR.
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<Unchanged part is omitted>
If a UE has one or more CSI reports and zero or more HARQ-ACK/SR information bits to transmit in a PUCCH where the HARQ-ACK, if any, is in response to a PDSCH reception without a corresponding PDCCH
-	if any of the CSI reports are overlapping and the UE is provided by multi-CSI-PUCCH-ResourceList with [image: ] PUCCH resources in a slot, for PUCCH format 2 and/or PUCCH format 3 and/or PUCCH format 4, as described in clause 9.2.1, where the resources are indexed according to an ascending order for the product of a number of corresponding REs, modulation order [image: ], and configured code rate [image: ];
-	if [image: ], the UE uses PUCCH format 2 resource [image: ], or the PUCCH format 3 resource [image: ], or the PUCCH format 4 resource [image: ]
-	else if [image: ] and [image: ], [image: ], the UE transmits a PUCCH conveying HARQ-ACK information, SR and CSI report(s) in a respective PUCCH where the UE uses the PUCCH format 2 resource [image: ], or the PUCCH format 3 resource [image: ], or the PUCCH format 4 resource [image: ] 
[bookmark: _GoBack]-	else the UE uses the PUCCH format 2 resource [image: ], or the PUCCH format 3 resource [image: ], or the PUCCH format 4 resource [image: ] and the UE selects [image: ] CSI report(s) for transmission together with HARQ-ACK information and SR, when any, in ascendingdescending priority value  as described in [6, TS 38.214] 
[bookmark: _Hlk534904159]-	else, the UE transmits the [image: ] bits in a PUCCH resource provided by pucch-CSI-ResourceList and determined as described in clause 9.2.5 
<Unchanged part is omitted>
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